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                              123094A                  
I.    DESCRIPTION:                                     
      ------------                                     
      RG-11 TYPE, DUOBOND IV - 60% BRAID / 40% BRAID   
      IEEE 802.4 MAP CABLE WITH 2.6 METER TAP MARKS,   
      ALUMINUM INTERLOCKED ARMOUR, OVERALL PVC JACKET. 
 
II.   ELECTRICAL CHARACTERISTICS:                      
      ---------------------------                      
      IMPEDANCE:                     75 +/- 3 OHMS     
      NOM. INDUCTANCE:               .097 MICRO-H/FT   
      NOM. CAPACITANCE                                 
       CONDUCTOR TO SHIELD:          16.2 PF/FT        
      NOM. VELOCITY OF PROPAGATION:  82%               
      NOM. DELAY:                    1.2 NS/FT         
       ATTENUATION:                                         
                         MAXIMUM                            
         MHZ     DB/100'         MHZ     DB/100'            
           5      0.38           400      2.83              
          55      1.03           450      3.02              
         211      2.01           550      3.36              
         270      2.30           750      3.99              
         300      2.43           870      4.33              
         330      2.55          1000      4.67              
       STRUCTURAL RETURN LOSS:        5-450 MHZ, 23 DB MIN. 
       MAX. OPERATING VOLTAGE:        600 V RMS             
       NOM. CONDUCTOR DC RESISTANCE                         
        @ 20 DEG C:                   8.7 OHMS/1000'        
       NOM. SHIELD DC RESISTANCE                            
        @ 20 DEG C:                   1.5 OHMS/1000'         
  
III.  PHYSICAL CHARACTERISTICS:                             
       -------------------------                             
      TEMPERATURE RATING:             -40 TO +80 DEG C       
      CONDUCTOR MATERIAL & DIA:       14 AWG SOLID BARE      
                                      COPPER COVERED STEEL,  
                                      .064"                  
      DIELECTRIC MATERIAL & DIA:      GAS INJECTED FOAM      
                                      POLYETHYLENE,          
                                      .280"                  
      SHIELD TYPE:                    1ST LAYER - BONDED DUOFOIL 
                                      2ND LAYER - 60% ALUM BRAID 
                                      3RD LAYER - DUOFOIL    
                                      4TH LAYER - 40% ALUM BRAID 
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       INNER JACKET MATERIAL & DIA:   PVC (GRAY)             
                                      .407"                  
       CSA RATING (CORE):             CMR & CMG              
       AN INTERLOCKED ALUMINUM ARMOUR & PVC JACKET ARE APPLIED 
       OVER THE BELDEN 3094A CORE.                           
       DIA. OVER ARMOUR:               .62"                  
       DIA. OVER PVC JACKET:           .72" (BLACK)          
       MIN. BENDING RADIUS:            8.6"                  
       NOM. WEIGHT/1000 FT.:           200 LBS.              
       MAX. PULLING TENSION:           255 LBS.              
       SPECIFICATIONS:                 UL/CSA TYPE CM        
                                       CSA HL (C22.2 #174)   
       FLAME RATING:                   CSA FT4 VERTICAL TRAY 
                                       (70,000 BTU/HR)       
 
 

                                                                            
                                     
                                                    
                                
 


