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Copyright 

Dimensions, Weights and Ratings

Dimensions, weights and ratings given in this catalog are approximate and should 

not be used for construction purposes. Drawings containing exact dimensions are 
available upon request. All listed product specifications and ratings are subject to 
change without notice. Photographs are representative of production units.

Terms and Conditions

All prices and discounts are subject to change without notice. When price changes 
occur, they are published in Eaton’s Price and Availability Digest (PAD). All orders 
accepted by Eaton’s Electrical Sector are subject to the general terms and conditions 
as set forth in Appendix 1—Eaton Terms & Conditions. 

Technical and Descriptive Publications

This catalog contains brief technical data for proper selection of products. Further 
information is available in the form of technical information publications and 
illustrated brochures. If additional product information is required, contact your local 
Eaton Products Distributor, call 1-800-525-2000 or visit our website at 
www.eaton.com.

Compliance with Nuclear Regulation 10 CFR 21

Eaton products are sold as commercial grade products not intended for application in 
facilities or activities licensed by the United States Nuclear Regulatory Commission 
for atomic purposes, under 10 CFR 21. Further certification will be required for use of 
these products in a safety-related application in any nuclear facility licensed by the 
U.S. Nuclear Regulatory Commission.

WARNING

The installation and use of Eaton products should be in accordance with the 
provisions of the U.S. National Electrical Code® and/or other local codes or industry 
standards that are pertinent to the particular end use. Installation or use not in 
accordance with these codes and standards could be hazardous to personnel and/or 
equipment.

Copyright ©2019 Eaton, All Rights Reserved.

These catalog pages do not purport to cover all details or variations in equipment, nor to provide for 
every possible contingency to be met in connection with installation, operation or maintenance. 
Should further information be desired or should particular problems arise which are not covered 
sufficiently for the purchaser’s purposes, the matter should be referred to the local Eaton Products 
Distributor or Sales Office. The contents of this catalog shall not become part of or modify any prior 
or existing agreement, commitment or relationship. The sales contract contains the entire 
obligation of Eaton’s Electrical Sector. The warranty contained in the contract between the parties 
is the sole warranty of Eaton. Any statements contained herein do not create new warranties or 
modify the existing warranty.
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Introduction

Eaton is a global leader in power distribution, power quality, 
control and automation, and monitoring products. 

At Eaton, we believe a reliable, efficient and safe power system is the foundation of every 
successful enterprise. Through innovative technologies, cutting-edge products and our highly 
skilled services team, we empower businesses around the world to achieve a powerful advantage. 

In addition, Eaton is committed to creating and maintaining powerful customer relationships built 
on a foundation of excellence. From the products we manufacture to our dedicated customer 
service and support, we know what’s important to you.

Solutions
Eaton takes the complexity out of power systems management with a holistic and strategic 
approach, leveraging our industry-leading technology, solutions and services. We focus on 
the following three areas in all we do:

● Reliability—maintain the 
appropriate level of power 
continuity without 
disruption or unexpected 
downtime 

● Efficiency—minimize 
energy usage, operating 
costs, equipment footprint 
and environmental impact

● Safety—identify and 
mitigate electrical hazards 
to protect what you value 
most

Using the Eaton Catalog Library 
As we grow, it becomes increasingly difficult to include all products in one or two comprehensive 
catalogs. Knowing that each user has their specific needs, we have created a library of catalogs for our 
products that when complete, will contain 15 volumes. Since the volumes will continuously be a work 
in progress and updated, each volume will stand alone. Refer to our volume directory, MZ08100001E, 
for a quick glance of where to look for the products you need. The 15 volumes include: 

● Volume 1—Residential 
and Light Commercial 
(CA08100002E)

● Volume 2—Commercial 
Distribution (CA08100003E)

● Volume 3—Power 
Distribution and Control 
Assemblies (CA08100004E)

● Volume 4—Circuit 
Protection (CA08100005E)

● Volume 5—Motor Control 
and Protection 
(CA08100006E)

● Volume 6—Solid-State 
Motor Control 
(CA08100007E)

● Volume 7—Logic Control, 
Operator Interface and 
Connectivity Solutions 
(CA08100008E)

● Volume 8—Sensing 
Solutions (CA08100010E)

● Volume 9—Original 
Equipment Manufacturer 
(CA08100011E)

● Volume 10—Enclosed 
Control (CA08100012E)

● Volume 11—Vehicle and 
Commercial Controls 
(CA08100013E)

● Volume 12—Aftermarket, 
Renewal Parts and Life 
Extension Solutions 
(CA08100014E)

● Volume 13—Counters, 
Timers and Tachometers 
(CA08100015E)—Available 
in electronic format only

● Volume 14—Fuses 
(CA08100016E)—Available 
in electronic format only

● Volume 15—Solar Inverters 
and Electrical Balance of 
System (CA08100018E)

These volumes are not all-inclusive of every product, but they are meant to be an overview 
of our product lines. For our full range of product solutions and additional product information, 
consult Eaton.com/electrical and other catalogs and product guides in our literature library. 
These references include:

● The Consulting Application 
Guide (CA08104001E)

● The Eaton Power Quality 
Product Guide (COR01FYA)

If you don’t have the volume that contains the product or information that you are looking for, 
not to worry. You can access every volume of the catalog library at Eaton.com/electrical in the 
Literature Library.

By installing our Automatic Tab Updater (ATU), you can be sure you always have the most recent 
version of each volume and tab. 
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Introduction

Icons

Green Leaf

Eaton Green Solutions are products, systems or solutions that represent Eaton 
benchmarks for environmental performance. The green leaf symbol is our 
promise that the solution has been reviewed and documented as offering 
exceptional, industry-leading environmental benefits to customers, consumers 
and our communities. Though all of Eaton’s products and solutions are 
designed to meet or exceed applicable government standards related to 
protecting the environment, our products with the Green Leaf designation 
further provide “exceptional environmental benefit.”

Learn Online

When you see the Learn Online icon, go to Eaton.com/electrical and search for 
the product or training page. There you will find 100-level training courses, 
podcasts, webcasts or games and puzzles to learn more.

Drawings Online

When you see the Drawings Online icon, go to Eaton.com/electrical and find the 
products page. There you will find a tab that includes helpful product drawings 
and illustrations. 

Contact Us
If you need additional help, you can find contact information 
under the Customer Care heading of Eaton.com/electrical. 
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Loadcenters and Circuit Breakers

Residential Loadcenters 
and Breaker Family

1.1 Type CH Loadcenters and Circuit Breakers 

Overview . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-2

Single-Phase . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-7

Three-Phase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-13

CH Specialty Products . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-15

Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-15

Surge Panel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-16

Type CH Renovation Loadcenter . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-18

Type CH Retrofit Interior Kits  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-19

Non-Metallic Loadcenter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-21

CH Loadcenter Options and Accessories  . . . . . . . . . . . . . . . . . . . . . . V1-T1-22

CH Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-36

1.2 Type BR Loadcenters and Circuit Breakers

Overview . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-46

Single-Phase . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-51

Three-Phase  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-58

Spa Panels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-61

Riser Panel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-62

Type BR Renovation Loadcenter . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-63

Type BR Retrofit Interior Kits  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-64

BR Loadcenter Options and Accessories  . . . . . . . . . . . . . . . . . . . . . . V1-T1-66

BR Circuit Breakers. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-83

1.3 Loadcenter Interiors/OEM Loadcenters

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-95

Standards and Certifications. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-96

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-96

1.4 Enclosed Breakers

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-100

Standards and Certifications. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-100

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-101

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-101

1.5 Classified Circuit Breakers

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-102

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-103

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-105

Technical Data. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-105

Wiring Diagrams . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T1-106
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Surge Protection

Surge Protection Devices 2.1 Surge Protection Devices and Lightning Arresters

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T2-2

Application Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T2-2

Standards and Certifications  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T2-3
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Residential Backup Transfer Switch Solutions

Transfer Switch Solutions 3.1 Automatic Transfer Switches 

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-2

Application Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-2

Standards and Certifications  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-3
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Green Automatic Transfer Switches—
Featuring Active Load Management Technology . . . . . . . . . . . . . . V1-T3-4

ATS Ready Loadcenter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-5

Dimensions  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-6

3.2 Manual Transfer Switches 

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-7

Application Description  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-7

Features, Benefits and Functions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-7

Standards and Certifications  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-8

Reference Information . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-8

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T3-9

Manual Transfer Switches and Generator Panels Selection . . . . . . . V1-T3-9
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Metering Products

Group Metering and 
Meter Breaker Family 

4.1 Meter Sockets
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4.3 Metering Products

Group Metering

Approximate Dimensions in Inches (mm)

Modular Metering Stacks—Aluminum

2-High, 3-High, 4-High, 125 Amperes, 3MM Ringless with Lever Bypass—Low Bus 
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4.3Metering Products

Group Metering

Approximate Dimensions in Inches (mm)

Modular Metering Stacks—Aluminum

5-High, 6-High, 125 Amperes, 3MM Ringless with Lever Bypass—Low Bus 

6 Meter Device

T
o

 C
 o

f 
M

a
in

 B
u

s
 B

a
r

31.40
(797.6)

L

14.61 (371.1)

10.00
(254.0)

14.61 (371.1)

63.63
(1616.2)

73.63
(1870.2)

13.03
(331.0)

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

T
o

 C
 o

f 
M

a
in

 B
u

s
 B

a
r

31.40
(797.6)

L

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

13.03
(331.0)

5 Meter Device

7 Knockout for
1/2", 3/4", 1",
1-1/4", 1-1/2"

Conduit

14.50 (368.3)

2.83 (71.9)

2.22
(56.4)

0.43
(10.9)

8.86
(225.0)

Top and Bottom End Wall View for NEMA 1
Botom End Wall View for NEMA 3R
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4.3 Metering Products

Group Metering

Approximate Dimensions in Inches (mm)

Modular Metering Stacks—Aluminum

5-High, 6-High, 125 Amperes, 3MM Ringless with Lever Bypass—High Bus 

7 Knockout for
1/2", 3/4", 1",
1-1/4", 1-1/2"

Conduit

14.50 (368.3)

2.83 (71.9)

2.22
(56.4)

8.85
(224.8)

T
o

 C
 o

f 
W

a
ll

 M
o

u
n

ti
n

g
 S

c
re

w
L

C
 L

o
w

e
r 

M
e

te
r 

T
o

 C
 o

f 
R

a
il

 M
o

u
n

ti
n

g
 S

c
re

w
L

L

56.53
(1435.9)

43.56
(1106.4)

Top and Bottom End Wall View for NEMA 1
Botom End Wall View for NEMA 3R

Lever Bypass 125 A Meter Module (3-phase IN 1-phase OUT NEMA 3R shown)

6 Meter Device

14.61 (371.1)

14.61 (371.1)

63.58
(1614.9)

73.58
(1868.9)

10.00
(254.0)

T
o

 C
 o

f 
M

a
in

 B
u

s
 B

a
r

51.35
(1304.3)

L

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

12.98
(329.7)

5 Meter Device

T
o

 C
 o

f 
M

a
in

 B
u

s
 B

a
r

51.35
(1304.3)

L

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

10.00
(254.0)

12.98
(329.7)

14.61 (371.1) 1.10 (27.9)

9.10
(231.1)

10.13
(257.3)

T
o

 C
 o

f 
M

a
in

 B
u

s
 B

a
r

51.35
(1304.3)

L

1.64
(41.7) Typ.

6 Knockout for
1", 1-1/4", 1-1/2"
Conduit

1.70
(43.2) Typ.

7.25 (184.2)
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4.3Metering Products

Group Metering

Approximate Dimensions in Inches (mm)

Modular Metering Stacks—Aluminum and Copper

3-High and 4-High, 200 Amperes, 1MM, 3MM

Note: Dimensions Apply to 800 and 1200 Ampere Horizontal Bus.

4 Meter Device2, 3 Meter Device

34.25

(870.0)

T
o

 C
 o

f 
W

a
ll

 R
a

il
 M

tg
. 

S
c
re

w
L

15.82

(401.8)

C
 M

e
te

r 
to

 C
 R

a
il

 M
tg

. 
S

c
re

w
L

L

7.01

(178.1)

(4) KO For 

1, 1-1/4, 1-1/2, 2

Conduit

This Bus Omitted on

1-PH Devices

52.35

(1329.7)

1
2

.1
2

(3
0

7.
8

)

1
2

.1
2

(3
0

7.
8

)

1
8

.4
2

(4
6

7.
9

)

30.55

(776.0)

T
o

 C
 o

f 
M

a
in

 B
u

s
b

a
r

L

1
8

.4
2

(4
6

7.
9

)

1
2

.1
2

(3
0

7.
8

)

1
2

.1
2

(3
0

7.
8

)

1
2

.1
2

(3
0

7.
8

)

64.50

(1638.3)

Circuit 

Breaker

Covers 

Omitted 

On NEMA 

1 Devices

13.50

(342.9)
1.70

(43.2) TYP.

30.55

(776.0)

T
o

 C
 o

f 
M

a
in

 B
u

s
b

a
r

L

1.75

(44.5)

TYP.

Bottom View

3.29
(83.6)

0.12
(3.0)

6.59
(167.4)

13.36
(339.3)

3.29
(83.6)

3.29
(83.6)

3.38
(85.9)

1.75
(44.5)

6.62
(168.1)

(6) Cocentric K.O.'s
1", 1-1/4", 1-1/2", 2"

1.76
(44.7)

3.00
(76.2)
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4.3 Metering Products

Group Metering

Approximate Dimensions in Inches (mm)

Modular Metering Stacks—Aluminum

2-High, 3-High, 4-High, 5-High, 6-High, 125 Amperes, 1MM, 3MM Ring, Ringless, Ringless with Horn Bypass

Note: The Bussed meter stack device shown on the far right of the figure, must be used on Mains with Busway connections, found on 
Pages V1-T4-100 and V1-T4-106. Please contact factory for catalog numbers associated with Bussed meter stack devices.

1.87
(47.5)

1.61 (40.9)

3.21
(81.5)

6.87
(174.5)

Typ.

1.71
(43.2)

13.50
(342.9)

12.13
(308.1)

12.13
(308.1)

12.13
(308.1)

12.13
(308.1)

74.96
(1904.0)

L

33.27
(845.1)

Typ.
to
C

of Wall
Mtg.

Screw

0.45
(11.4)
Typ.

1.75 (44.5)

16.76
(425.7)

Residential
Device

28.88 to
C of Main

Busbar
L

(5) Cocentric
K.O.s

1", 1-1/4",
1-1/2", 2"

Bussed Device

41.01 to
C of Main

Busbar
L

2.74
(69.6)

3.85
(97.5)
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4.3Metering Products

Group Metering

Type BR Tenant Main Circuit Breaker Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks . . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules  . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets  . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories . . . . . . . . . . . . . . . . . . V1-T4-138

Type BR 120/240 V 
Product Overview
Eaton offers Type BR family 
of circuit breakers as the 
plug-on tenant main breakers 
used in group metering 
applications.

Product Description
Eaton’s residential products 
Type BR circuit breaker is 
available in a two-pole 
configuration for group 
metering applications from 
60 A to 125 A in 10, 22, 42 
and 65 kAIC ratings.

Features
● Ratings—120/240 Vac, 

two-pole, through 125 A 
continuous amperages, 
calibrated at 40 °C

● Tripping characteristics—
thermal-magnetic trip

● Interrupting capacity at 
120/240 Vac
● BR—10,000 A rms 

symmetrical
● BRH—22,000 A rms 

symmetrical
● BRHX—22,000 A rms 

symmetrical
● BRHH—42,000 A rms 

symmetrical
● BRX—65,000 A rms 

symmetrical

● Handles—trip-free with 
ON-TRIPPED-OFF 
positions. Reset past OFF 
is required to latch breaker 
contacts after tripping

● Terminals—standard 
lugs (wire connectors) 
suitable for copper or 
aluminum wire

Standards and Certifications
● Complies with UL Standard 

489. Breakers are listed 
under UL File #E7819
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4.3 Metering Products

Group Metering

Product Selection

Type BR 120/240 V Tenant Main Circuit Breakers 

Field Installable Lug Kits for 1MM and 3MM Tenant Main Circuit Breakers
(For use with Residential Meter Stacks to account for bigger wire sizes) 

Wire Sizes—Neutral and Ground Lugs

BR40LUG Compatibility Chart 

Other Notes for Lug Kits
Notes: The lug adapter kit can be used in 1MM and 3MM 3- through 6-socket 125 A modular metering stacks.
Only intended for use in bottom- and rear-feed applications.
Four adapters can be used per meter stack.

Notes
1   Only to be used in 3-tier solution requiring a 65 kAIC rated main breaker (up to 2000 A) upstream.

Each stack includes a neutral and ground bar. If an extra ground bar is needed, order 1MMGBK.

Description
Number 
of Poles

Main Tenant 
Circuit Breaker 
Ampere Rating

10 kAIC 22 kAIC 22 kAIC 1 42 kAIC 65 kAIC 100 kAIC
Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

Plug-On Type

Plug-on type circuit breakers used 
with 1MP, 1MM, and 3MM 125 A 
modular metering stacks

Wire Sizes
#8–1/0 Cu/Al—for 60–100 A

Only exception is BRX,
which is #8–2/0 Cu/Al

#8–2/0 Cu/Al—for 125 A

2 60 BR260 BRH260 BRHX260 BRHH260 BRX260 —

2 70 BR270 BRH270 BRHX270 BRHH270 BRX270 —

2 80 BR280 BRH280 BRHX280 BRHH280 BRX280 —

2 90 BR290 BRH290 BRHX290 BRHH290 BRX290 —

2 100 BR2100 BRH2100 BRHX2100 BRHH2100 BRX2100 —

2 110 BR2110 BRH2110 BRHX2110 BRHH2110 BRX2110 —

2 125 BR2125 BRH2125 BRHX2125 BRHH2125 BRX2125 —

Description Catalog Number

4/0 Lug adapter—accommodates 3/0–4/0 BR40LUG

4/0 Neutral bar adapter—accommodates #1–4/0 BR40NEU

Up-sized ground bar kit 1MMGBK

Two-pole 300 kcmil with terminal shield 2TA225CVK

Three-pole 300 kcmil with terminal shield 3TA225CVK

Replacement mounting hardware kit for 200 A 1MP, 1MM and 3MM units 1MMCBK

Description
Wire Size, 
Al/Cu

Catalog
Number

Neutral—125 A meter pack #6–2/0 —

Neutral—200 A meter pack #1/0–300 kcmil —

Equipment ground bar—125 A meter pack #14–#2 —

Equipment ground bar—200 A meter pack #14–2/0 —

Optional ground bar #6–2/0 1MMGBK

Type 60 A 70 A 80 A 90 A 100 A 110 A 125 A

BR — — — — — BR2110 BR2125

BRH — — — — — BRH2110 BRH2125

BRHX BRHX2060 BRHX2070 BRHX2080 BRHX2090 BRHX2100 BRHX2110 BRHX2125

BRHH — — — — — BRHH2110 BRHH2125

BRX BRX260 BRX270 BRX280 BRX290 BRX2100 BRX2110 BRX2125

BR40LUG

BR40NEU
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4.3Metering Products

Group Metering

Type CCV Tenant Main Circuit Breaker Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks . . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules  . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets  . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories . . . . . . . . . . . . . . . . . . V1-T4-138

Type CCV 120/240 V 
Product Overview
Eaton offers Type CCV 
(10 and 22 kAIC) and Type CV 
(42, 65 and 100 kAIC) family 
of circuit breakers as the 
primary tenant main breakers 
used in most group metering 
applications.

Product Description
Eaton’s residential products 
Type CCV circuit breaker is 
available in two-pole 
configurations from 100 A to 
225 A in 10 and 22 kAIC 
ratings.

Features
● Ratings—120/240 Vac, 

two-pole, through 225 
continuous amperes, 
calibrated at 40 °C

● Tripping characteristics—
thermal-magnetic trip, 
calibrated and sealed after 
assembly. Indirectly heated 
thermal tripping bimetal 
elements

● Interrupting capacity at 
120/240 Vac. Type CCV—
10 kAIC rms symmetrical. 
Type CCVH—25 kAIC rms 
symmetrical

● Handles—trip-free with 
ON-TRIPPED-OFF 
positions. Reset past OFF 
is required to latch breaker 
contacts after tripping

● Terminals—standard 
lugs (wire connectors) 
suitable for copper or 
aluminum wire

● Backward compatibility—
Type CCV and CCVH 
retains same profile and 
footprint as the CC and 
CCH breaker, allowing use 
in the same applications

Standards and Certifications
● Complies with UL Standard 

489. Breakers are listed 
under UL File #E7819

Product Selection

Type CCV 120/240 V Tenant Main Circuit Breaker

Modification Codes
● X—load side terminals only

Two-Pole Breaker
Ampere 
Rating

Wire Size Range, 
Al/Cu 10 kAIC 25 kAIC

60 #2–300 kcmil CCV2060X CCVH2060X

70 CCV2070X CCVH2070X

80 CCV2080X CCVH2080X

90 CCV2090X CCVH2090X

100 CCV2100X CCVH2100X

125 CCV2125X CCVH2125X

150 CCV2150X CCVH2150X

175 CCV2175X CCVH2175X

200 CCV2200X CCVH2200X

225 CCV2225X CCVH2225X
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4.3 Metering Products

Group Metering

Type CV Tenant Main Circuit Breaker Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories  . . . . . . . . . . . . . . . . . V1-T4-138

Type CV 120/240 V 
Product Overview
Eaton offers Type CCV 
(10 and 22 kAIC) and Type CV 
(42, 65 and 100 kAIC) family 
of circuit breakers as the 
primary tenant main breakers 
used in most group metering 
applications.

Product Description
Eaton’s residential products 
Type CV molded-case circuit 
breaker is available in two- 
and three-pole configurations 
from 60 A to 225 A in 42, 65 
and 100 kAIC ratings.

Features
● Ratings—120/240 Vac, 

two- and three-pole, 
through 225 continuous 
amperes, calibrated 
at 40 °C

● Tripping characteristics—
thermal-magnetic trip, 
calibrated and sealed after 
assembly. Indirectly heated 
thermal tripping bimetal 
elements; includes push-
to-test button for routine 
preventive maintenance

● Interrupting capacity at 
120/240 Vac
● Type CVS—42,000 A 

rms symmetrical
● Type CV—65,000 A 

rms symmetrical
● Type CVH—100,000 A 

rms symmetrical
● Handles—trip-free with 

ON-TRIPPED-OFF 
positions. Reset past OFF 
is required to latch breaker 
contacts after tripping

● Terminals—standard 
lugs (wire connectors) 
suitable for copper or 
aluminum wire

Standards and Certifications
● Complies with UL Standard 

489. Breakers are listed 
under UL File #E7819
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4.3Metering Products

Group Metering

Product Selection

Type CV Two-Pole Tenant Main Circuit Breakers

Type CV Three-Pole Tenant Main Circuit Breakers

Number 
of Poles

Main Tenant 
Circuit Breaker 
Ampere Rating

Wire Size
Range, 
Al/Cu

42 kAIC 65 kAIC 100 kAIC
Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

2 60 #6–4/0 CVS2060XMM CV2060XMM CVH2060XMM

70 CVS2070XMM CV2070XMM CVH2070XMM

80 CVS2080XMM CV2080XMM CVH2080XMM

90 CVS2090XMM CV2090XMM CVH2090XMM

100 CVS2100XMM CV2100XMM CVH2100XMM

125 CVS2125XMM CV2125XMM CVH2125XMM

150 CVS2150XMM CV2150XMM CVH2150XMM

175 CVS2175XMM CV2175XMM CVH2175XMM

200 CVS2200XMM CV2200XMM CVH2200XMM

225 CVS2225XMM CV2225XMM CVH2225XMM

Number 
of Poles

Main Tenant 
Circuit Breaker 
Ampere Rating

Wire Size
Range, 
Al/Cu

42 kAIC 65 kAIC 100 kAIC
Catalog 
Number 

Catalog 
Number 

Catalog 
Number 

3 60 #6–4/0 CVS3060X CV3060X CVH3060X

70 CVS3070X CV3070X CVH3070X

80 CVS3080X CV3080X CVH3080X

90 CVS3090X CV3090X CVH3090X

100 CVS3100X CV3100X CVH3100X

125 CVS3125X CV3125X CVH3125X

150 CVS3150X CV3150X CVH3150X

175 CVS3175X CV3175X CVH3175X

200 CVS3200X CV3200X CVH3200X

225 CVS3225X CV3225X CVH3225X
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4.3 Metering Products

Group Metering

35MM, 37MM, 35SS and 37SS

Commercial Meter Stack Modules (35MM, 37MM, 35SS and 37SS) Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules 
Catalog Number Selection . . . . . . . . . . . . . . . . . V1-T4-127

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-128

Dimensions and Knockouts  . . . . . . . . . . . . . . . . V1-T4-131

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories  . . . . . . . . . . . . . . . . . V1-T4-138

Commercial Meter Stacks—Tenant Main Circuit Breakers
Product Description
● Heavy-duty lever bypass 

socket design
● Single-phase or three-

phase designs (35 = single-
phase, 37 = three-phase)

● Provision for two-pole or 
three-pole main tenant 
breakers 

● Phase balance kits are 
included with three-high 
and four-high modules

Features, Benefits 
and Functions

A. End Walls
The top cap is removable and 
does not contain knockouts, 
so contractors can position 
and punch holes where they 
need them. There are 
numerous KOs in the back 
and bottom for flexibility.

B. Ground Bars
The factory-installed 
equipment ground bars are 
provided in both the top and 
bottom gutters.

C. Meter Socket
The 5-jaw meter socket and 
7-jaw meter socket includes a 
built-in manual bypass and jaw 
release. The ground wire is 
factory connected in both 
35MM and 37MM modules.

D. Separate Wireway Cover
If work on the breakers or 
cables is necessary, it can 
be accomplished without 
disturbing the meters or 
meter covers, thanks to a 
separate cover that allows 
easy access to the module’s 
main tenant breaker and 
wireway section. 
(Not shown.)

E. Barrier
A solid metal barrier 
separates the meter socket 
section from the tenant 
breaker in the wireway 
section. The unmetered 
vertical bus is enclosed to 
guard against power theft.

F. Neutral Assembly
Located in the wireway of 
each module, the assembly 
permits convenient 
termination of the neutral 
conductors.

G. Enclosed Horizontal Bus
Non-removable metal barrier 
encloses 1200 A horizontal 
bus when passing through 
the tenant breaker section 
for added security.

H. Tenant Breaker Range
All modules accept 15–225 A 
bolt-on breakers in various 
AIC ratings. The CHH_X 
breaker carries a UL listed 
series rating of 100,000 A, 
which allows you to use 
standard 10 kAIC breakers in 
downstream loadcenters and 
panelboards by Eaton.

I. Indoor/Outdoor Construction
Raintight caps, meter covers 
and lockable raintight tenant 
breaker covers make it 
convenient for you to use 
any of our modules on either 
NEMA 1 or NEMA 3R 
applications. 

J. Mounting Rail
Rear mounting rail and wall 
hanger speed and simplify 
installation. (Mounting rail 
not shown.)

K. Nameplate and Ratings
The nameplate gives you full 
rating data: 208Y/120, three-
phase, four-wire; 240/120, 
three-phase, four-wire delta 
(high leg on B-phase); and 
240/120 single-phase. 
(Not shown.)

L. Mains and Modules 
Slip together quickly, 
smoothly with front-
accessible captive bolts 
securing the juncture without 
removing socket interiors or 
bus access plate. Main bus 
joint bolts torque to 25 foot 
pounds. 
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37MM Meter Stack Module ● Eaton’s 35MM and 37MM 
modular metering stacks 
contain meter sockets with 
built-in manual bypass and 
jaw release (Non-EUSERC 
areas)

● Eaton’s 35SS and 37SS 
stacks use meter sockets 
with test bypass feature 
(meets EUSERC electrical 
requirements)

● All commercial modular 
metering stacks contain 
four horizontal cross buses

● Mechanically and 
electrically built to bolt-up 
with main service modules 
and residential modular 
metering stacks

Catalog Number Selection

Commercial Meter Stack Modules

When Ordering:

1. Determine catalog number of Main Service Module.

2. Determine catalog number of Meter Stack (Residential or Commercial).

3. Find quantity and catalog numbers for tenant circuit breakers (found on Page V1-T4-128). Order one breaker per socket.

4. If any accessories are needed, order from Pages V1-T4-139 and V1-T4-140.

L

B

G

F

E

H

C

I

A

Phases
Three-phase only

Number of Jaws
5 or 7

Socket Amperage
20 = 200 A 
40 = 400 A 

Number of Meters
1, 2, 3 or 4

Socket Type
K = K Base bolt-on socket
Blank = Plug-in type socket

Type of Metering
MM = Commercial metering module
SS = Safety socket—EUSERC

Bus
12  = 1200 A main bus ampacity
AB  = Phases A&B—EUSERC
AC  = Phases A&C—EUSERC
BC  = Phases B&C—EUSERC

Enclosure
R = NEMA 3R

Tenant Breakers
40 = 400 A included
Blank = Ordered separately

Bus
C = Copper 
Blank = Aluminum 

3   7   MM   1   40   R   12  40  K C
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Product Selection

35MM
● Each socket is a 5 terminal 

block with lever bypass and 
jaw release

● Ringless covers
● Provision for two-pole main 

tenant breakers (circuit 
breakers not included). 
For circuit breaker 
catalog numbers, refer 
to Page V1-T4-128

● Phase balancing kits are 
included with three-high 
and four-high modules. 
Each individual socket can 
be phase balanced in the 
field to the desired lines 
(A-B, B-C or A-C). Comes 
from factory as A-B

● Indoor/outdoor 
construction

● Main tenant feeders can 
exit top, bottom or back

● If being used in outdoor 
application and exiting the 
top, mount Myer type hubs 
on rainproof cap

● Short-circuit ratings up 
to 100 A rms symmetrical 
depending upon the kAIC 
rating of installed main 
tenant circuit breakers 
and main device

● Non-EUSERC areas

35MM—Single-Phase Commercial Meter Stack Modules (Three-Phase In, Single-Phase Out)

Notes
1 Retrofit tenant circuit breaker mounting kit (37MMRCBK) for installation of Type EHD and CV breakers. Needed only for stacks manufactured prior to February 2013. Order one kit per breaker.
2 Unit is bottom exit only.
3 Rated at 100 kAIC.
4 Rated at 35 kAIC.

System
Voltage

Ampere Rating
Per Meter Socket

Number
of Meter
Sockets

Horizontal
Bus
Ampacity/
Material

Number of
Jaws Per
Meter Socket

Main Tenant
Breaker Type
(Page V1-T4-128) 1

Catalog 
Number

120/240 V, single-phase, three-wire systems and 
208Y/120 V network metering (Not suitable for use 
on three-phase, four-wire delta systems)

225 1 1200 Al 5 Bolt-on type
EHD2_ 
CCV2_X
CCVH2_X
CVS2_XMM
CV2_XMM
CVH2_XMM

35MM120R12

1 1200 Cu 5 35MM120R12C

2 1200 Al 5 35MM220R12

2 1200 Cu 5 35MM220R12C

3 1200 Al 5 35MM320R12

3 1200 Cu 5 35MM320R12C

4 1200 Al 5 35MM420R12

4 1200 Cu 5 35MM420R12C

400 1 1200 Al 5 400 A
K-Frame included

35MM140R1240 2

1 1200 Cu 5 35MM140R1240C 2

400 1 1200 Al 5 400 A
K-Frame included

35MM140HR1240 3

1 1200 Cu 5 35MM140HR1240C 3

400 2 1200 Al 5 400 A
K-Frame included

35MM240R1240

2 1200 Cu 5 35MM240R1240C

400 continuous 1 1200 Cu 5 400 A
L-Frame included

35MM140R1240K

400 continuous 1 1200 Cu 5 400 A
L-Frame included

35MM140HR1240KC 4
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37MM
● Each socket is a 7 terminal 

block with lever bypass and 
jaw release

● Ringless covers
● Provision for three-pole 

main tenant breakers 
(circuit breakers not 
included). For circuit 
breaker catalog numbers, 
refer to Page V1-T4-128

● Indoor/outdoor 
construction

● Main tenant breakers can 
exit top, bottom or back

● If being used in outdoor 
application and exiting the 
top, mount Myer type hubs 
on rainproof cap

● Short-circuit ratings up to 
100 A rms symmetrical 
depending upon the kAIC 
rating of installed main 
tenant circuit breakers 
and main device

● Non-EUSERC areas

37MM—Three-Phase Commercial Meter Stack Modules (Three-Phase In, Three-Phase Out)

Notes
1 If a socket in a 37MM meter stack module needs to be single-phase, order 37MM1CK. This will convert the three-phase socket to single-phase.
2 Retrofit tenant circuit breaker mounting kit (37MMRCBK) for installation of Type EHD and CV breakers. Needed only for stacks manufactured prior to February 2013. Order one kit per breaker. 
3 320 A continuous rated socket with provisions for two main tenant breakers.
4 Unit is bottom exit only.
5 Rated at 100 kAIC.
6 Rated at 25 kAIC.
7 Rated at 35 kAIC.

System
Voltage

Ampere Rating
Per Meter Socket

Number
of Meter
Sockets

Horizontal
Bus
Ampacity/
Material

Number of
Jaws Per
Meter Socket 1

Main Tenant
Breaker Type 2
(Page V1-T4-128) 

Catalog 
Number 

208Y/120 V, three-phase, four-wire 
240/120 V, three-phase, four-wire delta
(B-phase is high leg)

225 1 1200 Al 7 Bolt-on type
EHD3_ 
CC3_X
CVS3_X
CV3_X
CVH3_X

37MM120R12

1 1200 Cu 7 37MM120R12C

2 1200 Al 7 37MM220R12

2 1200 Cu 7 37MM220R12C

3 1200 Al 7 37MM320R12

3 1200 Cu 7 37MM320R12C

4 1200 Al 7 37MM420R12

4 1200 Cu 7 37MM420R12C

400 1 1200 Al 7 Bolt-on type
EHD3_ 
CC3_X
CVS3_X
CV3_X
CVH3_X

37MM140R12 3

1 1200 Cu 7 37MM140R12C 3

400 1 1200 Al 7 400 A
K-Frame included

37MM140R1240 4

1 1200 Cu 7 37MM140R1240C 4

400 1 1200 Al 7 400 A
K-Frame included

37MM140HR1240 5

1 1200 Cu 7 37MM140HR1240C 5

400 2 1200 Al 7 400 A
K-Frame included

37MM240R1240

2 1200 Cu 7 37MM240R1240C

400 continuous 1 1200 Cu 7 400 A
L-Frame included

37MM140R1240KC 6

400 continuous 1 1200 Cu 7 400 A
L-Frame included

37MM140HR1240KC 7
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35SS
● Sockets include EUSERC 

required test-bypass-
disconnect feature

● Ring type covers
● Single-phase units have 

provisions for two-pole 
main tenant breakers

● When applying 35SS 
(single-phase) stacks on 
208Y/120 V, three-phase, 
four-wire and 240/120 V, 
three-phase, four-wire 
delta systems, refer to 
suffixes for proper phase 
balancing. Each meter 
stack module is phase 
balanced at the plant 
(A-B, B-C or A-C) and 
cannot be field modified

● Indoor/outdoor 
construction

● Main tenant breakers can 
exit top, bottom or back. 
If being used in outdoor 
application and exiting the 
top, mount Myer type hubs 
on rainproof cap

● Short-circuit ratings up to 
100 A rms symmetrical 
depending upon the kAIC 
rating of installed main 
tenant circuit breakers 
and main device

35SS—Three-Phase Commercial Meter Stack Modules 1

37SS
● Sockets include EUSERC 

required test-bypass-
disconnect feature

● Ring type covers

● Three-phase units have 
provisions for three-pole 
main tenant breaker

● Aluminum horizontal bus 
supplied as standard

37SS—Three-Phase Commercial Meter Stack Modules 1

Notes
1 Reference drawing EUSERC DWG-304 for 100 A; Reference drawing EUSERC DWG-305 for 200 A.
2 Retrofit tenant circuit breaker mounting kit (37MMRCBK) for installation of Type EHD and CV breakers. Needed only for stacks manufactured prior to February 2013. Order one kit per breaker. 
3 Last two digits of catalog number indicate phase balancing (AB indicates all sockets in this stack are connected to phases A and B only).

System
Voltage

Ampere Rating
Per Meter Socket

Number
of Meter
Sockets

Horizontal
Bus
Ampacity/
Material

Number of
Jaws Per
Meter Socket

Main Tenant
Breaker Type 2
(Page V1-T4-128)

Catalog
Number

120/240 V, single-phase, 
three-wire systems and 
208Y/120 V network metering
(Not suitable for use on three-phase, 
four-wire delta systems)

225 1 1200 Al 5 Bolt-on type
EHD2_ 
CCV2_X
CCVH2_X
CVS2_X
CV2_X
CVH2_X

35SS120RAB 3

1200 Cu 5 35SS120RABC 3

1200 Al 5 35SS120RAC 3

1200 Cu 5 35SS120RACC 3

1200 Al 5 35SS120RBC 3

1200 Cu 5 35SS120RBCC 3

2 1200 Al 5 35SS220RAB 3

1200 Cu 5 35SS220RABC 3

1200 Al 5 35SS220RAC 3

1200 Cu 5 35SS220RACC 3

1200 Al 5 35SS220RBC 3

1200 Cu 5 35SS220RBCC 3

3 1200 Al 5 35SS320RAB 3

1200 Cu 5 35SS320RABC 3

1200 Al 5 35SS320RAC 3

1200 Cu 5 35SS320RACC 3

1200 Al 5 35SS320RBC 3

1200 Cu 5 35SS320RBCC 3

35SS_

System
Voltage

Ampere Rating
Per Meter Socket

Number
of Meter
Sockets

Horizontal
Bus
Ampacity/
Material

Number of
Jaws Per
Meter Socket

Main Tenant
Breaker Type 2
(Page V1-T4-128)

Catalog
Number

208Y/120 V, three-phase, four-wire 
240/120 V, three-phase, four-wire delta 
(B-phase is high leg)

225 1 1200 Al 7 Bolt-on type
EHD3_ 
CC3_X
CVS3_X
CV3_X
CVH3_X

37SS120R

1200 Cu 7 37SS120RC

2 1200 Al 7 37SS220R

1200 Cu 7 37SS220RC

3 1200 Al 7 37SS320R

1200 Cu 7 37SS320RC
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Dimensions and Knockouts
Approximate Dimensions in Inches (mm)

Commercial Stacks (35MM and 37MM)

35MM and 37MM

19.25
(489.0)

66.63
(1692.3)

25.38
(644.5)

14.00
(355.6)

Typ.
52.63

(1336.7)
52.63

(1336.7)

8.75
(222.3)

35MM140R1240
37MM140R1240
same as below

except eliminate
top socket.

18.25
(463.6)

8.75
(222.3)

18.25
(463.6)

8.75
(222.3)

18.25
(463.6)

8.75
(222.3)
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Approximate Dimensions in Inches (mm)

Commercial Stacks (35SS and 37SS)

35SS and 37SS

3 KOs 1.50 (38.1), 
2.00 (50.8), 2.50 (63.5)

Bottom (Typ.)
13.56

(344.5)

8.75
(222.3)
Inside

Wire Seal Slot and Sealing Screw

Ribbon Seal or Barrel Lock Hasp

21.38
(542.9)
12.00

(304.8)

29.38
(746.1)

25.00
(635.0)

13.50
(342.9)

6.50
(165.1)

KO 1.50 (38.1)

2.00 (50.8), 

2.50 (63.5) 

9.50
(241.3)

17.75
(450.9)

Centerline
of Wall

Mounting
Screws

47.38
(1203.3)

19.50
(495.3)

21.38
(542.9)

12.00
(304.8)

6.50
(165.1)

31.50
(800.1)

43.00
(1092.2)

9.56
(242.9)

19.50
(495.3)

19.50
(495.3)

68.88
(1749.4)

6.50
(165.1)

62.44
(1585.9)

31.50
(800.1)

0.41 Dia.
(10.3)

4-Holes

9.56
(242.9)

12.00
(304.8)

21.38
(542.9)
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CV2200/CV3200

35MM, 37MM, 35SS and 37SS Main Tenant Circuit Breakers Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks . . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules  . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers 

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-134

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets  . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories . . . . . . . . . . . . . . . . . . V1-T4-138

35MM, 37MM, 35SS and 37SS Tenant Main Circuit Breakers
Product Description
● The following breakers 

are to be used on 35MM, 
37MM, 35SS and 37SS 
modular metering stacks

● Series rating information 
available on Page V1-T4-73

● Two-pole breakers are 
120/240 Vac, field installed

● Three-pole breakers are 
208Y/120 Vac, field 
installed
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Product Selection

35MM, 37MM, 35SS and 37SS Main Tenant Circuit Breakers

Notes
1 #6–4/0 kcmil wire size range for CVS, CV and CVH tenant main circuit breakers. If #2–300 kcmil is needed, order 2TA225CVK (two-pole) 3TA225CVK (three-pole). One kit is needed per breaker. 
2 “MM” suffix provides mounting hardware needed for 1MP, 1MM and 3MM modular metering stacks only. Mounting hardware is not needed for use in 35MM and 35SS modular metering stacks, but 

is included as standard with breakers. 
3 Retrofit tenant circuit breaker mounting kit (37MMRCBK) for installation of Type EHD and CV breakers. Needed only for stacks manufactured prior to February 2013. 

Order one kit per breaker. 
4 Type EHD main tenant circuit breakers are also available from 15 to 50 A. 

10 kAIC 25 kAIC 42 kAIC 65 kAIC 100 kAIC

Description
Number 
of Poles

Main Tenant 
Circuit Breaker 
Ampere Rating

Catalog 
Number 

Catalog 
Number 12

Catalog 
Number 12

Catalog 
Number 12

Catalog 
Number 12

Bolt-On Type

Bolt-on type circuit breakers used 
with 35MM and 35SS (single-phase 
modular metering stacks) 34

2 60 CCV2060X CCVH2060X CVS2060XMM CV2060XMM CVH2060XMM

2 70 CCV2070X CCVH2070X CVS2070XMM CV2070XMM CVH2070XMM

2 80 CCV2080X CCVH2080X CVS2080XMM CV2080XMM CVH2080XMM

2 90 CCV2090X CCVH2090X CVS2090XMM CV2090XMM CVH2090XMM

2 100 CCV2100X CCVH2100X CVS2100XMM CV2100XMM CVH2100XMM

2 125 CCV2125X CCVH2125X CVS2125XMM CV2125XMM CVH2125XMM

2 150 CCV2150X CCVH2150X CVS2150XMM CV2150XMM CVH2150XMM

2 175 CCV2175X CCVH2175X CVS2175XMM CV2175XMM CVH2175XMM

2 200 CCV2200X CCVH2200X CVS2200XMM CV2200XMM CVH2200XMM

2 225 CCV2225X CCVH2225X CVS2225XMM CV2225XMM CVH2225XMM

Bolt-On Type

Bolt-on type circuit breakers used 
with 37MM and 37SS (three-phase 
modular metering stacks) 34

3 60 EHD3060 CVS3060X CVS3060X CV3060X CVH3060X

3 70 EHD3070 CVS3070X CVS3070X CV3070X CVH3070X

3 80 EHD3080 CVS3080X CVS3080X CV3080X CVH3080X

3 90 EHD3090 CVS3090X CVS3090X CV3090X CVH3090X

3 100 CC3100X CVS3100X CVS3100X CV3100X CVH3100X

3 125 CC3125X CVS3125X CVS3125X CV3125X CVH3125X

3 150 CC3150X CVS3150X CVS3150X CV3150X CVH3150X

3 175 CC3175X CVS3175X CVS3175X CV3175X CVH3175X

3 200 CC3200X CVS3200X CVS3200X CV3200X CVH3200X

3 225 CC3225X CVS3225X CVS3225X CV3225X CVH3225X
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Phase Balanced Stack Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks . . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules  . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets  . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories . . . . . . . . . . . . . . . . . . V1-T4-138

Phase Balanced Stack
Product Description

Eaton’s Phase Balanced 
Stack allows for a complete 
phase balanced metering line-
up using fewer stacks. With 
today’s electrical rooms 
becoming smaller, the need 
is greater than ever to offer 
space-saving metering 
products while providing a 
fully phase balanced system. 
The new phase balanced 
stack is the answer.

Today, achieving a phase 
balanced system when 
connected to a 208Y/120 Vac 
three-phase, four-wire 
system may require one or 
two additional 3MM meter 
modules. Standard 3MM 
meter stacks come factory 
connected to phases A and B. 
The new phase balanced 
stacks connect the two 
bottom meters to phases 
B and C and the top two or 
three meters to phases 
A and C. Using these new 
stacks with the AB phased 
3MM metering, phase 
balancing is accomplished, 
and more compact than 
before.

Features
● Available in four- and 

five-high configurations 
at 125 A

● 200 A stacks available
● Available with 800 A 

aluminum bus and 
1200 A copper bus

● Ring, ringless, ringless 
with horn bypass available

● Outdoor enclosure
● Dimensions same as 

existing 125 A, three-phase 
meter stacks

Product Selection

Ordering Information
● Check with local utility 

for height restrictions
● Items loaded in VISTA

● If you have questions, 
please contact the 
Technical Resource Center 
1-800-356-1243, option 3

Phase Balanced Stack

Note: Local codes and utility requirements still apply. The phase balance stacks are not 
suitable for changing in the field.

Amperes Per 
Meter Socket Bus Ampacity Meter Socket Cover Catalog Number

125 800 Ring 3MM412RACBC

125 800 Ring 3MM512RACBC

125 800 Ringless 3MM412RRLACBC

125 800 Ringless 3MM512RRLACBC

125 800 Ringless horn bypass 3MM412RRLBACBC

125 800 Ringless horn bypass 3MM512RRLBACBC

125 1200 Ring 3MM412R2ACBC

125 1200 Ring 3MM512R2ACBC

125 1200 Ringless 3MM412R2RLACBC

125 1200 Ringless 3MM512R2RLACBC

125 1200 Ringless horn bypass 3MM412R2RLBACBC

125 1200 Ringless horn bypass 3MM512R2RLBACBC
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4.3 Metering Products

Group Metering

Group Metering Inline Current Transformer Cabinets Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories  . . . . . . . . . . . . . . . . . V1-T4-138

Group Metering Inline Current Transformer Cabinets
Product Description
Eaton’s group metering 
inline current transformer (CT) 
cabinets are used when 
utilities require the use of 
current transformers to meter 
large services. These products 
are compatible with Eaton’s 
group metering offering for 
both single- and three-phase 
applications with tenant 
metering requirements 
greater than 400 A.

Features, Benefits 
and Functions
● Replaces separate 

termination box in 
installation to save wall 
space, labor and material 
for the contractor

● Compatible for utility-
provided current 
transformers to be bolted 
in place, increasing 
flexibility to both the 
customer and utility

● Padlockable hinged doors 
restrict access to fuses or 
current transformers to 
ensure safety and security

● Available for pullout or 
fusible switch disconnect 
to accommodate the user’s 
preference

● Offered in three-phase in/ 
three-phase out, three-
phase in / single-phase out, 
and single-phase in/ 
single-phase out to 
complete a full product 
line offering

Product Selection
Group Metering Inline Current Transformer Cabinets

Accessories
Group Metering Inline Current Transformer Cabinets

Dimensions
Approximate Dimensions in Inches (mm)
Group Metering Inline Current Transformer Cabinets

Ampere
Rating

Pullout or 
Switch Phase

Catalog 
Number

400 2 Pullouts Single-phase in / single-phase out CTAP3244NCM8CH11

400 2 Pullouts Three-phase in / single-phase out CTAP3244NCM8CH31

400 1 Pullout Single-phase in / single-phase out CTAP325NCM8CH11

400 1 Pullout Three-phase in / single-phase out CTAP325NCM8CH31

400 2 Pullouts Three-phase in / three-phase out CTAP4244NCM8CH

400 1 Pullout Three-phase in / three-phase out CTAP425NCM8CH

400 Switch Single-phase in / single-phase out CTAT325NCM8CH11

400 Switch Three-phase in / single-phase out CTAT325NCM8CH31

600 Switch Single-phase in / single-phase out CTAT326NCM8CH11

600 Switch Three-phase in / single-phase out CTAT326NCM8CH31

800 Switch Single-phase in / single-phase out CTAT327NCM8CH11

800 Switch Three-phase in / single-phase out CTAT327NCM8CH31

400 Switch Three-phase in / three-phase out CTAT425NCM8CH

600 Switch Three-phase in / three-phase out CTAT426NCM8CH

800 Switch Three-phase in / three-phase out CTAT427NCM8CH

Description
Catalog 
Number

Wire harness (6 ft) per COMED requirements 9659

400 A C/T link and support assembly CTL054550

600 A C/T link and support assembly CTL054552

800 A C/T link and support assembly CTL054554

Height Width Depth

64.00 (1625.6) 26.50 (673.1) 15.00 (381.0)
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4.3Metering Products

Group Metering

Surge suppression devices shown are factory mounted in 
Group Metering Enclosure.

Surge Metering Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks . . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules  . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets  . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories . . . . . . . . . . . . . . . . . . V1-T4-138

Surge Metering
Product Description
Eaton’s multiple metering 
product family is proud to 
announce the availability of 
main surge devices. The new 
main surge is mounted 
between the main service 
module and the meter stacks 
and serves the purpose of 
providing surge protection 
for downstream multiple 
metering products. The main 
surge is compatible with 
all meter stacks currently 
manufactured (1MM, 3MM, 
35MM and 37MM).

Features, Benefits 
and Functions
● Uses thermally protected 

metal oxide varistor (MOV) 
technology

● Compatible with 37MM 
enclosure accessories

● Protection status indicator 
lights EMI/RFI filtering and 
audible alarms

● Offers surge protection for 
all units fed from a main 
service module

● Benefit for building/complex 
owners who want to offer 
surge protection to their 
tenants. Owner can market 
their apartment complex as 
being surge friendly to 
appliances and electronics

● Attain local utility 
company approval. Not 
for use in EUSERC area

Standards and Certifications
● UL 1449 3rd Edition 

recognized component
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4.3 Metering Products

Group Metering

Group Metering Accessories Contents
Description Page
Systems for Residential and Commercial 

Applications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-68

Meter Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-76

Meter Packs—Tenant Circuit Breakers  . . . . . . . . . . V1-T4-88

Main Service Modules  . . . . . . . . . . . . . . . . . . . . . . V1-T4-89

Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . . V1-T4-108

Commercial Meter Stack Modules . . . . . . . . . . . . . V1-T4-126

35MM, 37MM, 35SS and 37SS Tenant Main 
Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-133

Phase Balanced Stack . . . . . . . . . . . . . . . . . . . . . . . V1-T4-135

Group Metering Inline Current 
Transformer Cabinets . . . . . . . . . . . . . . . . . . . . . . . V1-T4-136

Surge Metering . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-137

Group Metering Accessories 
Product Selection . . . . . . . . . . . . . . . . . . . . . . . . V1-T4-139

Group Metering Accessories
These accessories are suited 
for the Group Metering 
product line. The products 
range from replacement 
parts, such as covers and 
sockets, to accessories that 
pair with the group metering 
lineup, such as elbows and 
spacers.
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4.3Metering Products

Group Metering

Product Selection

1MP, 1MM and 3MM Residential Modular Metering Stacks

Notes
1   WCG8HB only applies to meter packs built prior to 1998. Current meter packs use 1MMBPH.
2   Must be used when mounting MCB main next to an MTB main or another MCB main device.

Description Application
Catalog 
Number

Fifth jaw kit Bolted onto neutral in the 3, 6 or 
9 o’clock position. Typically used on 
network metering systems (three-phase 
in/single-phase out) or when specified 
by utility company.

1MM5JK

Isolated 
fifth jaw kit

Connects to the neutral 
with an insolated wire.

1MM5JKOP

Manual 
bypass kit
(ring style 
socket only)

For use with 125 A sockets only. 
(Not top socket.)

1MMBPM125

For use with 200 A sockets only. 
(Not top socket.)

1MMBPM200

This kit only to be used for top 
position of two- and three-high 125 A 1MM 
and 3MM stacks and of 2, 5 and 
six-position 125 A 1MP packs. 

1MMBPM125T

This kit only to be used for top position of 200 A 
two-position 1MP packs.

1MMBPM200T

Horn bypass Used only on ringless cover stacks, 
kits can be installed on 125 A or 
200 A sockets.

1MMBPH

Note: For 1MP2122RRL use: WCG8HB 1

Meter bypass 
jumper

Installed on 125 A or 200 A 
sockets. Jumpers are plugged into jaws. 
Order Lexan® cover plate with 
bypass jumpers to prevent access 
to meter socket once energized. (Not UL listed.)

1MMBPJ

Lexan blank 
cover

Circular cover mounted on ring or 
ringless devices preventing access 
to meter socket while meter is not in 
place. Includes four plastic tabs 
that plug into each jaw.

1MMPCP

Same as 1MMPCP minus the tabs 
located in the back to plug into jaws. 
This device to be used while meter 
bypass jumpers are in place (1MMBPJ).

1MMACP

Blank meter 
socket cover

Used for 125 A stacks. Fits bottom 
socket only. Kit replaces existing meter 
cover preventing access to meter socket.
Includes hasp for seal.

1MMBC125B

Used on 200 A stacks. Fits bottom 
socket only. Kit replaces existing meter 
cover preventing access to meter socket.
Includes hasp for seal.

1MMBC200B

Wall mounting rail Rails are 4 feet (1.2m) in length. 
Bolted on wall for stacks, packs
and mains to be hung. 

1MMWB

Bussed spacer Bussed spacer 1200 A 4-inch 
(101.6 mm). Required when stacks 
are mounted on right-hand side in 
EUSERC areas. (copper)

3MMBSK 2

Bus duct riser/
meter center 
connection

Available in 400, 600, 800 A 
main fusible units only.
Contact product line for details.

—

Wall Mounting Rail

Fifth Jaw Kit

Manual Bypass Kit

Horn Bypass Kit

Lexan Blank Cover

Bussed Spacer

Blank Meter 
Socket Cover
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4.3 Metering Products

Group Metering

1MP, 1MM and 3MM Modular Residential Metering Stacks, continued

Note
1   Aluminum snap type.

Description Application
Catalog 
Number

Indoor corner elbow
(copper)

12-inch (304.8 mm) indoor corner 
elbow, 1200 A, three-phase, four-wire 
for use with 1MM and 3MM only. 
Do not use with 35MM, 37MM, 
35SS or 37SS stacks.
12-inch corner elbow not EUSERC approved.

3MMEB12

Indoor corner elbow
(copper)

16-inch (406.4 mm) indoor corner 
elbow, 1200 A, three-phase, four-wire 
for use with 1MM, 3MM, 35MM, 
37MM, 35SS and 37SS.

3MMEB16

Barrier Barrier for individual sockets 1MMBK

Meter jumper 
and cover

Combination meter jumper and 
cover (200 A maximum). 
Used to jumper line and load 
jaws as well as cover meter 
socket preventing exposure to 
current carrying parts.

1MMJCK

Lug block 125 A two-pole lug block assembly. BRSF125

Sealing ring Stainless steel screw type with brass screw 1MMSR1

Standard (included with packs and stacks) 1 1MMSR2

Stainless steel screw type with cast zinc screw 1MMSR4

Aluminum screw type with locking provisions 1MMSR5

Top endwall 125 A, NEMA 1 top end wall with 
knockouts for 1MM, 3MM meter stacks

MM12N1WLK

200 A, NEMA 1 top end wall 
for 1MM, 3MM meter stacks

MM20N1WLK

Barrel lock kit Needed when using barrel lock security, 
Main tenant feeders can exit bottom or back. 
Knockouts are available at all exit locations.

3MMBLKIT

Indoor Corner Elbow

Standard Sealing Ring

Barrel Lock Kit

Meter Jumper and 
Cover
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Renewal Parts for Residential Modular Metering Stacks

1MP, 1MM and 3MM Replacement Parts

Notes
1   Meter Packs 1MP2122RRL and 1MP2122RRLB use different meter sockets. 

See Renewal Parts listing RP.32A.01A.T.E for details.

See RP00501001E for a complete Renewal Parts listing.

Description Application
Catalog 
Number

Ringless cover
(can install this to go 
from ring to ringless)

Installed on 125 A socket 
for ringless security

1MMRC125

Installed on 200 A socket 
for ringless security

1MMRC200

For use with top position of 125 A, 
two- and three-position,1MM and 3MM stacks 
and two-, five- and six-position 1MP packs

1MMRC125T

Top-position two position IMP 1MMRC200T

Ring cover Installed on 125 A socket 
for ring security

1MMCP1

Installed on 200 A socket 
for ring security

1MMCP2

Top socket ring cover 125 A 1MMCP1T

Top socket ring cover 200 A 1MMCP2T

Tenant breaker
hinged cover

125 A cover 1MMBC1

200 A cover 1MMBC2

Meter socket 1 125 and 200 A 1MMMS

Busbar end cap Flat—left side 47-24139A

Bump—right side 47-28172-2A

Main circuit breaker 
cover kit (black)

49-7060

Ringless Cover

Ring Cover

Tenant Breaker Cover

Meter Socket
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Accessories for 35MM and 37MM Commercial Modular Metering Stacks

Notes
1   For all units made 10/2002 and earlier.
2   For all units made after 11/2002.

Description Application
Catalog 
Number

Wall mounting rail Rails are 4 feet (1.2m) in length. Bolted on wall for stacks, 
packs and mains to be hung. 

1MMWB

Indoor corner elbow (copper) 16-inch (406.4 mm) indoor corner elbow, 1200 A, three-phase, 
four-wire for use with 1MM, 3MM, 35MM, 37MM, 35SS and 37SS.

3MMEB16

Handle insulator Each meter block includes a lever bypass. This kit includes the sleeve 
which slides onto the lever handle.

37MMHC

Barrel lock bracket kit Needed when using barrel lock security. 37MMBLK

Totalizing jumper kit Used if one socket is to meter two tenant feeds. When ordering jumper 
kit, should also order a plastic cover plate (1MMPCP + IMMJCK) preventing 
access to live parts on unused socket.

37MMTJK

Type EHD and CV breaker retrofit mounting kit Retrofit mounting hardware for installation of Type EHD and CV breakers in 
35MM, 37SS, 37MM and 37SS meter stacks manufactured prior to February 2013. 
Order one kit per breaker.

37MMRCBK

Type CV breaker mounting kit Replacement Type CV breaker mounting hardware kit. Used in 200 A 
1MP/1MM/3MM modular metering stacks at 42, 65 and 100 kAIC.

1MMCBK

Blank cover kit Kit replaces meter cover preventing access to socket. 37MMCK 1

37MMCKA 2

Barrier Barrier for individual sockets 37MMBK

Three-Phase to single-phase conversion kit This kit will convert one three-phase meter socket (37MM devices) to a 
single-phase socket. Only needed if phasing A-C or C-B. If single-phase socket 
is to be phased A-B, kit is not required for field conversion. 
(Must use three-phase breaker.)

37MM1CK

Bus duct riser/meter center connection Available in 400, 600, 800 A
Main fusible units and 400, 600, 800, 1000,
1200 main circuit breaker. Contact product line for details.

—

Anti-inversion clip This clip should be inserted into upper right hand jaw of a 320 A meter socket. The 
purpose is prevent a 200 A meter from being inserted into a 320 A meter socket.

37MMINVCLIP

Barrel Lock Bracket Kit

Totalizing Jumper Kit

Type EHD and CV 
Breaker Retrofit 
Mounting Kit

Three-Phase to 
Single-Phase 
Conversion Kit

Blank Cover Kit

Type CV Breaker
Mounting Kit

Handle Insulator
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Renewal Parts for Commercial Modular Metering Stacks

35MM and 37MM Modular Metering Stacks

Note
See RP.32A.01.T.E for a complete Renewal Parts listing.

Description Application
Catalog 
Number

35MM replacement 
meter socket

To replace meter socket 
with lever bypass and jaw release.

MSLMSA1

37MM replacement
meter socket

To replace meter socket 
with lever bypass and jaw release.

MSLMSA2

35SS replacement
meter socket

To replace meter socket with 
test bypass disconnect feature

MSTMSA1

37SS replacement
meter socket

To replace meter socket with 
test bypass disconnect feature

MSTMSA2

Safety socket 
meter cover assembly

To replace ring type cover over the 
meter prior to 7/1/02.

MSTMCVR1

Safety socket 
meter cover assembly

To replace ring type cover over the 
meter after 7/1/02

MSTMCVR1E

35MM and 37MM 
meter cover assembly

Prior to 12/1/02 37MMSK

After 12/1/02 37MMSK1

Meter cover assembly
with NJ latch

To replace ringless cover over the meter.
Includes New Jersey latch requirement.

37MMSKNJ

Tenant breaker hinged cover To replace cover over tenant breakers. 1MMBC2

Busbar end cap Flat—left side 47-24139A

Bump—right side 47-28172-2A

Main circuit breaker cover/CIT (black) 49-7060

35MM Replacement
Meter Socket

37SS Replacement
Meter Socket

Meter Cover Assembly

Tenant Breaker 
Hinged Cover
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Main Lug Selection—Field-Installed Lugs for 400 or 600 A Main Bus
(For use with Meter Packs only) 

Field Installable Lug Kits for 1MM and 3MM Tenant Main Circuit Breakers 
(For use with Residential Meter Stacks to account for bigger wire sizes) 

Wire Sizes—Neutral and Ground Lugs

BR40LUG Compatibility Chart 

Other Notes for Lug Kits
Notes: The lug adapter kit can be used in 1MM and 3MM 3- through 6-socket 125 A modular metering stacks.
Only intended for use in bottom- and rear-feed applications.
Four adapters can be used per meter stack.

Notes
1   This kit comes with three pads for two lines and neutral. Each pad will accept one or two crimp

lugs. Cannot be used on 1MP2122R, RL, RC and RLB EUSERC underground termination.
2   This lug is not UL listed.

Each stack includes a neutral and ground bar. If an extra ground bar is needed, order 1MMGBK.

Line Lug and Wire Sizes
Order Separately and Field Install

Line Lug Kit Catalog Number
Order Three Kits
(For Two Lines and Neutral)

(1) #6–600 kcmil or (2) 2/0–250 kcmil 1MPLK1

(2) 250–500 kcmil 1MPLK3

(3) #4–300 kcmil 1MPLK4 1

(1) 750 kcmil 1MPLK2 2

Crimp lug landing pad 250–750 kcmil 1MPSC1 1

Description Catalog Number

4/0 Lug adapter—accommodates 3/0–4/0 BR40LUG

4/0 Neutral bar adapter—accommodates #1–4/0 BR40NEU

Up-sized ground bar kit 1MMGBK

Two-pole 300 kcmil with terminal shield 2TA225CVK

Three-pole 300 kcmil with terminal shield 3TA225CVK

Replacement mounting hardware kit for 200 A 1MP, 1MM and 3MM units 1MMCBK

Description
Wire Size, 
Al/Cu

Catalog
Number

Neutral—125 A meter pack #6–2/0 —

Neutral—200 A meter pack #1/0–300 kcmil —

Equipment ground bar—125 A meter pack #14–#2 —

Equipment ground bar—200 A meter pack #14–2/0 —

Optional ground bar #6–2/0 1MMGBK

Type 60 A 70 A 80 A 90 A 100 A 110 A 125 A

BR — — — — — BR2110 BR2125

BRH — — — — — BRH2110 BRH2125

BRHX BRHX2060 BRHX2070 BRHX2080 BRHX2090 BRHX2100 BRHX2110 BRHX2125

BRHH — — — — — BRHH2110 BRHH2125

BRX BRX260 BRX270 BRX280 BRX290 BRX2100 BRX2110 BRX2125

1MPLK3

BR40LUG

BR40NEU
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Power Pedestals

Power Pedestals

Construction Site and RV Parks

Marina Power and Lighting

Mobile Home Panels

5.1 Introduction
Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Application Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Optional Features . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

5.2 Temporary Power/RV Park
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Standards and Certifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-5
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Renewal Parts . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-8
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Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-18

5.3 Mobile Home Panels
Product Overview . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-21

Features . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-21
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Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-24

5.4 RV Park Hook-Ups
Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-28

Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-30

Powerhouse—Stainless Steel (SS) Power Pedestal . . . . . . . . . . . . . . . V1-T5-33

Newport Camp Mate Power Pedestal . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-36

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-39

Digital Electronic Kilowatthour Meters . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . . . . . . . . . . . . . . . . V1-T5-42

Distribution Equipment—Substations. . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers. . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-47

5.5 Marina Power and Lighting Equipment
Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-78

Distribution Equipment—Ground Fault Monitor . . . . . . . . . . . . . . . . . . V1-T5-79

Distribution Equipment—Mega Yacht Powerpoint . . . . . . . . . . . . . . . . V1-T5-80

Distribution Equipment—Substations. . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers. . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-87

Don’t Give Up!

If you don’t find the product you want in this catalog, try the Flex Center at 1-800-330-6479.
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5.1 Power Pedestals

Introduction

Power Pedestals Contents
Description

Introduction

Product Description
A power pedestal is a device 
designed for outdoor service 
to meet temporary power 
requirements at construction 
sites, marinas, recreational 
vehicle (RV parks, marinas 
and mobile home parks). 
Power pedestals provide a 
safe and reliable means for 
users to access electricity 
at such locations.

Application Description
Construction Site and 
RV Parks
Power outlet panels on 
construction sites and in 
RV parks provide a safe and 
reliable means for users to 
access electricity. A wide 
range of products are available 
with multiple features and 
enclosure material options. 

Construction Site and RV Parks

Mobile Home Panels
Eaton’s versatile mobile home 
panels have a user-friendly 
design that allows for a faster, 
cleaner installation. Mobile 
home panels are designed for 
service entrance distribution, 
and include a meter and 
distribution section with 
breaker and receptacle 
configuration options.

Mobile Home Panels

Marina Power and Lighting
Park lighting and marina 
pedestals offer robust 
enclosure options with 
premium features to enhance 
user convenience at marinas 
and campgrounds.

Marina Power and Lighting

Optional Features
● Product can ship from the 

factory completely 
assembled and prewired

● External light
● TV and telephone jacks
● Ground fault monitors
● Digital electronic 

kilowatthour meters
● Water faucet
● Available GFI (ground fault 

interrupter) protection
● Weatherproof engineered 

resin enclosure (will never 
rust or deteriorate)

● Stainless steel to meet 
and exceed all applicable 
codes, and withstand 
harsh inland and coastal 
environments
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5.2Power Pedestals

Temporary Power/RV Park

Power Outlet Panels Contents
Description Page

Product Description . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Application Description . . . . . . . . . . . . . . . . . . . V1-T5-4

Optional Features  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Standards and Certifications . . . . . . . . . . . . . . . V1-T5-5

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-6

Product Selection  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-7

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-7

Renewal Parts . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-8

Surface Units . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-10

Pedestal Units  . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-16

Product Overview
A power outlet panel (or POP) 
is a device designed for 
outdoor service to meet 
temporary power 
requirements at construction 
sites and RV parks. POPs 
provide a safe and reliable 
means for users to access 
electricity at such locations.

Product Description
Power outlet panels shall be 
designed for outdoor service 
to meet temporary power 
outlet requirements at 
construction sites and provide 
high quality, economical 
power to individual sites 
at RV parks. POPs shall be 
provided with means to bond 
the neutral for temporary 
service entrance applications. 
RV panels shall have a factory-
installed insulated neutral bar.

Receptacles and 
Circuit Protection
Circuit protection shall be 
Eaton’s UL listed full-size 
Type BR or half-size Type BD 
circuit breakers. The 
receptacles shall be NEMA 
commercial/industrial grade 
devices. Ground fault 
protection (GFCB) shall be 
provided at the 20 A duplex 
NEMA 5-20R receptacle or 
20 A single-pole circuit 
breaker per UL standards. 
Ground fault protection shall 
be provided at the circuit 
breaker for receptacles above 
20 A per UL standards.

Construction
The power outlet panel 
pedestal shall be of deadfront 
design and constructed of 
heavy gauge, 100 percent 
galvanized steel. Baked-on 
polyester powder coating 
shall be used for excellent 
mechanical strength, plus 
resistance to chalking caused 
by the sun’s ultraviolet rays. 
The power outlet panel 
surface and pedestal units 
shall have NEMA Type 3R 
rainproof enclosures.

Ease of Installation
Panels shall ship from the 
factory completely assembled, 
prewired with aluminum wire, 
and tested in accordance with 
UL Standard 231. The door 
shall swing up and open for 
user convenience and ease 
of access to breakers and 
receptacles. When required, 
a means for securing the 
door in the open position 
shall be provided. Panels 
shall be bottom fed through 
knockouts in endwall or top 
fed using a bolt-on raintight 
hub. Knockouts shall range 
from 1/2-inch (12.7 mm) to 
1-1/2 inches (38.1 mm).
Grounding provisions 
(#4–14 Cu/Al) shall be 
provided on all panels.
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5.2 Power Pedestals

Temporary Power/RV Park

Application Description
POPs are also sometimes 
called temporary power 
panels, temporary site 
service equipment or 
RV panels.

Construction Site Application
When POPs are used at a 
construction site, they are 
installed on a temporary basis 
until permanent electrical 
power is available at the 
building. The most common 
reason for needing a POP 
at a construction site is to 
provide a power source for 
the contractor’s tools.

Construction Site Application

RV Park Applications
When POPs are used at an 
RV park, they are installed 
for more permanent use 
and serve the purpose of 
providing power to the 
recreational vehicles. Many 
RV parks now supply 
customers with amenities 
such as lighted POPs with TV 
and telephone jacks.

RV Park Application

Service Applications
Suitable for use as temporary 
Service Entrance Equipment, 
temporary power service 
equipment and recreational 
vehicle site supply.

Features and Benefits
● Designed for outdoor 

service to meet power 
outlet requirements

● Receptacles conform 
to NEMA and/or ANSI 
configurations as specified 
by the National Electrical 
Code® (NEC)

● Includes a factory-installed 
insulated neutral bar with 
provisions for bonding 
when used for temporary 
service entrance 
applications

● 125 A rated meter socket
● Temporary power and RV 

park POPs are CSA listed. 
Compact POP and single 
receptacle devices are not 
CSA listed

Designed for Easy Installation 
and Protection
● Panels come from the 

factory completely 
assembled, prewired 
with aluminum wire and 
tested… ready for easy 
installation

● Door swings up and open 
for user convenience and 
ease of access to breakers 
and receptacles

● Panels can be bottom fed 
through knockouts in the 
endwall or top fed using a 
bolt-on raintight hub

● Two-piece deadfront cover 
allows field wiring without 
interfering with factory 
wiring

● Lower deadfront cover 
permits easy field wiring to 
circuit protective devices

● Available GFI (ground fault 
interrupter) single- and 
two-pole protection 
through 50 A



Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com V1-T5-5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.2Power Pedestals

Temporary Power/RV Park

Two Styles to Meet Your 
Power Outlet Needs
● Surface mount: User 

mounts unit to a post
● Pedestal mount: 

User mounts with an 
underground pedestal 
extension or pad-mounting 
bracket. (Underground 
pedestal extension and 
pad-mounting bracket are 
sold separately. See 
accessories Page V1-T5-7 
for part numbers and 
options)

Compact Design Available in Certain 
Configurations for Added Convenience

Standards and Certifications
● UL Standard 231
● UL File Number E163588
Receptacles conform to 
NEMA and/or ANSI 
configurations as specified 
by the NEC. 

Standard Compliance
All power outlet panels for 
temporary construction site 
power and RV (recreational 
vehicle) application shall be 
UL listed for the U.S. per UL 
Standard 231, File E163588. 
Receptacles shall conform 
to NEMA and/or ANSI 
configurations as specified 
by the National Electrical 
Code (NEC).

Surface Units

Pedestal Units

Lighted option for site 
location and nighttime 
panel operations

Three-point mounting

100 percent galvanized 
steel with baked-on 
polyester powder coating

GFI circuit breakers 
available through 50 A

One-piece case back for 
metered and unmetered 
panels

Unique steel barrier 
prevents unauthorized 
operation of breakers 
when door is closed 
and padlocked

Lower deadfront cover 
can be removed for easy 
routing of incoming wires or 
receptacle changeouts

Padlock provisions to prevent 
unauthorized entry

Utility grade metering available 
for construction site or RV park 
applications

Removable upper deadfront 
cover for easy incoming wire 
connections to breaker terminals

• Units are factory wired 
and assembled

NEMA 3R construction for 
rainproof installation

Door swings up when opening 
and allows cords to remain 
connected when closed.

• Metered units available with 
meter on top or on bottom

• Units are factory wired 
and assembled

100 percent galvanized 
steel with baked-on 
polyester powder coating

GFI circuit breakers 
(single- and two-pole) 
available through 50 A

One-piece case back for 
metered and unmetered 
panels

Removable upper deadfront cover for 
easy incoming wire connections to 
breaker terminals

Door swings up when 
opening and allows 
cords to remain connected 
when closed

Unique steel barrier prevents 
unauthorized operation of breakers 
when door is closed and padlocked

Lower deadfront cover can be 
removed for easy routing of 
incoming wires or receptacle 
changeouts

Padlock provisions to prevent 
unauthorized entry

Loop-feed lug assembly 
with 350 kcmil lugs 
included as standard

Pad-mounted bracket 
option also available

Pedestal extension available 
for underground services

Utility grade metering 
available for construction 
site or RV park applications

NEMA 3R construction for
rainproof installation
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5.2 Power Pedestals

Temporary Power/RV Park

Catalog Number Selection

Notes
1 For receptacle configurations, see table below.
2 Weather-resistant.
3 Weather-resistant/tamper resistant.

Receptacle Configuration

Twist-Lock and Custom Receptacle/Breaker Combinations

1 50 A, 125/250 V,
three-pole, four-wire, NEMA 14-50R

Two-pole, 50 A breaker

4 30 A, 125 V,
two-pole, three-wire, NEMA TT-30R

Single-pole, 30 A breaker

7 20 A, 125 V,
two-pole, three-wire, NEMA 5-20R2GFI

Single-pole, 20 A breaker

2 20 A, 125 V,
two-pole, three-wire, weather-resistant (WR), 
NEMA 5-20R2

Single-pole, 20 A breaker

5 20 A, 250 V,
two-pole, three-wire, NEMA 6-20R2

Two-pole, 20 A breaker

8 20 A, 125 V,
two-pole, three-wire, 
weather-resistant (WR), NEMA 5-20R2GFI

3 30 A, 125/250 V,
three-pole, four-wire, NEMA 14-30R

Two-pole, 30 A breaker

6 20 A, 125 V,
two-pole, three-wire, NEMA 5-20R2

Single-pole, 20 A breaker

9 20 A, 125 V,
two-pole, three-wire, weather-resistant/
tamper-resistant (WR TR), NEMA 5-20R2GFI

K 20 A, 250 V,
two-pole, three-wire, weather-resistant (WR), 
NEMA 6-20R2

Two-pole, 20 A breaker

A 50 A, 125/250 V,
three-pole, three-wire, NEMA L14-50R

Two-pole, 50 A breaker

D 30 A, 125/250 V,
three-pole, four-wire, NEMA L14-30R

Two-pole, 30 A breaker

H 20 A, 250 V,
two-pole, three-wire, NEMA L6-20R

Two-pole, 20 A breaker

B 50 A, 250 V,
two-pole, three-wire, NEMA L6-50R

Two-pole, 50 A breaker

E 30 A, 250 V,
two-pole, three-wire, NEMA L6-30R

Two-pole, 30 A breaker

J 20 A, 125 V,
two-pole, three-wire, NEMA L5-20R

Single-pole, 20 A breaker

C 50 A, 125 V,
two-pole, three-wire, NEMA L5-50R

Single-pole, 50 A breaker

F 30 A, 125 V,
two-pole, three-wire, NEMA L5-30R

Single-pole, 30 A breaker

Metering Type
U = Unmetered
M = Metered-ring
R = Metered-ringless

Receptacle Type
Left Position 1

1 = NEMA 14-50R
2 = NEMA 5-20R2 2
3 = NEMA 14-30R
4 = NEMA TT-30R
5 = NEMA 6-20R2
6 = NEMA 5-20R2
7 = NEMA 5-20R2GFI
8 = NEMA 5-20R2GFI 2
9 = NEMA 5-20R2GFI 3
K = NEMA 6-20R2 2

A = NEMA L14-50R 
B = NEMA L6-50R 
C = NEMA L5-50R 
D = NEMA L14-30R 
E = NEMA L6-30R 
F = NEMA L5-30R 
H = NEMA L6-20R 
J = NEMA L5-20R 

Blank = No receptacle

Receptacle Type
Right Position 1

See “Receptacle Type 
Left Position” for 
code selection

Circuit Breaker Type
Position 2

N = Non-ground fault
G = Ground fault

Meter Location 
(for Metered 

Devices Only)

U = Bottom 
location

Blank = Top location

Circuit Breaker Type
Position 3

N = Non-ground fault
G = Ground fault

Circuit Breaker Type
Position 1

N = Non-ground fault
G = Ground fault

Eaton’s 
Cutler-Hammer® 

Series

Receptacle Type
Center Position 1

See “Receptacle Type 
Left Position” for 
code selection

C H  M  1  N  7  N  4  N  P  X  L  T Z  U

Mounting

S = Surface
P = Pedestal
B = Back-to-back

pedestal

Interior

X = Six circuit
Blank = Standard

Four circuit

Lighting

L = Lighted

Pedestal Extension

TZ= Factory installed
pedestal extension
with lay-in
ground lug

WR

WR
TR
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5.2Power Pedestals

Temporary Power/RV Park

Product Selection
When quoting or selecting 
a power outlet panel, the 
following questions should 
be answered:

● Unmetered, ring or 
ringless style

● Number and types of 
receptacles (seven 
standard and eight 
twist-lock options)

● Standard or ground 
fault breakers

● Surface, pedestal or 
back-to-back mounting

● Are any factory or field 
options required?

Power Outlet Panel Receptacle 
Configuration Rules
Note: All Power Outlet Panel 
Configurations using NEMA 
5-20R2 receptacles, including 
2 and 6, must be paired with a 
ground fault breaker.

Four Receptacles/Unit
All receptacles must 
be NEMA 5-20R2 or 
NEMA 5-20R2GFI, 
surface mount only.

Three Receptacles/Unit
● One or more of the 

receptacles must be 
NEMA 6-20R2, 
NEMA 5-20R2 or 
NEMA 5-20R2GFI

● NEMA 6-20R2, 
NEMA 5-20R2, or 
NEMA 5-20R2GFI must 
go in the second position

● If two receptacles consist 
of types NEMA 14-50R, 
NEMA 10-50R, 
NEMA 14-30R or 
NEMA 6-20R2 a six-circuit 
interior must be added
● Example: 

CHUIN5N2NSX

Note: Configuration 1 and 2 were 
chosen so a six-circuit interior 
needs to be added (suffix X) to 
the end of the catalog number. 
Also, configuration 5 is in the 
second position.

Two, One and Zero 
Receptacles/Unit
Any configuration.

Accessories

Accessories

Fluorescent Light Kit

Description
Catalog 
Number

Underground pedestal extension CHPEDEXT

Stainless steel underground pedestal extension CHPEDEXTSS

Pad-mount bracket CHPADEXT

Cable TV and telephone bracket CHTELTV

Rainproof conduit hub 0.75 inch (19.1 mm) DS075H1

Rainproof conduit hub 1.00 inch (25.4 mm) DS100H1

Rainproof conduit hub 1.25 inch (31.8 mm) DS125H1

Rainproof conduit hub 1.50 inch (38.1 mm) DS150H1

Description
Catalog 
Number

Converts power outlet panel to lighted unit, must also order CHOUTCVRL CHFLGTKIT

Underground Pedestal 
Extension

Pad-Mount Bracket

DS Hub 

Cable TV/Telephone
Bracket

Fluorescent Light Kit
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5.2 Power Pedestals

Temporary Power/RV Park

Renewal Parts

Renewal Parts

Description
Catalog
Number

See this volume, Tab 1, section 1.2 —

Ring style replacement meter socket CHPOPMSRING 

Ringless style replacement meter socket CHPOPMSRL

5th jaw kit ARP00035CHJ

Horn bypass (one lug cap per kit; four kits required per device) ARP00777CH

Bonding strap and mounting hardware CHBONDST

Inner lens for lighted power outlet panels CHINLENS

Loop feed lug assembly for single pedestal CHLOOPFDP

Loop feed lug assembly for back-to-back pedestal CHLOOPFDB

Blank lower deadfront cover CHLDFCVR

Lower deadfront cover with duplex receptacle opening CHLDFCVR1

Lower deadfront cover with duplex, duplex receptacle opening CHLDFCVR2

Lower deadfront cover with duplex, duplex, duplex receptacle opening CHLDFCVR3

Lower deadfront cover with rectangle receptacle opening CHLDFCVR4

Lower deadfront cover with rectangle, rectangle receptacle opening CHLDFCVR5

Lower deadfront cover with rectangle, rectangle, rectangle receptacle opening CHLDFCVR6

Lower deadfront cover with duplex, rectangle receptacle opening CHLDFCVR7

Lower deadfront cover with duplex, rectangle, duplex receptacle opening CHLDFCVR8

Lower deadfront cover with rectangle, rectangle, duplex receptacle opening CHLDFCVR9

Lower deadfront cover with round receptacle opening CHLDFCVR10

Lower deadfront cover with round, round receptacle opening CHLDFCVR11

Lower deadfront cover with round, duplex receptacle opening CHLDFCVR12

Meter Socket

Bonding Strap and 
Mounting Hardware

Lower Deadfront Cover

Inner Lens

Circuit Breaker
(BR/GFTCB)

Loop Feed 
Lug Assembly
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5.2Power Pedestals

Temporary Power/RV Park

Renewal Parts, continued

Description
Catalog
Number

Lower deadfront cover with round, duplex, duplex receptacle opening CHLDFCVR13

Lower deadfront cover with round, duplex, round receptacle opening CHLDFCVR14

Lower deadfront cover with round, rectangle receptacle opening CHLDFCVR15

Lower deadfront cover with round, rectangle, rectangle receptacle opening CHLDFCVR16

Lower deadfront cover with round, rectangle, round receptacle opening CHLDFCVR17

Lower deadfront cover with round, rectangle, duplex receptacle opening CHLDFCVR18

Upper deadfront cover with six breaker twistouts CHUDFCVR

Upper deadfront cover with provisions for lighted option CHUDFCVRL

Outer door CHOUTCVR

Outer door with lens CHOUTCVRL

Six-hole neutral assembly with 2/0 lug CHNEUT

Seven-hole neutral assembly with 2/0 lug CHNEUT1

Five-hole ground bar kit GBK5

10-hole ground bar kit GBK10

Replacement Meter Cover

Replacement meter cover—ring type CHPOPRMC

Replacement meter cover—ringless CHPOPRLMC

Replacement meter cover—ringless CHPOPRLMCN

Replacement meter cover—ringless CHPOPRLMCN2

Upper Deadfront Cover

Outer Door with Lens

Outer Door

Neutral Assemblies
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Temporary Power/RV Park

Power Outlet Panels Contents
Description Page

Product Description . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Surface Units
Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-13

Pedestal Units  . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-16

Surface Units
Product Overview
A power outlet panel (or POP) 
is a device designed for 
outdoor service to meet 
temporary power 
requirements at construction 
sites and recreation vehicle 
(RV) parks. POPs provide a 
safe and reliable means for 
users to access electricity 
at such locations.

Product Selection

Power Outlet Panel Receptacle Configuration Rules
Note: All Power Outlet Panel 
Configurations using NEMA 
5-20R2 receptacles, including 
2 and 6, must be paired with a 
ground fault breaker.

See Page V1-T5-7 for 
complete list.

Four Receptacles/Unit
All receptacles must be 
NEMA 5-20R2 and/or 
NEMA 5-20R2GFI, surface 
mount only.

Three Receptacles/Unit
● One or more of the 

receptacles must be 
NEMA 6-20R2, 
NEMA 5-20R2 or 
NEMA 5-20R2GFI

● NEMA 6-20R2, 
NEMA 5-20R2, or 
NEMA 5-20R2GFI must 
go in the second position

● If two receptacles consist 
of types NEMA 14-50R, 
NEMA 10-50R, 
NEMA 14-30R or 
NEMA 6-20R2 a six-circuit 
interior must be added
● Example: 

CHUIN5N2NSX

Note: Configuration 1 and 2 were 
chosen so a six-circuit interior 
needs to be added (suffix X) to 
the end of the catalog number. 
Also, configuration 5 is in the 
second position.

Two, One and Zero 
Receptacles/Unit
Any configuration.

Options

● Six-circuit interior
● Factory-mounted 

pedestal extension
● Lighted
● Bottom fed
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5.2Power Pedestals

Temporary Power/RV Park

Surface Type

Notes
1   The “X” suffix indicates that a six circuit interior is provided, instead of the standard four circuit interior.
2   Includes 60 A two-pole main breaker for service disconnect ratings.

Contact your local Eaton sales office for configurations not listed.

Ampere
Series

Receptacle Description Breaker Description

Catalog
Number 

Position
1st 2nd 3rdLeft Center Right

Unmetered Single Receptacle

50 — 14-50R — No breaker No breaker No breaker CHU1S

30 — 14-30 R — No breaker No breaker No breaker CHU3S

30 — TT-30R — No breaker No breaker No breaker CHU4S

20 — 6-20R2 — No breaker No breaker No breaker CHU5S

20 — 5-20R2 — No breaker No breaker No breaker CHU6S

20 — 5-20R2GFI — No breaker No breaker No breaker CHU7S

Unmetered

20/20/20 5-20R2 5-20R2 6-20R2 GFI GFI GFI CHU6G6G5GS

20/20/20 5-20R2WR 5-20R2WR 6-20R2WR GFI GFI GFI CHU2G2GKGS

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI Non-GFI CHU7N7N5NS

20/20/20 5-20R2GFIWR 5-20R2GFIWR 6-20R2WR Non-GFI Non-GFI Non-GFI CHU8N8NKNS

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI GFI CHU7N7N5GS

20/20/20 5-20R2GFIWR 5-20R2GFIWR 6-20R2WR Non-GFI Non-GFI GFI CHU8N8NKGS

50/20/30 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU1N7N4NS

50/20/30 14-50R 5-20R2GFI 6-20R GFI Non-GFI Non-GFI CHU1G7N7NS

50/20 14-50R 5-20RGFI — GFI Non-GFI — CHU1G7NS

50/20 14-50R 5-20RGFI — Non-GFI Non-GFI — CHU1N7NS

50/20/50 14-50R 5-20R2GFI 14-50R Non-GFI Non-GFI Non-GFI CHU1N7N1NSX 1

30/30/20 TT-30R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU4N7N4NS

20/20/20 5-20R2 5-20R2 6-20R2 GFI GFI GFI CHU6G6G5GS6OM 2

Unmetered (Compact Version)

50 14-50R — — Non-GFI — — CHU1NS

20 5-20R2 — — Non-GFI — — CHU2NS

30 TT-30R — — GFI — — CHU4GS

30/30 TT-30R TT-30R — Non-GFI Non-GFI — CHU4N4NS

30/20 TT-30R 5-20R2GFI — Non-GFI Non-GFI — CHU4N7NS

30 TT-30R — — Non-GFI — — CHU4NS

20 6-20R2 — — GFI — — CHU5GS

20/20 5-20R2 5-20R2 — GFI GFI — CHU6G6GS

20 5-20R2 — — GFI — — CHU6GS

20/20 5-20R2GFI 5-20R2GFI — Non-GFI Non-GFI — CHU7N7NS

20 5-20R2GFI — — Non-GFI — — CHU7NS

Single Receptacle
CHU4S

Unmetered Type
CHU1N7N4NS

Unmetered 
(Compact Version)
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5.2 Power Pedestals

Temporary Power/RV Park

Surface Type, continued

Accessories
See Page V1-T5-7.

Ampere
Series

Receptacle Description Breaker Description

Catalog
Number 

Position
1st 2nd 3rdLeft Center Right

Metered—Ring

50/20/20 14-50R 5-20R2GFI 5-20R2GFI GFI Non-GFI Non-GFI CHM1G7N7NS

20/20 5-20R2GFI 5-20R2GFI — Non-GFI Non-GFI — CHM7N7NS

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI GFI CHM7N7N5GS

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI Non-GFI CHM7N7N5NS

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHM1N7N4NS

50/20 14-50R 5-20R2GFI — Non-GFI Non-GFI — CHM1N7NS

20/20 6-20R2 5-20R2GFI — Non-GFI Non-GFI Non-GFI CHM5N7NS

Metered—Ringless

50/20 14-50R 5-20R2GFI — GFI Non-GFI — CHR1G7NS

20/20 5-20R2GFI 5-20R2GFI — Non-GFI Non-GFI — CHR7N7NS

50/20/20 14-50R 5-20R2GFI 5-20R2GFI GFI Non-GFI Non-GFI CHR1G7N7NS

50/20 14-50R 5-20R2GFI — Non-GFI Non-GFI — CHR1N7NS

20/20/20 5-20R2GFI 5-20R2GFI 5-20R2GFI Non-GFI Non-GFI Non-GFI CHR7N7N7NS

20/20/20 5-20R2WR 5-20R2WR 6-20R2WR GFI GFI GFI CHR2G2GKGS

30/20/20 14-30R 5-20R2GFI 5-20R2GFI Non-GFI Non-GFI Non-GFI CHR3N7N7NS

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHR1N7N4NS

Metered—Ring—Bottom Fed

20/20 5-20R2GFI 5-20R2GFI — Non-GFI Non-GFI — CHM7N7NSU

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI GFI CHM7N7N5GSU

50/20/20 14-50R 5-20R2GFI 5-20R2GFI GFI Non-GFI Non-GFI CHM1G7N7NSU

Metered—Ringless—Bottom Fed

20/20 5-20R2GFI 5-20R2GFI — Non-GFI Non-GFI — CHR7N7NSU

50/20 14-50R 5-20R2GFI — GFI Non-GFI — CHR1G7NSU

50/20 10-50R 5-20R2GFI — GFI Non-GFI — CHR2G7NSU

20/20/20 5-20R2WR 5-20R2WR 6-20R2WR GFI GFI GFI CHR2G2GKGSU

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI GFI CHR7N7N5GSU

20/20/20 5-20R2GFI 5-20R2GFI 6-20R2 Non-GFI Non-GFI Non-GFI CHR7N7N5NSU

20/20/20 5-20R2GFI 5-20R2GFI 5-20R2GFI Non-GFI Non-GFI Non-GFI CHR7N7N7NSU

30/20/20 14-30R 5-20R2GFI 5-20R2GFI Non-GFI Non-GFI Non-GFI CHR3N7N7NSU

30/20/20 14-30R 5-20R2GFI 5-20R2GFI GFI Non-GFI Non-GFI CHR3G7N7NSU

50/20/20 14-50R 5-20R2GFI 5-20R2GFI GFI Non-GFI Non-GFI CHR1G7N7NSU

50/20/30 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHR1N7N4NSU

Metered Ringless Type
CHR4N7NS

Metered Ring or 
Ringless Type 
Bottom Feed

Metered Ring
CHM1G7NS
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5.2Power Pedestals

Temporary Power/RV Park

Dimensions
Approximate Dimensions in Inches (mm)

Single Receptacle 

 6.58

(167.1)

2.63

(66.8)

0.24

(6.1)

7.10

(108.3)

4.50

(114.3)

1.30

(33.0)

6.23

(158.2)

2.50

(63.5)

1.87

(47.5 )

3.18

(80.8)

4.79

(121.7)

4.27

(108.5) 0.13

(3.3)
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5.2 Power Pedestals

Temporary Power/RV Park

Approximate Dimensions in Inches (mm)

Compact Design Option

Unmetered Units 

Unmetered Surface Type

6.94
(176.3)

6.58
(167.1)

11.66
(296.2)

0.30
(7.62)

Center Line
for Receptacle

4.27
(108.5) 0.13

(3.3)

7.26
(184.4)

2.43
(61.7)

4.89
(124.2)

1.89
(48.0) 2.14

(54.4)

Locking
Provision

9.50
(241.3)

17.10
(434.3)

6.70
(170.2)

1.30
(33.0)

14.50
(368.3)

4.30
(109.2) 0.07

(1.7)
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5.2Power Pedestals

Temporary Power/RV Park

Approximate Dimensions in Inches (mm)

Metered Units (Ring and Ringless)

Metered Surface Type

Bottom Fed Type

Sealing
Provision

Locking
Provision

9.50
(241.3)

22.50
(571.5)

30.00
(762.0)

4.50
(114.3)

0.07
(1.7)

4.30
(109.2)

6.70
(170.1)

9.49
(241.1)

30.10
(764.6)

Sealing
Provision

6.15
(156.2)

17.11
(434.7)

12.97
(329.4)

4.93
(125.2)

Locking
Provision

6.80
(172.8)

4.31
(109.5)

0.06
(1.6)
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Power Outlet Panels Contents
Description Page

Product Description . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-2

Surface Units . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-10

Pedestal Units  . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-16

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-18

Pedestal Units
Product Overview
A power outlet panel (or POP) 
is a device designed for 
outdoor service to meet 
temporary power 
requirements at construction 
sites and recreation vehicle 
(RV) parks. POPs provide a 
safe and reliable means for 
users to access electricity 
at such locations.

Product Selection

Power Outlet Panel Receptacle Configuration Rules
Note: All Power Outlet Panel 
Configurations using NEMA 
5-20R2 receptacles, including 
2 and 6, must be paired with a 
ground fault breaker.

See Page V1-T5-7 for 
complete list.

Four Receptacles/Unit
All receptacles must be 
NEMA 5-20R2 and/or 
NEMA 5-20R2GFI, surface 
mount only.

Three Receptacles/Unit
● One or more of the 

receptacles must be 
NEMA 6-20R2, 
NEMA 5-20R2 or 
NEMA 5-20R2GFI

● NEMA 6-20R2, 
NEMA 5-20R2, or 
NEMA 5-20R2GFI must 
go in the second position

● If two receptacles consist 
of types NEMA 14-50R, 
NEMA 10-50R, 
NEMA 14-30R or 
NEMA 6-20R2 a six-circuit 
interior must be added
● Example: 

CHUIN5N2NSX

Note: Configuration 1 and 2 were 
chosen so a six-circuit interior 
needs to be added (suffix X) to 
the end of the catalog number. 
Also, configuration 5 is in the 
second position.

Two, One and Zero 
Receptacles/Unit
Any configuration.

Options

● Six-circuit interior
● Factory-mounted 

pedestal extension
● Lighted
● Bottom fed
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5.2Power Pedestals

Temporary Power/RV Park

Pedestal Type

Back-to-Back Pedestal Type

Notes
1   The pedestal back-to-back units have receptacles and circuit breakers as shown for each panel and share one common pedestal with loop feed lugs.

Contact your local Eaton sales office for configurations not listed.

Accessories
See Page V1-T5-7.

Ampere
Series

Receptacle Description Breaker Description

Catalog
Number 

Position
1st 2nd 3rdLeft Center Right

Unmetered

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU1N7N4NP

30/20 TT-30R 5-20R2GFI — Non-GFI Non-GFI — CHU4N7NP

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU1N7N4NPTZ

30/30/20 TT-30R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU4N7N4NP

30/20 TT-30R 5-20R2GFI — Non-GFI Non-GFI — CHU4N7NPTZ

Metered—Ring

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHM1N7N4NP

50/20 14-50R 5-20R2GFI — Non-GFI Non-GFI — CHM1N7NP

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHM1N7N4NPTZ

30/20 TT-30R 5-20R2GFI — Non-GFI Non-GFI — CHM4N7NPTZ

Metered—Ringless

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHR1N7N4NP

50/20/50 14-50R 5-20R2GFI 14-50R Non-GFI Non-GFI Non-GFI CHR1N7N1NPX

50/20/30 14-50R 5-20R2GFI 14-30R Non-GFI Non-GFI Non-GFI CHR1N7N3NPX

50/20/30 14-50R 5-20R2 14-30R Non-GFI Ground fault Non-GFI CHR1N6G3NPX

Ampere
Series

Receptacle Description Breaker Description

Catalog
Number 

Position
1st 2nd 3rdLeft Center Right

Unmetered 1

30/30/20 TT-30R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU4N7N4NB

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHU1N7N4NBTZ

Metered—Ring 1

30/20 TT-30R 5-20R2GFI — Non-GFI Non-GFI — CHM4N7NB

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHM1N7N4NB

Metered—Ringless 1

50/30/20 14-50R 5-20R2GFI TT-30R Non-GFI Non-GFI Non-GFI CHR1N7N4NBTZ

Unmetered Type

CHM1N7N4NPTZ

CHU1N7N4NBTZ
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5.2 Power Pedestals

Temporary Power/RV Park

Dimensions
Approximate Dimensions in Inches (mm)

Metered Units 

100 A Pedestal

ÿ2.50
(63.5)

Gasket

CURRENT INTERRUPTING RATING

AT 120/240 VOLTS AC

10,000

MAX. RMS SYM. AMPERES

STRIP

.438

1
0

0
A

1
"

1
0

0
A

1
0

0
A

1
0

0
A

1
0

0
A

1
"

1
"

1
"

1
"

1
0

0
A

1
"

.63
(15.9)

1
0
0
A

1
0
0
A

Ringless
U.G. Feed Pedestal-Mount

Sections Through at
Meter Socket

6.10

(154.9)

33.00

(838.2)

18.02

(457.7)

Secondary 

Hit Exit 

Hole B/B 

Only

A N B

7.44

(188.9)

ÿ1.50

10.24
(260.0)

3.077

4.108

4.00

(101.6)

.12

(3.1)

10.78

(273.7)

.904

4.46

(113.3)

ÿ2.500

Sections Through  
At Upper Barrier

Sections Through  
At Lower Barrier

.79

(20.1)

4.00
(101.6)

.92 (23.4)

33.00

(838.2)
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5.2Power Pedestals

Temporary Power/RV Park

Approximate Dimensions in Inches (mm)

Metered Units (Ring and Ringless)

Metered Back-to-Back Pedestal Type

Bottom Fed Type

0.75
(19.1)

9.49
(241.1)

30.10
(764.6)

Sealing
Provision

6.15
(156.2)

17.11
(434.7)

12.97
(329.4)

4.93
(125.2)

Locking
Provision

6.80
(172.8)

4.31
(109.5)

0.06
(1.6)
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5.2 Power Pedestals

Temporary Power/RV Park

Approximate Dimensions in Inches (mm)

Unmetered Back-to-Back Pedestal Type

Unmetered Pedestal Type Metered Pedestal Type

Locking
Provision

13.60
(345.4)

8.60 (218.4)

19.20
(487.7)

3.30
(83.8)0.75

(19.1)

9.50
(241.3)

39.90
(1013.5)

39.10
(993.1)

9.40
(238.8)

9.20
(233.7)

Sealing
Provision

Locking
Provision

9.50
(241.3)

52.00
(1320.8)

25.80
(655.3)

16.90
(429.3)

44.50
(1130.3)

22.00
(558.8)

6.80
(172.7)5.00

(127.0)
4.30

(109.2)



Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com V1-T5-21

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.3Power Pedestals

Mobile Home Panels

Power Outlet Panels Contents
Description Page

Mobile Home Panels
Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-22

Product Selection  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-22

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-23

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-24

Product Overview
Eaton’s versatile Mobile 
Home Panels have a user-
friendly design that allows for 
a faster, cleaner installation.

100 and 200 A panels come 
complete with the main 
breaker and a 4/8 or 8/16 
interior, respectively. The 
200 A units are designed with 
ample width to ensure plenty 
of room for wire bending and 
an easier installation.

Receptacle Deadfront Kits
Optional receptacle 
deadfront kits enable the 
field installation of contractor 
supplied receptacles and 
breakers that can supply 
power for a variety of 
applications including:

● Visiting RVs
● Temporary power
● Lawn equipment
● Air compressors
● Anything else that requires 

cord-connected power

Features
Fastenerless Socket Design
● Eliminates overheating 

caused by loose socket 
connections

Pedestal Unit
● Convenient and sturdy 

ground mounting
● Loop feed feature allows 

several units to be 
connected in series

Easier, Better and 
Faster Installation
● More wire bending and 

viewing room
● Additional circuits mean 

more flexibility
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5.3 Power Pedestals

Mobile Home Panels

Catalog Number Selection

Mobile Home Panels

Product Selection

Mobile Home Panels 1

Note
1   Pedestal Extension included with Mobile Home Panels.

Amperes Security Interior Main
Branch
Breakers Mounting Receptacles

Catalog
Number

100 Ring 4/8 BR2100 BR Pedestal None MHM100P

100 Ring 4/8 BR2100 BR Back-to-back None MHM100B

100 Ringless 4/8 BR2100 BR Pedestal None MHR100P

100 Ringless 4/8 BR2100 BR Back-to-back None MHR100B

150 Ring 8/16 CSR2150 BR Pedestal None MHM150P

150 Ring 8/16 CSR2150 BR Back-to-back None MHM150B

150 Ringless 8/16 CSR2150 BR Pedestal None MHR150P

150 Ringless 8/16 CSR2150 BR Back-to-back None MHR150B

200 Ring 8/16 CSR2200 BR Pedestal None MHM200P

200 Ring 8/16 CSR2200 BR Back-to-back None MHM200B

200 Ringless 8/16 CSR2200 BR Pedestal None MHR200P

200 Ringless 8/16 CSR2200 BR Back-to-back None MHR200B

200 Ringless 8/16 CSR2200 BR Pedestal Qty 1 14-50R
Qty 2 TT-30R

MHM200P1N4N4N

Amperes 
100
150
200

Type
MH = Mobile Home Panel

Metering Type
M = Metered-ring
R = Metered-ringless

Mounting
P = Pedestal
B = Back-to-back

Optional Receptacle Type
Position 1

1 = NEMA 14-50R
3 = NEMA 14-30R
4 = NEMA TT-30R
5 = NEMA 6-20R2
6 = NEMA 5-20R2
7 = NEMA 5-20R2GFI
8 = NEMA 5-20R2GFI (WR)
9 = NEMA 5-20R2GFI (WR/TR)

Blank = No receptacle

Circuit Breaker Type
Position 1

N = Non-ground fault
G = Ground fault Optional Receptacle Type

Position 2
1 = NEMA 14-50R
3 = NEMA 14-30R
4 = NEMA TT-30R
5 = NEMA 6-20R2
6 = NEMA 5-20R2
7 = NEMA 5-20R2GFI
8 = NEMA 5-20R2GFI (WR)
9 = NEMA 5-20R2GFI (WR/TR)

Blank = No receptacle

Circuit Breaker Type
Position 2

N = Non-ground fault
G = Ground fault

MH M 100 P 1 N 4 N

Mobile Home Panel
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5.3Power Pedestals

Mobile Home Panels

Mobile Home Panel Deadfronts for 200 A Units 1

Available Receptacle Deadfront Kits—Receptacles and 
Breakers Not Included

Accessories

Mobile Home Panels

Hubs not used on mobile home panels.

Note
1 For 100 A units, the accessory Catalog Number would be MHD1___. For example, to order 

a deadfront to accept one 30 A receptacle (round) in a 100 ampere device, the Catalog 
Number would be MHD1X.

Description Amperes
Catalog
Number

Direct feed kit — MHDFK

Pedestal extension 200 MHPEDEXT

Stainless steel pedestal extension 200 MHPEDEXTSS

Padmount adapter 200 MHPADEXT

Padmount adapter 100 CHPADEXT100
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5.3 Power Pedestals

Mobile Home Panels

Dimensions
Approximate Dimensions in Inches (mm)

Mobile Home Panel—Ringless—Pedestal Mounting

O
N

O
F

F

O
N

O
F

F

Grade Level

5.31
(134.8)

5.98
(152.0)

14.45
(367.0)

27.87
(708.0)28.01

(711.5)
23.69

(601.8)

50.08
(1272.1)

Ringless 
Socket

Rated 200 A
Continuous

200A
Main

Breaker

57.81
(1468.3)

Sealing
Provision

1-1/4, 1-1/2,
2, 2-1/2

(31.8, 38.1,
50.8, 63.5) 
Knockout

1, 1-1/4, 1-1/2, 2
(25.4, 31.8, 38.1, 50.8)

Knockout

5/16 (7.9) 
Diameter KO

Opposite 
Side Only

43.20
(1097.4)

28.70
(729.0)

1.21 
(30.7)

2.00

(50.8)

24.65
(626.1)

Optional Direct
Feed Kit

Shown Installed
(Cover Not Shown)

Door Not 
Shown

Bottom Endwall
Direct Feed Kit

1/2, 3/4,1
(12.7, 19.1, 25.4)
KO (2 Required)

1, 1-1/4, 1-1/2, 2 
(25.4, 31.8, 38.1,
50.8) KO

1/2, 3/4, 1, 1-1/4, 
1-1/2 (12.7, 19.1, 
25.4, 31.8, 38.1) KOSealing Provision
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5.3Power Pedestals

Mobile Home Panels

Approximate Dimensions in Inches (mm)

Mobile Home Panel—Ringless—Back-to-Back Mounting

Sealing
Provision

Door
Not 
Shown

O
N

O
F
F

O
N

O
F
F

O
N

O
F
F

O
N

O
F
F

12.09
(307.2) 10.75

(272.9)

27.87
(708.0)

22.01
(711.5)

18.69
(474.6)

25.00
(635.0)

Front View

Optional Direct
Feed Kit Shown 

Installed
(Cover Not 

Shown)

200A
Main
Breaker

Sealing 
Provision

1-1/4, 1-1/2, 
2, 2-1/2 

(31.8, 38.1, 
50.8, 63.5) 
Knockout

5/16 (7.9) 
Diameter

KO Opposite
Side Only

5/16 (7.9) 
Diameter 
KO
Opposite 
Side Only

1,1-1/4,
1-1/2, 2

(25.4, 31.8, 
38.1, 50.8) 
Knockout

Grade Level

Door Not 
Shown

23.69
(601.8)

50.08
(1272.1)

57.81
(1468.3)

43.20
(1097.4)

28.70
(729.0)

1.21 
(30.7)

2.00

(50.8)

14.45
(367.0)

Bottom Endwall Direct Feed Kit

1/2, 3/4, 1 (12.7,
19.1, 25.4) KO
(2) Required 

1/2, 3/4, 1, 1-1/4, 1-1/2
(12.7, 19.1, 25.4, 31.8, 
38.1) KO

1, 1-1/4, 1-1/2, 2 
(25.4, 31.8, 38.1, 50.8) KO

Bottom Endwall Back Unit

1-1/2, 2, 2-1/2, 3 
(38.1, 50.8, 63.5, 76.2) KO

5/16 (7.9) Diameter 
KO (3) Required

1/2 (12.7) KO
(3) Required

3/4, 1 (19.1, 25.4) KO

1-1/4, 1-1/2, 2, 2-1/2 
(31.8, 38.1, 50.8, 63.5) KO
(2) Required

1/2, 3/4 (12.7, 19.1)
KO (2) Required

Ringless 
Socket

Rated 200 A
Continuous

Back View
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5.3 Power Pedestals

Mobile Home Panels

Approximate Dimensions in Inches (mm)

Mobile Home Panel—Ring—Pedestal Mounting

O
N

O
F
F

O
N

O
F
F

Ring Type Socket

Rated 200 A Continuous

200A 

Main

Breaker

Door

Not

Shown

5/16 (7.9) 

Diameter 

KO

Opposite 

Side Only

1-1/4,

1-1/2, 2,

2-1/2
(31.8, 38.1, 
50.8, 63.5) 
Knockout

Sealing 

Provision

24.64

(626.0)

Optional Direct Feed Kit

Shown Installed 

(Cover Not Shown)

28.01

(711.5)

1, 1-1/4, 

1-1/2, 2

(25.4, 
31.8, 38.1, 

50.8) KO

1/2, 3/4, 1 (12.7, 

19.1, 25.4) KO 

(2 Required) 

Bottom Endwall 
Direct Feed Kit

1/2, 3/4, 1, 1-1/4, 

1-1/2 (12.7, 19.1,

25.4, 31.8, 38.1) KO

1, 1-1/4, 1-1/2, 

2 (25.4, 31.8, 

38.1, 50.8) KO

Grade Level

27.87
(708.0)

23.69
(601.8)

50.08
(1272.1)

57.81
(1468.3)

28.70
(729.0)

1.21 
(30.7)

2.00

(50.8)

5.56
(141.3)

5.31
(134.8)

43.20
(1097.4)

14.45
(367.0)
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5.3Power Pedestals

Mobile Home Panels

Approximate Dimensions in Inches (mm)

Mobile Home Panel—Ring—Back-to-Back Mounting

O
N

O
F
F

O
N

O
F
F

Grade Level

1-1/4,

1-1/2, 2,

2-1/2
(31.8, 

38.1, 50.8, 

63.5) 

Knockout

1, 1-1/4, 1-1/2, 2
(25.4, 31.8, 

38.1, 50.8) 

Knockout

Sealing Provision

5/16 (7.9) 

Diameter KO

Back View Front View

1-1/4, 1-1/2, 2, 2-1/2 
(31.8, 38.1, 50.8, 63.5) 

KO (2) Required

Bottom Endwall
Back Unit

Bottom Endwall
Direct Feed Kit

1/2, 3/4, 1 (12.7, 

19.1, 25.4) KO

(2) Required 

1/2, 3/4, 1, 1-1/4, 

1-1/2 (12.7, 19.1, 

25.4, 31.8, 38.1) KO

1, 1-1/4, 1-1/2, 2 (25.4, 

31.8, 38.1, 50.8) KO

1-1/2, 2, 2-1/2, 3 (38.1, 

50.8, 63.5, 76.2) KO

3/4, 1 (19.1, 25.4) KO

Optional Direct 

Feed Kit

Shown Installed 

(Cover Not 

Shown)

Door Not 
Shown

200A
Main

Breaker

Door 
Not 
Shown

23.69
(601.8)

50.08
(1272.1)

57.81
(1468.3)

43.20
(1097.4)

28.70
(729.0)

11.25
(285.8) 10.75

(273.0)
14.45

(367.0)
Ring Type Socket

Rated 200 A Continuous

27.87
(708.0)

18.69
(474.6)

25.00
(635.0)

22.01
(711.5)

5/16 (7.9) Diameter 

KO (3) Required

1/2 (12.7) KO

(3) Required

1/2, 3/4 (12.7, 19.1) 

KO (2) Required
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5.4 Power Pedestals

RV Park Hook-Ups

High-Quality, Weatherproof Electrical Equipment

Recreational Vehicle/Campground Products Contents
Description Page

Power Pedestals
Product Selection Guide . . . . . . . . . . . . . . . . . . V1-T5-29

Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . V1-T5-30

Powerhouse—Stainless Steel (SS) Power Pedestal V1-T5-33

Newport Camp Mate Power Pedestal . . . . . . . . . . V1-T5-36

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-39

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Substations . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers . . . . . . . . . V1-T5-47

Power Pedestals
Product Overview
On March 24, 2006, RV Park 
Hook-Ups® joined together 
with Eaton to provide 
unmatched products and 
services in the recreational 
vehicle industry, as well as 
the marina industry. Known 
as the leader in electrical 
control, power distribution, 
and industrial automation 
products and services, Eaton 
is a quality driven company 
that constantly looks for ways 
to provide enhanced products 
and service solutions for their 
customers. Eaton will be able 
to provide RV park developers 
a complete electrical solution. 
For more information on the 
other products available from 
Eaton, visit us online at 
www.eaton.com or 
www.rvparkhookups.com

What Eaton has to Offer
● Complementary 

comprehensive in-house 
electrical designs for your 
complete RV or marina 
development

● RV and marina power 
pedestals

● Custom substations
● Transformers
● Panels
● Wire
● Digital electronic meters
● Receptacles and breakers
● Specialized electrical parts 

and equipment
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5.4Power Pedestals

RV Park Hook-Ups

Product Selection Guide

Power Receptacles 

Power Outlets Maximum GFI
Side One Side Two Phase Powerhouse Powerhouse–SS Newport Camp Mate

None None 1 2 2 2

30–20 00 1 2 2 1

30–20 30–20 1 2 2 —

30–30–20 30–30–20 1 2 2 —

30–20 50–20 1 2 2 —

30–30–20 50–20 1 2 2 —

30–30–20 30–50–20 1 2 2 —

30–30–20 50–50–20 1 2 2 —

30–50–20 30–50–20 1 2 2 —

30–50–20 50–50–20 1 2 2 —

50–20 None 1 2 2 —

50–20 50–20 1 2 2 —

50–50–20 50–20 1 2 2 —

50–50–20 50–50–20 1 2 2 —

30–50–20 None 1 2 2 0
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5.4 Power Pedestals

RV Park Hook-Ups

Powerhouse Power Pedestal Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-28

Powerhouse Power Pedestal
Standards and Certifications . . . . . . . . . . . . . . . V1-T5-31

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-31

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-32

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-32

Powerhouse—Stainless Steel (SS) Power Pedestal V1-T5-33

Newport Camp Mate Power Pedestal . . . . . . . . . . V1-T5-36

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-39

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Substations . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers . . . . . . . . . V1-T5-47

Powerhouse Power Pedestal
Product Description
The Powerhouse® RV utility 
center is our most popular 
pedestal for single or double 
RV sites because of its full 
complement of standard 
features and available option 
packages able to meet any 
user requirement. The 
housing is made of durable 
weatherproof engineered 
resin and will never rust or 
deteriorate. 

That’s why it comes with a 
limited lifetime warranty. 
Since the Powerhouse can 
accommodate two RV sites, 
it’s an economical pedestal 
for double site installation. 
This unit is ideal for new, or 
when retrofitting, full-service 
RV parks.

Features
● Photocell controlled 

13 watt fluorescent light 
with amber lens

● Lockable weatherproof 
doors that protect 
receptacles and breakers

● Hose and cable brackets
● Engineered resin 

housing with a two-part 
polyurethane coating for a 
UV-resistant, long-lasting 
finish

● Limited lifetime warranty 
on the housing

● Loop-feed mechanical 
busbars that can accept up 
to 250 kcmil wire

● Hinged pedestal base 
providing easy access 
for installation and 
maintenance

Surge Protection
SurgeTrap is designed 
to protect electrical and 
electronic loads from 
transients and surge 
disturbances on your AC 
power line, such as voltage 
surges, spikes and lighting. 
The SurgeTrap has a lifetime 
warranty where Eaton will 
replace the SurgeTrap device 
at no charge.

● 175 kA maximum 
surge current

● 3500 joules
● Type 3R enclosure
● Comes with a protection 

working indicator light
● Factory installed integral 

to pedestal or available 
for retrofit

Available Options
● Clear lens
● Photocell controlled single 

or dual 7 watt or 13 watt 
fluorescent light

● Telephone (RJ-11) for 
each side

● Cable TV for each side
● High-speed Internet 

connector (RJ-45) for 
each side

● Water—single or dual 
1/4-turn brass ball valves 
(brass “T” connection) 
with 3/4-inch hose bibs

● Water meters with remote 
capability

● Water—anti-siphon faucet
● Loop-feed 3/8-inch stud 

lug copper busbar for 
up to 250 kcmil wire 
(recommended for salt 
water environments)

● Single-feed mechanical 
busbars for up to 
250 kcmil wire

● Digital electronic meter 
for each side

● Wireless remote reading of 
electronic kilowatt meters

● Meter socket for each side 
powered (to accept glass 
style meter)

● Direct burial ground 
mounting stand stainless 
or galvanized

● Custom paint color
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Standards and Certifications
● UL/CSA listed

Catalog Number Selection

Receptacle: R1S1 = Receptacle 1, Side 1
R2S1 = Receptacle 2, Side 1
R3S1 = Receptacle 3, Side 1
R1S2 = Receptacle 1, Side 2
R2S2 = Receptacle 2, Side 2
R3S2 = Receptacle 3, Side 2

Notes
1 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.

Internet option also available. Contact factory for details.

Type
P = Powerhouse
Z = PHSS

Metering Type
U = Unmetered
1 = Digital electronic meters (side 1)
2 = Digital electronic meters (side 2)
E = Digital electronic metering (entire pedestal)
B = Digital electronic metering (both sides)
R = Receptacles metered individually (one/rec.)

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

P  D  U  2  0 x  x  2  0 x  x  2  0  R  S

Sides and Receptacles

R1
S1

R2
S1

R3
S1

R4
S1

R1
S2

R2
S2

R3
S2

R4
S2

0
1
2
4

0
1
2
4

x x 0
1
2
4

0
1
2
4

x x

x = None
0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
4 = 50 A, 125/250 V

Water Option 1

0 = 0
1 = 1 
2 = 2
3 = Single water meter
4 = Dual water meter
5 = Single meter for 

two valves

Extra Unmetered 
GFI Receptacles

0 = None
1 = 1
2 = 2 

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch copper bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Single-phase 350 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus



V1-T5-32 Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.4 Power Pedestals

RV Park Hook-Ups

Accessories
See Page V1-T5-7.

Dimensions
Approximate Dimensions in Inches (mm)

Powerhouse 

Top

Front ViewSide View

Broken View

44.00
(1117.6)

13.75
(349.2)
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Powerhouse—Stainless Steel (SS) Power Pedestal Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-28

Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . V1-T5-30

Powerhouse—Stainless Steel (SS) Power Pedestal
Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-34

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-35

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-35

Newport Camp Mate Power Pedestal  . . . . . . . . . . V1-T5-36

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-39

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-47

Powerhouse—Stainless Steel (SS) Power Pedestal
Product Description
For long-lasting durability 
and low maintenance, 
the new stainless steel 
Powerhouse–SS pedestal 
is the most resilient power 
center offered. 

We have designed a stainless 
steel pedestal that will meet 
and exceed all applicable 
codes and withstand harsh 
inland and coastal 
environments.

Features
● Stainless steel housing 

with a limited lifetime 
warranty

● Photocell controlled 
13 watt fluorescent light 
with amber lens

● Large removable access 
panel for easy installation 
and maintenance

● Weatherproof doors 
that protect receptacles 
and breakers

● Backlit faceplate to aid in 
hooking up at night

● Hose and cable brackets
● Powder-coated finish
● Loop-feed mechanical bus 

bars that can accept up to 
350 kcmil wire

Available Options
● Clear lens
● Photocell controlled single 

or dual 7 watt or 13 watt 
fluorescent light

● Telephone (RJ-11) for 
each side

● Cable TV for each side
● High-speed Internet 

connection (RJ-45) for each 
side

● Water–single or dual 
1/4-turn brass ball valves 
(brass “T” connection) 
with 3/4-inch hose bibs

● Water meters with 
remote capability

● Water—anti-siphon faucet
● Direct burial stainless steel 

ground mounting stand
● Lockable doors

● Loop-feed 3/8-inch stud 
lug copper busbar for 
up to 350 kcmil wire 
(recommended for salt 
water environments)

● Single-feed mechanical 
busbars for up to 
350 kcmil wire

● Digital electronic metering 
for each side

● Wireless remote reading of 
electronic kilowatt meters

● Meter socket for each side 
powered (to accept glass 
style meter)

● Four door design to add 
more outlets per pedestal
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Catalog Number Selection

Receptacle: R1S1 = Receptacle 1, Side 1
R2S1 = Receptacle 2, Side 1
R3S1 = Receptacle 3, Side 1
R1S2 = Receptacle 1, Side 2
R2S2 = Receptacle 2, Side 2
R3S2 = Receptacle 3, Side 2

Notes
1 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.

Internet option also available. Contact factory for details.

Extra Unmetered 
GFI Receptacles

0 = None
1 = 1
2 = 2 

Water Option 1

0 = 0
1 = 1 
2 = 2
3 = Single water meter
4 = Dual water meter
5 = Single meter for

two valves

Type
P = Powerhouse
Z = PHSS

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch copper bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Single-phase 350 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Z  D  U  2  0 x  x  2  0 x  x  2  0  R  S

Sides and Receptacles

R1
S1

R2
S1

R3
S1

R4
S1

R1
S2

R2
S2

R3
S2

R4
S2

0
1
2
4

0
1
2
4

x x 0
1
2
4

0
1
2
4

x x

x = None
0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
4 = 50 A, 125/250 V

Metering Type
U = Unmetered
1 = Digital electronic meters (side 1)
2 = Digital electronic meters (side 2)
E = Digital electronic metering (entire pedestal)
B = Digital electronic metering (both sides)
R = Receptacles metered individually (one/rec.)
M = One 100 A meter socket (ring-type)
N = One 100 A meter socket (ringless)
V = One meter socket (200 A)
O = Two 100 A meter socket (ring-type)
P = Two 100 A meter socket (ringless)
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Accessories
See Page V1-T5-7.

Dimensions
Approximate Dimensions in Inches (mm)

Powerhouse—Stainless Steel (SS)

9.88
(251.0)

40.00
(1016.0)
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Newport Camp Mate Power Pedestal Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-28

Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . V1-T5-30

Powerhouse—Stainless Steel (SS) Power Pedestal V1-T5-33

Newport Camp Mate Power Pedestal
Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-37

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-38

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-38

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-39

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Substations . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers . . . . . . . . . V1-T5-47

Newport Camp Mate Power Pedestal
Product Description
The Newport Camp Mate 
provides many of the features 
and options of our other full-
size pedestals, but in a 
compact self-contained unit. 
This model provides more 
mounting options to RV park 
owners than any other model. 
It can be mounted to our 
stainless steel stand either 
flanged or direct burial, a 
post or any wall. 

It comes standard with a resin 
housing that will never rust or 
deteriorate and provides area 
lighting as well as aiding in 
hooking up at night. This unit 
is especially suitable to many 
RV park renovation projects 
as well as new RV parks.

Features
● Photocell controlled 7 watt 

fluorescent light with 
amber lens

● Lockable weatherproof 
door that protects 
receptacles and breakers

● Engineered resin housing
● Limited lifetime warranty 

on the housing
● Designed to mount on a 

post, wall or an optional 
custom stand

● Loop-feed 1/4-inch copper 
stud lug busbars that can 
accept 2/0 AWG wire for 
Camp Mate without 
optional stand

● Loop-feed mechanical 
busbars that can accept up 
to 2/0 AWG wire for Camp 
Mate on optional stand

Available Options
● 36-inch stainless 

steel stand
● 40-inch stainless steel 

pad-mounted stand
● 60-inch direct burial 

stainless steel stand
● Telephone (RJ-11)
● Cable TV
● High-speed Internet 

connector (RJ-45)
● Water—single or dual 

1/4-turn brass ball valves 
(brass “T” connection) 
with 3/4-inch hose bibs 
mounted on optional stand

● Water—anti-siphon 
backflow preventer

● Loop feed 3/8-inch stud lug 
copper busbar for up to 
350 kcmil wire with stand 
(recommended for salt 
water environments)

● Single-feed mechanical 
busbars for up to 350 kcmil 
wire available with stand

● Digital electronic meter
● Wireless remote reading of 

electronic kilowatt meter
● Meter socket available with 

aluminum stands (to accept 
glass style meter)

Standards and Certifications
The Newport Camp Mate is 
UL listed and comes with a 
limited lifetime warranty on 
the housing. 
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Catalog Number Selection

Receptacle: R1 = Receptacle 1
R2 = Receptacle 2
R3 = Receptacle 3

Notes
1 20 A GFIs not metered.
2 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs (with stand only).

Water 
Option 2

0 = 0
1 = 1
2 = 2 

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Stand 
0 = 0
S = Stand

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch aluminum Canadian bus
O = Single-phase 1/4-inch split bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Three-phase 300 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus
H = Single-phase 1/4-20 stud copper bus bar
I = Three-phase 1/4-20 stud copper bus bar
K = Single-phase 2/0 mechanical lug bus
J = Three-phase 2/0 mechanical lug bus
A = Canadian single-phase 1/4-20 stud copper bus bar
B = Canadian three-phase 1/4-20 stud copper bus bar
C = Canadian single-phase 2/0 mechanical lug
D = Canadian three-phase 2/0 mechanical lug

Sides and 
Receptacles

R1S1 R2S1 R3S1
0
1
2
4

0
1
2
4

0
1

0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
4 = 50 A, 125/250 V

Type
N = NP Harbor Mate
C = NP Camp Mate

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

Metering Type 1

U = Unmetered
E = Digital electronic meters
R = Receptacles metered 

individually

C D U 2 0 1 S 2 A S
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Newport Camp Mate 

9.18 (233.0)0.12
(3.2)

10.38
(263.7)

Newport Redesign Newport Redesign With Meters

10.52 (267.2)

9.59 (243.6) 10.38 (263.7)

14.53
(369.0)

13.63
(346.2)

7.44
(189.1)

6.70
(170.2)

3.40
(86.4)

1.68
(42.7)

2.37
(60.3)

4.02
(102.2) 

1.54
(39.1) 

6.70
(170.2)

3.40
(86.4)

1.68
(42.7)

2.37
(60.3)

4.02
(102.2) 

1.54
(39.1) 

4º

9.18 (233.0)0.12
(3.2)

10.38
(263.7)

10.52 (267.2)
7.44

(189.1)

14.53
(369.0)

15.28
(388.0)

4º

10.38 (263.7)

12.88
(327.2)
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Firehouse Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-28

Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . V1-T5-30

Powerhouse—Stainless Steel (SS) Power Pedestal V1-T5-33

Newport Camp Mate Power Pedestal  . . . . . . . . . . V1-T5-36

Firehouse
Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-40

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-40

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-43

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-46

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-47

Firehouse
Product Description
The Firehouse is designed to 
provide added fire safety to 
RV parks and campgrounds. 
The Firehouse provides a 
convenient location and easy 
access to fire extinguishers 
and to an optional life ring 
when installed around pools 
and waterfront amenities. 

In addition, the Firehouse 
provides area lighting for easy 
identification during an 
emergency and for security 
lighting around the unit. The 
Firehouse can be equipped 
with an alarm strobe light and 
siren, which are automatically 
activated when the fire 
extinguisher cabinet door is 
opened or the optional life 
ring is removed.

Features
● Photocell controlled 

13 watt fluorescent light
● Amber lens for bug 

reduction
● 10 lb ABC Type fire 

extinguisher
● Stainless steel housing 

with oven-baked enamel 
finish with an engineered 
resin base and top

● Limited lifetime warranty 
on the housing

Available Options
● Alarm strobe light 

and siren
● Optional 24-inch white or 

orange life ring for poolside 
or dockside installations

● 20 lb ABC Type fire 
extinguisher

Catalog Number Selection

Fire Extinguisher
E = Include 10 lb extinguisher
N = No extinguisher
X = Include 20 lb extinguisher

Type
F = Firehouse

Photocell 
Y = Yes
N = No

Alarm/Strobe
A = Include alarm/strobe
N = No alarm/strobe

24-Inch Life Ring
R = Include life ring
N = No life ring

Lighting and Lens Color
R  = LED Red
X = No lighting Red

F R Y A E R
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Firehouse–SS 

40.74
(1034.9)

9.88
(250.8)

11.54
(293.0)
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Digital Electronic Kilowatthour Meters
Product Description
Using the latest surface 
mount technology, Eaton 
manufactures a digital 
electronic kilowatt hour 
meter that exceeds the 
+/– 2% accuracy required by 
ANSI (American National 
Standards Institute) C-12.1 
and is approved by the state 
of California at +/– 1% over 
the full range of 0–100 A from 
a 0.5 to 1 power factor and is 
available for both single- and 
three-phase applications.

The meter drives an electro-
mechanical counter that 
requires a 12 V pulse each 
tenth of a kilowatthour, 
providing 10 pulses per 
kilowatt used. The meter 
output can be hard wired or 
connected to a transmitter 
in the pedestal for wireless 
transmission to a receiver 
displaying the output on a 
PC for direct billing of up to 
1,000 individual customers.

Features
Our meter is designed to 
be user friendly in that all 
connections from external 
sources and the meter 
output are through one 
14-pin locking connector. 
This feature eliminates many 
common problems, such 
as reverse line polarity and 
improper coil polarity. Simple 
LEDs, both red and green, 
indicate line and load 
condition and the pulsed 
LED indicates the rate of 
power consumption.

Wireless System
All of our meters are 
“wireless capable” to allow 
for wireless meter reading. 
This technology enables the 
marina or RV park to get 
meter readings from one 
central location rather than 
visiting every site to read 
the counters.

Meter Socket Capabilities 
Meter sockets are available 
on the Powerhouse and 
Powerhouse–SS.

Standard:
● Four jaw
● Ring-type
● 100 A

Available Options
● 200 A (SS only)
● Lockable hasp
● Ringless (SS only)
● Five jaw
● Seven jaw (SS only)

Product Selection

One Element Meter

Two Element Meter

Three Element Meter
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Distribution Equipment—Ground Fault Monitor
Product Description
New to our product offering 
are ground fault monitoring 
systems designed to detect 
fault currents in the AC shore 
power system that are too 
low to trip a circuit breaker. 
The Ground Fault Monitor 
helps reduce the risk of injury 
or property damage, which 
may result from stray fault 
currents. Our ground fault 
monitoring system provides 
information to the 
maintenance staff on the 
overall condition of the AC 
electrical system. The ground 
fault monitoring system 
operates 24 hours a day and 
can be monitored by non-
technical personnel.

Features
● UL listed current 

transformers
● Adjustable trip level 

10 mA to 10 A
● Current transformers up to 

8 1/4-inch diameter
● Visual and/or audible alarm
● Housing of fiberglass or 

powder coated stainless 
steel available

Power Guard
The ground fault monitor 
detects ground fault 
currents by means of current 
transformers (CT), which are 
placed around main or branch 
circuits. If a ground fault 
occurs, the CT will detect the 
amount of fault current and 
send a signal to the ground 
fault monitoring device where 
the amount of fault current 
is displayed with the faulty 
circuit identified. The 
detected fault can either 
activate an indicator alarm or 
disconnect the faulted circuit.
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Distribution Equipment—Substations
Product Description
The introduction of 
substations into the marina 
and recreational vehicle 
market allows Eaton to be 
your complete marina and 
RV park electrical products 
supplier. We are able to 
assist in the design and 
layout of your marina or RV 
park electrical system from 
the primary service provider 
to your power pedestal. Our 
substations are designed 
for any coastal or inland 
environment and are 
constructed of powder-
coated stainless steel 
NEMA 3R housing cabinets. 
All substation cabinets 
come with our limited lifetime 
warranty. All of our 
substations use Eaton’s 
panels and circuit breakers, 
providing our customers the 
utmost in circuit protection 
and quality.

Application Description
The aluminum and Galvaneal 
cabinets are recommended 
for inland applications. 
The substations can be 
configured with 50 to 
330 kVA single-phase or 
three-phase copper wound 
transformers and up to 20 
single-phase or 12 three-
phase branch breakers. An 
optional three-sided double-
wall cabinet is available that 
provides air flow between the 
panels. All substations come 
standard with temperature-
controlled cooling fans.

Product Selection Guide

Panel and Transformer 
Combinations

Panel Transformer

Single-Phase

200 A 50 kVA

300 A 75 kVA

400 A 100 kVA

600 A 150 kVA

700 A 167.5 kVA

800 A 200 kVA

1000 A 250 kVA

1200 A 330 kVA

Three-Phase

100 A 45 kVA

200 A 75 kVA

300 A 112.5 kVA

400 A 150 kVA

600 A 225 kVA

800 A 300 kVA
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Features, Benefits 
and Functions
● Limited lifetime warranty 

on the housing
● All stainless steel 

hardware
● Temperature controlled 

cooling fans in the 
transformer and circuit 
breaker compartments

● Lockable door

Ventilation
The substation ventilation 
is designed to optimize air 
circulation over and around 
the transformers and through 
the panel compartment so 
that the substation operates 
at lower temperatures.

Substations come equipped 
with temperature-controlled 
cooling fans for exhausting 
hot air from the cabinet and 
solar shield.

In addition, substations are 
available with a double-
walled cabinet and solar 
shield, which allow for 
cooling of both the exterior 
surface of the cabinet and 
the internal components.

Substations

Stainless steel housing 
with polyester 
powder coating

Limited 
lifetime 

warranty 
on the 
housing

Stainless steel hardware with 
locking doors

Temperature-controlled fans 
for cooling

Custom made to your specifications:
Single-phase or three-phase copper 

wound transformers

50 to 330 kVA

Up to 1200 A main circuit breaker with 
20 single-phase or 12 three-phase 

branch circuit breakers

Sun Heat

Transformers

Air

Cool Air

Double-Walled 

Stainless

Double-Walled Construction
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Available Options
● Powder-coated cabinets 

made of stainless steel 
or fiberglass

● Limited lifetime warranty 
on housing. Transformer 
and secondary distribution 
panel in a single enclosure 
have a one-year limited 
warranty

● Stainless steel housing 
and hardware with 
locking doors

● Single-phase and three-
phase models

● Overload capacity meets 
ANSI L57.96–01.250

● Optional double-walled 
construction

● Temperature-controlled 
fans for cooling

● Custom-made copper 
wound single-phase or 
three-phase transformers 
from 50 to 330 kVA

● Up to 1200 A main circuit 
breaker with 15 single-
phase branch circuit 
breakers or 10 three-phase 
branch circuit breakers

● Substations can be 
equipped with photocells 
to turn on and off lights

● A 20 A GFI can be installed 
in the cabinet, as well 
as a ground fault 
monitoring system

Standards and Certifications
● cULus listed

Dimensions
Approximate Dimensions in 
Inches (mm)

Substations

Standard Substation

Height 53.00 (1346.2)

Width 51.00 (1295.4)

Depth 33.00 (838.2)

Side-by-Side Substation

Height 53.00 (1346.2)

Width 66.00 (1676.4)

Depth 30.00 (762.0)

Double Panel Substation

Height 53.00 (1346.2)

Width 63.00 (1600.2)

Depth 33.00 (838.2)
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Distribution Equipment—Panels
Product Description
We now can offer our 
customers Eaton’s PRL-3A 
and PRL-4 panels as stand-
alone units or in one of our 
substations. All of our busses 
are made of copper and are 
load rated, breakers are bolt-
on type. Distribution panels 
can be single-phase or three-
phase based on your system 
requirements. Distribution 
panels can also have a 
main breaker or a main lug. 
Branch circuit breakers 
are provided based on 
customer requirements.

Features
● All internal wiring is 

fine stranded 2000 V 
insulated copper

● Copper busbars
● All exterior hardware is 

stainless steel

Available Options
● NEMA 3R or 4X
● Powder-coated 

stainless steel
● Main breaker up to 

1200 A
● Branch breaker 20 to 

1200 A
● Main lug only
● We also offer 480 V 

models—single-phase 
and three-phase

Single-Phase
● Up to 1200 A main 

circuit breakers
● Up to 42 branch 

circuit breakers

Three-Phase
● Up to 1200 A main 

circuit breakers
● Up to 42 branch 

circuit breakers

Standards and Certifications
● UL listed
● cULus listed
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Distribution Equipment—Transformers

Distribution Equipment—Transformers
Product Description
Because of the high humidity 
and corrosive conditions of 
coastal environments, our 
transformers are wound with 
Class H heavily insulated 
copper bar and are double 
dipped in tough insulating 
varnish that protects the 
copper, as well as reduces 
the hum that is typical in 
a transformer that is not 
double dipped. For marine 
applications, we provide 
a third overcoat of high 
temperature epoxy to protect 
against the severe saltwater 
environment. We can provide 
this transformer in single-
phase, from 50 to 500 kVA, 
and three-phase, from 
45 to 300 kVA.

Features
● Copper wound transformer 

coils double dipped in high 
temperature baking varnish

● Copper terminations
● Marine transformers with 

epoxy overcoat
● All copper-to-copper 

connections

Available Options
● Single-phase: 50–500 kVA
● Three-phase: 45–300 kVA
● Epoxy overcoat for non-

marine applications

Primary Voltages
● 480 wye three-phase
● 480 V three-phase delta 

three-wire + ground
● 480 V single-phase 

two-wire + ground

Secondary Voltages
● 127/220 V three-phase 

wye four-wire
● 120/208 V three-phase 

wye four-wire
● 120/240 V single-phase 

three-wire

Marina Power Distribution 
Transformer kVA Availabilities
● Single-phase: 50, 75, 100, 

150, 167.5, 200, 250, 330, 
500 kVA

● Three-phase: 45, 75, 112.5, 
150, 225, 300 kVA

Standards and Certifications
● cULus listed
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Online

Power Pedestals
Product Overview
Known as a leader in 
electrical control, power 
distribution, and industrial 
automation products and 
services, Eaton is a quality 
driven company that 
constantly looks for ways to 
provide enhanced product 
and service solutions for their 
customers. Eaton will be able 
to provide Marina developers 
a complete electrical solution. 
For more information on 
the other products available 
from Eaton, visit us online 
at www.eaton.com or 
www.marinapower.com.

What Eaton has to Offer
● Eaton has more marina 

power outlets in service 
than all other suppliers 
combined

● We offer complementary 
comprehensive in-house 
electrical designs for 
your complete marina 
development using all high 
quality Eaton products

● We can provide your 
marina development with 
complete remote wireless 
digital electronic meter 
reading

● Not only can Eaton provide 
your marina with the 
highest quality power 
pedestals and marine 
distribution equipment, we 
can also supply your entire 
electrical needs for your 
surrounding development 
and beyond from safety 
switches to loadcenters 
and much more
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Product Selection Guide

Power Pedestal Quick Guide

Lighthouse Lighthouse–SS Hatteras Light
Newport 
Harbor Mate Admiral–SS Firehouse Mariner Lookout Power Point

Main housing Engineered resin Stainless steel Engineered resin Engineered resin Stainless steel Stainless steel Engineered resin Stainless steel Stainless steel

Top Engineered resin Engineered resin Engineered resin Engineered resin Stainless steel Engineered resin Engineered resin Stainless steel Stainless steel

Optional stand — — — Stainless steel — — PVC — —

External hardware Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel

Standard lightwattage(s) 13 W 13 W 13 W 7 W 13 W 13 W 5 W, 7 W & 13 W — 13 W

LED lighting option Yes Yes Yes No Yes Yes No No Yes

Photocell Yes Yes Yes Yes Yes Yes No No Yes

Lockable doors Yes Yes Yes Yes Yes — — — Yes

Hose hangers Yes Yes No No Yes No No No No

Electric meters Yes—up to 4 Yes—up to 4 Yes—up to 2 Yes—up to 2 Yes—up to 4 No No No Yes—up to 6

Remote meter reading Yes Yes Yes Yes Yes No No No Yes

Water Two 3/4” Two 3/4” Two 1/2” Two 3/4” Two 3/4” None None None One 3/4” or more

Water meters Yes Yes No Yes Yes No No No Yes

Telephone Yes Yes Yes Yes Yes No No No Yes

Cable TV Yes Yes Yes Yes Yes No No No Yes

Internet Yes Yes Yes Yes Yes No No No Yes

Fire extinguisher No No No No No Yes—up to 20 lbs No No No

Life ring No No No No No Yes—24” No No No

Alarm and strobe light No No No No No Yes No No No

20 A 110 V GFI Yes Yes Yes Yes Yes No No No Yes

30 A 125 V twist—lock Yes Yes Yes Yes Yes No No No Yes

50 A 125/250 V twist—lock Yes Yes Yes Yes Yes No No No Yes

100 A 120/240 V pin and sleeve Yes Yes No No Yes No No No Yes

100 A 120/208 V pin and sleeve Yes Yes No No Yes No No No Yes

100 A 277/480 V pin and sleeve Yes Yes No No Yes No No No Yes

100 A 480 V pin and sleeve Yes Yes No No Yes No No No Yes

200 A 480 V pin and sleeve No No No No Yes No No No Yes

Hardwire compatible No No No No No No No No Yes

TVSS compatible Yes Yes No No Yes No No No Yes

Card swipe compatible Yes Yes No Yes Yes No No No Yes

Security camera compatible No No No No No No No Yes No

Busbar rating Up to 500 A Up to 500 A Up to 140 A Up to 140 A Up to 500 A — — — Up to 800 A

Maximum wire size—single feed 350 kcmil 350 kcmil #2/0 #2/0 350 kcmil — — — (3) 500 kcmil

Maximum wire size—loop feed #4/0 #4/0 #1 #1 350 kcmil — — — (3) 500 kcmil

Height 44” 40” 30” 36” 48” 43.5” 24” to 72” 72” to 96” 50”

Width 13.75” 9.875” 7.5” 10.5” 14” 9.875” 7” 9” 50”

Depth 13.75” 9.875” 7.5” 14.5” 14” 9.875” 7” 9” 36”

Warranty

Housing Limited lifetime Limited lifetime Limited lifetime Limited lifetime Limited lifetime Limited lifetime Limited lifetime Limited lifetime Limited lifetime

Receptacles and breakers 2 years 2 years 2 years 2 years 2 years — — — 2 years

Lighting assembly 1 year 1 year 1 year 1 year 1 year 1 year 1 year — 1 year
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Receptacles Receptacle Configuration Availability

Note
1 Configuration available with no additional GFI receptacles.

Side One Side Two

None None None None

30 A None None None

30 A 30 A None None

30 A None 30 A None

30 A 30 A 30 A 30 A

30 A 50 A None None

30 A None 50 A None

30 A 50 A 30 A 50 A

50 A None None None

50 A 50 A None None

50 A None 50 A None

50 A 50 A 50 A 50 A

100 A 120/240 V None None None

100 A 120/240 V None 50–50 A None

100 A 120/240 V None 100 A 120/240 V None

100 A 120/240 V 50–50 A 100 A 120/240 V 50–50 A

100 A 120/208 V None None None

100 A 120/208 V None 100 A 120/240 V None

100 A 120/240 V 100 A 120/240 V 100 A 120/240 V 100 A 120/240 V

100 A 120/208 V 100 A 120/208 V 100 A 120/208 V 100 A 120/208 V

100 A 120/240 V 100 A 120/240 V 100 A 120/208 V 100 A 120/208 V

Lighthouse Lighthouse–SS Admiral–SS Hatteras Light
Newport 
Harbor Mate

Receptacle Available with GFI Receptacles

Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes

Yes Yes Yes No Yes

Yes Yes Yes Yes No

Yes Yes Yes No No

Yes Yes Yes No Yes

Yes Yes Yes Yes 1 No

Yes Yes Yes No No

Yes Yes Yes Yes Yes

Yes Yes Yes No Yes

Yes Yes Yes No No

Yes Yes Yes No No

Yes Yes Yes No No

Yes Yes Yes No No

Yes Yes Yes No No

No No Yes No No

Yes Yes Yes No No

Yes Yes Yes No No

No No Yes No No

No No Yes No No

No No Yes No No
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Lighthouse
Product Description
One of our most popular 
units, the all-purpose 
Lighthouse® pedestal has a 
wide range of features. With 
units in service around the 
world, this stylish power 
pedestal is recognized for its 
practicality and exceptional 
durability.

Engineered to withstand 
the most severe weather 
conditions, Lighthouse 
power pedestals can be 
found in marinas from 
Alaska to the tropics.

Note: Custom paint color.

Note: Wireless remote reading 
of electronic kilowatt meters.

Note: Clear lens.

Features, Benefits 
and Functions
● Photocell controlled 

13 watt fluorescent light 
(clear lens or amber lens 
for bug reduction)

● Lockable weatherproof 
doors that protect breakers 
and receptacles while in 
use (a requirement of NFPA 
303 and NEC Article 555)

● Hose and cable brackets
● Heavy resin housing with 

a two-part polyurethane 
coating for a UV-resistant, 
long-lasting finish

● Copper busbar with ratings 
from 250 to 500 A

● New “hingeless” base 
providing easy access for 
both installation and 
maintenance

● Backlit faceplate for easy 
receptacle plug-in at night
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Copper Busbar with Ratings 
from 250 to 500 A

New Hingeless Base

Cable and Internet 
Connections

Optional Meter Socket

360° controlled 13 watt fluorescent light 
with amber lens for bug reduction

Digital electronic metering for each side

Lockable weatherproof doors that protect 

breakers and receptacles

Receptacle configuration available

30 A, 50 A, 30 A / 30 A, 30 A / 50 A, 
50 A / 50 A, 100 A, Empty

Note: Custom configurations also available

Hose and cable brackets

1/4-inch Resin housing with a two-part 
polyurethane coating for a UV resistant, 
long-lasting finish

20 A / 125 V GFI receptacle

Phone and cable TV connections

High-speed Internet connections (RJ45) for 
each side

Available Options
● Digital electronic metering 

(one, two or three element 
meters available)

● Built-in meter socket
● 20 A / 125 V GFI receptacle 

(max. of two GFI 
receptacles per pedestal)

Note: 20 A GFI receptacles are 
not to be used for shore power.

● High-speed Internet 
connections

● Wireless remote metering 
for electric and water

● Transient voltage surge 
suppressor (TVSS) to 
protect from voltage 
surges, spikes or lightning 
on the AC power line 
(extends warranty on 
internal parts to three 
years)

● Stainless steel door hinge 
on receptacle main doors

● Single or dual steel 1/4-turn 
ball valves with 3/4-inches

● Hose bibs and stainless 
steel handles

● Single or dual phone and/or 
cable TV connections

● Base cap
● Base extension
● LED lighting
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Catalog Number Selection

Receptacle: R1S1 = Receptacle 1, Side 1
R2S1 = Receptacle 2, Side 1
R1S2 = Receptacle 1, Side 2
R2S2 = Receptacle 2, Side 2

Notes
1 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.
2 Quantity of 20 A GFI duplex receptacles.

Extra Unmetered 
GFI Receptacles 2

0 = None
1 = 1
2 = 2 

Water Option 1

0 = 0
1 = 1 
2 = 2
3 = Single water meter
4 = Dual water meter
5 = Single meter for

two valves

Sides and Receptacles

R1
S1

R2
S1

R3
S1

R4
S1

R1
S2

R2
S2

R3
S2

R4
S2

0
1
2
3
4
G
H

0
1
2
3
4
G
H

x x 0
1
2
3
4
G

0
1
2
3
4
G
H

x x

x = None
0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
3 = 50 A, 125 V
4 = 50 A, 125/250 V
G = 30 A, 125 V GFI breaker
H = 50 A, 125/250 V GFI breaker

Type
L = Lighthouse
S = LHSS

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

L D U 2 3 x x 2 3 x x 2 0 R S

Metering Type
U = Unmetered
1 = Digital electronic meters (side 1)
2 = Digital electronic meters (side 2)
E = Digital electronic metering (entire pedestal)
B = Digital electronic metering (both sides)
R = Receptacles metered individually (one/rec.)

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Single-phase 350 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus
N = Single-phase 1/4-inch copper bus bar
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Lighthouse 

Side View

Top

Front View

Broken View

13.75

(249.3)

44.00

(1117.6)
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Lighthouse–SS Contents
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Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS
Available Options. . . . . . . . . . . . . . . . . . . . . . . . V1-T5-56

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-57

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-58

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-58

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-87

Lighthouse–SS
Product Description
The Lighthouse–SS offers 
the same standard features 
and available options as the 
standard Lighthouse. But, 
like all of the stainless steel 
products manufactured here, 
the Lighthouse–SS is made 
with high-quality 316L 
stainless steel for superior 
quality and performance.

Note: 20/125 A GFI receptacle.

Note: Wireless remote reading 
of electronic kilowatt meters.

Note: Clear lens.

Note: Meter socket for each 
side powered (to accept glass 
style meter).

Note: Receptacle configurations 
available:
30 A
30 A / 30 A
30 A / 50 A
50 A / 50 A
100 A (single-phase) 120/240 V
100 A (three-phase) 120/208 V
200 A (three-phase) 480 V

Features, Benefits 
and Functions
● Photocell controlled 

13 watt fluorescent light 
(clear lens or amber lens 
for bug reduction)

● Available with lockable 
weatherproof doors

● Hose and cable brackets
● Long-lasting maintenance-

free 316L stainless steel 
housing with limited 
lifetime warranty

● Copper busbar with ratings 
from 250 to 500 A

● Large removable 
access panel for easy 
maintenance and 
installation

● Backlit faceplate for easy 
receptacle plug-in at night
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Phone and Cable TV Connections

Copper Busbar with Ratings 
from 250 to 500 A

New Door

Backlit Faceplate to Aid 
in Hooking Up at Night

360° controlled 13 watt 

fluorescent light with amber 
lens for bug reduction

Digital electronic metering 
for each side

Powder-coated stainless steel 

weatherproof doors that protect 
receptacles and breakers

Lockable doors

Long-lasting maintenance-free 
powder-coated stainless steel 

housing with limited lifetime 
warranty

High-speed Internet connection 
(RJ-45)
for each side

Large removable access panel 
for easy maintenance and 

installation

Hose and cable bracket

Available Options
● Digital electronic metering 

(one, two or three element 
meters available)

● 20 A / 125 V GFI receptacle 
(max. of two GFI 
receptacles per pedestal)

Note: 20 A GFI receptacles are 
not to be used for shore power.

● High-speed Internet 
connection

● Wireless remote metering 
available for water and 
electricity

● Transient voltage surge 
suppressor (TVSS) to 
protect from voltage 
surges, spikes or lightning 
on the AC power line 
(extends warranty on 
internal parts to three 
years)

● Single or dual phone and/or 
cable TV connections

● Single or dual 3/4-inch hose 
bibs with stainless steel

● Handles LED lighting
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Catalog Number Selection

Receptacle: R1S1 = Receptacle 1, Side 1
R2S1 = Receptacle 2, Side 1
R1S2 = Receptacle 1, Side 2
R2S2 = Receptacle 2, Side 2

Notes
1 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.
2 Quantity of 20 A GFI duplex receptacles.

Extra Unmetered 
GFI Receptacles 2

0 = None
1 = 1
2 = 2 

Water Option 1

0 = 0
1 = 1 
2 = 2
3 = Single water meter
4 = Dual water meter
5 = Single meter for

two valves

Sides and Receptacles

R1
S1

R2
S1

R3
S1

R4
S1

R1
S2

R2
S2

R3
S2

R4
S2

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0
1
2
3
4
5
6
7
8
G
H

0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
3 = 50 A, 125 V
4 = 50 A, 125/250 V
5 = 100 A, 120/208 V
6 = 100 A, 125/250 V
7 = 100 A, 277/480 V
8 = 100 A, 480 V
G = 30 A, 125 V GFI breaker
H = 50 A, 125/250 V GFI breaker

Type
L = Lighthouse
S = LHSS

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

S D U 2 3 2 3 2 3 2 3 2 0 R S

Metering Type
U = Unmetered
1 = Digital electronic meters (side 1)
2 = Digital electronic meters (side 2)
E = Digital electronic metering (entire pedestal)
B = Digital electronic metering (both sides)
R = Receptacles metered individually (one/rec.)
M = One 100 A meter socket (ring-type)
N = One 100 A meter socket (ringless)
O = Two 100 A meter socket (ring-type)
P = Two 100 A meter socket (ringless)

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch copper bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Single-phase 350 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus
X = Single-phase 500 A 3/8-inch copper bus bar
Y = Three-phase 500 A 3/8-inch copper bus bar



V1-T5-58 Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.5 Power Pedestals

Marina Power and Lighting Equipment

Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Lighthouse–SS 

9.88
(251.0)

40.00
(1016.0)
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Admiral–SS Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS
Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-60

Accessories . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-61

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-61

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-87

Admiral–SS
Product Description
Truly the flagship of our 
unitized pedestal line, the 
Admiral–SS possesses 
amperage capabilities up 
to 500 A and voltages of 
480/277 three-phase, 
120/240 single-phase and 
combinations of these 
receptacles all in one unit 
to serve nearly any size 
Mega Yacht.

Features
● Heavy 316L stainless 

steel housing that is 
powder coated with a 
polyester resin

● Photocell controlled 
13 watt fluorescent light 
with clear lens that 
provides 360 degrees 
of lighting

Available Options
● Dual phone and/or cable TV 

connections
● Four 100 A receptacles 

of any two voltage 
combinations such as 
277/480 three-phase, 
120/208 three-phase or 
120/240 single-phase

● 200 A / 480 V receptacles
● when the 100 A 120/240 V 

receptacles are used, two 
50 A 120/240 V 
receptacles can also be 
provided for a total of 
500 A

● 20 A / 125 V GFI receptacle 
(max. of two GFI 
receptacles per pedestal)

Note: 20 A GFI receptacles are 
not to be used for shore power.

● Single or dual Cat5 
high-speed Internet 
connections

● Single or dual water 
1/4-turn ball valves with 
3/4-inch hose bibs and 
stainless steel handles

● Digital metering available
● Wireless remote metering 

available for water and 
electricity

● LED lighting
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Catalog Number Selection

Receptacles: R1S1 = Receptacle 1, Side 1
R2S1 = Receptacle 2, Side 1
R3S1 = Receptacle 3, Side 1
R4S1 = Receptacle 3, Side 1
R1S2 = Receptacle 1, Side 2
R2S2 = Receptacle 2, Side 2
R3S2 = Receptacle 3, Side 2
R4S2 = Receptacle 3, Side 2

Notes
1 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.

Internet option also available. Contact factory for details.

Extra Unmetered GFI 
Receptacles

0 = None
1 = 1
2 = 2 

Water Option 1

0 = 0
1 = 1 
2 = 2
3 = Single water meter
4 = Dual water meter
5 = Single meter, 2 V

Sides and Receptacles

R1
S1

R2
S1

R3
S1

R4
S1

R1
S2

R2
S2

R3
S2

R4
S2

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0
1
2
3
4
5
6
7
8
9
G
H

0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
3 = 50 A, 125 V
4 = 50 A, 125/250 V
5 = 100 A, 208 V
6 = 100 A, 250 V
7 = 100 A, 277/480 V
8 = 100 A, 480 V
9 = 200 A, 480 V
G = 30 A, 125 V GFI breaker
H = 50 A, 125/250 V GFI breaker

Type
A = Admiral–SS

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

A D U 2 3 2 3 2 3 2 3 1 2 R S

Metering Type
U = Unmetered
1 = Digital electronic meters (side 1)
2 = Digital electronic meters (side 2)
E = Digital electronic metering (entire pedestal)
B = Digital electronic metering (both sides)
R = Receptacles metered individually (one/rec.)
M = One 100 A meter socket (ring-type)
N = One 100 A meter socket (ringless)
O = Two 100 A meter socket (ring-type)
P = Two 100 A meter socket (ringless)

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch copper bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Single-phase 350 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus
X = Single-phase 500 A 3/8-inch copper bus bar
Y = Three-phase 500 A 3/8-inch copper bus bar
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Admiral–SS

Base Footprint

12.50 (317.5)

14.00 (355.6)

Ø 0.62
(Ø 15.9)

10.00
(254.0)

14.00
(355.6)

0.75
(19.1)

50.54
(1283.8)

Front Side One Back Side Two

2.00
(50.8)

Water
Access

240V
Electrical
Access

280V
Electrical
Access

CATV/INT.
Access

CATV/INT.
Access
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Newport Harbor Mate Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate
Available Options  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-63

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-64

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-65

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-65

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Newport Harbor Mate
Product Description
Five years of development 
and 30 prototype models 
have yielded this unit the 
most innovative mini-power 
center available. Host to a 
variety of electrical services, 
contained in a compact yet 
strong housing, the Newport 
Harbor Mate is packed with 
features.

Features, Benefits 
and Functions
● Tough and durable resin 

housing with UV inhibitor 
for lasting finish

● Photocell controlled 7 and 
9 watt fluorescent light 
(clear lens or amber lens 
for bug reduction)

● Designed to mount 
on a dock box, piling or 
stainless steel stand

● Copper busbar with a 
maximum rating of 140 A
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Newport Harbor Mate (Shown with Optional Stand)

Mounting Option Backlit Faceplate

Available with single, dual or 
combo of 30 or 50 A receptacles

20 A / 125 V GFI receptacle

Phone, cable TV, high-speed 
Internet connections

Digital electronic meter

Tough and durable resin housing 
with UV inhibitor for lasting finish

Lockable weatherproof door that 
protects receptacles and breakers

Photocell controlled 7 watt 

fluorescent light with amber 
lens for bug reduction

Stainless steel stand

Single or dual 1/2-turn brass ball 

valve with 3/4-inch hose bibs

Designed to mount on a dock 
box, piling, wall or optional 
stand (shown in photo)

Available Options
● Available with single, dual 

or combination of 30 A or 
50 A receptacles

● 20 A / 125 V GFI receptacle 
(max. of two GFI 
receptacles per pedestal)

Note: 20 A GFI receptacles are 
not to be used for shore power.

● Single or dual phone, cable 
TV, high-speed Internet 
connections

● Electronic metering 
(one or two element 
meters available)

● 316L stainless steel stand
● LED lighting
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Catalog Number Selection

Receptacles: R1 = Receptacle 1
R2 = Receptacle 2

Notes
1 20 A GFIs not metered.
2 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs (with stand only).

Water 
Option 2

0 = 0
1 = 1
2 = 2 

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0

Stand 
0 = 0
S = Stand

Bus
S = Single-phase 3/8-inch copper bus bar
F = Three-phase 3/8-inch copper bus bar
M = Single-phase 300 kcmil mechanical lug bus
Z = Three-phase 300 kcmil mechanical lug bus
L = Single-phase 350 kcmil mechanical lug bus
P = Three-phase 350 kcmil mechanical lug bus
N = Single-phase 1/4-inch aluminum Canadian bus
O = Single-phase 1/4-inch split bus bar
Q = Single-phase 3/8-16-inch copper bus bar
R = Three-phase 3/8-16-inch copper bus bar
T = Single-phase 300 kcmil mechanical lug Canadian bus
U = Three-phase 300 kcmil mechanical lug Canadian bus
V = Single-phase 350 kcmil mechanical lug Canadian bus
W = Three-phase 350 kcmil mechanical lug Canadian bus
H = Single-phase 1/4-20 stud copper bus bar
I = Three-phase 1/4-20 stud copper bus bar
K = Single-phase 2/0 mechanical lug bus
J = Three-phase 2/0 mechanical lug bus
A = Canadian single-phase 1/4-20 stud copper bus bar
B = Canadian three-phase 1/4-20 stud copper bus bar
C = Canadian single-phase 2/0 mechanical lug
D = Canadian three-phase 2/0 mechanical lug

Sides and Receptacles
R1S1 R2S1 R3S1

0
1
2
3
4
G
H

0
1
2
3
4
G
H

0
1

0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
3 = 50 A, 125 V
4 = 50 A, 125/250 V
G = 30 A, 125 V GFI breaker
H = 50 A, 125/250 V GFI breaker

Type
N = NP Harbor Mate
C = NP Camp Mate

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

Metering Type 1

U = Unmetered
E = Digital electronic meters
R = Receptacles metered 

individually

N D U 2 3 1 S 0 A S
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Newport Harbor Mate

9.18 (233.0)0.12
(3.2)

10.38
(263.7)

Newport Redesign Newport Redesign With Meters

10.52 (267.2)

9.59 (243.6) 10.38 (263.7)

14.53
(369.0)

13.63
(346.2)

7.44
(189.1)

6.70
(170.2)

3.40
(86.4)

1.68
(42.7)

2.37
(60.3)

4.02
(102.2) 

1.54
(39.1) 

6.70
(170.2)

3.40
(86.4)

1.68
(42.7)

2.37
(60.3)

4.02
(102.2) 

1.54
(39.1) 

4º

9.18 (233.0)0.12
(3.2)

10.38
(263.7)

10.52 (267.2)
7.44

(189.1)

14.53
(369.0)

15.28
(388.0)

4º

10.38 (263.7)

12.88
(327.2)
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Hatteras Light Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light
Available Options  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-67

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-68

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-69

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-69

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Hatteras Light
Product Description
The Hatteras® Light is an 
elegant and low cost 
alternative to the Lighthouse. 
It uses the same 360 degree 
light assembly as the 
Lighthouse, yet is only 
30 inches tall. Thousands 
of these attractive pedestals 
are found not only in marinas, 
but also around pools, deck 
areas, boardwalks and 
landscape areas. The housing 
will never rust or corrode and 
comes with a limited lifetime 
warranty. This unit is popular 
for smaller slips at marinas 
with the Lighthouse and for 
private docks.

Note: Wireless remote reading 
of electronic kilowatt meters.

Note: Clear lens.

Note: Custom paint color.

Features, Benefits 
and Functions
● Photocell controlled 

13 watt fluorescent light 
(clear lens or amber lens 
for bug reduction)

● Circuit breakers
● Heavy resin housing with 

a two-part polyurethane 
coating for a UV resistant, 
long-lasting finish

● Copper busbar with a 
maximum rating of 140 A
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Hatteras Light

Copper Busbar with Ratings 
up to 140 A

Faceplate

20 A / 125 A GFI Receptacle

360° controlled 13 watt 

fluorescent light with amber 
lens for bug reduction

Receptacle configurations 
available:

Side 1: 30 A, 50 A
Side 2: 30 A, N/A

Note: Custom configurations 
also available

Digital electronic metering

Circuit breakers

Phone, cable TV, 

high-speed Internet 
connections

1/4-inch resin housing with a 

two-part polyurethane coating 
for a UV resistant, long-lasting 
finish

1/2-turn brass ball valve and 
3/4-inch hose bib

Available Options
● 20 A / 125 V GFI receptacle 

(max. of two GFI 
receptacles per pedestal)

Note: 20 A GFI receptacles are 
not to be used for shore power.

● Digital electronic metering 
(one or two element meter 
available)

● Single or dual phone, cable 
TV, high-speed Internet 
connections

● Single or dual 1/2-inch or 
3/4-inch silcock with 
stainless steel handles

● LED lighting



V1-T5-68 Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.5 Power Pedestals

Marina Power and Lighting Equipment

Catalog Number Selection

Receptacles: R1 = Receptacle 1
R2 = Receptacle 2

Notes
1 20 A GFIs not metered.
2 Number represents the quantity of 1/4-turn ball valves with 3/4-inch hose bibs.

Sides and Receptacles
R1S1 R2S1 R1S2

0
1
2
3
4
G
H

0
1

0
1
2
3
4
G
H

x = None
0 = None
1 = 20 A GFI duplex
2 = 30 A, 125 V
3 = 50 A, 125 V
4 = 50 A, 125/250 V
G = 30 A, 125 V GFI breaker
H = 50 A, 125/250 V GFI breaker

Type
H = Hatteras Light

Hard Wired Breakers
0 = None
1 = 1
2 = 2

Lighting and Lens Color
D = LED Amber
I = LED Clear
N = LED Special
B = LED Blue
F = No lighting Amber
L = No lighting Clear
Y = No lighting Special
P = No lighting Blue

Water Option 2

0 = 0
1 = 1
2 = 2

Metering Type 1

U = Unmetered
E = Digital electronic meters
R = Receptacles metered individually

H D U 2 0 4 2 0 0 S

Bus
H = Single-phase 1/4-20 stud copper bus bar
I = Three-phase 1/4-20 stud copper bus bar
K = Single-phase 2/0 mechanical lug bus
J = Three-phase 2/0 mechanical lug bus
A = Canadian single-phase 1/4-20 stud copper bus bar
B = Canadian three-phase 1/4-20 stud copper bus bar
C = Canadian single-phase 2/0 mechanical lug
D = Canadian three-phase 2/0 mechanical lug

Phone Cable TV and Internet Options
Phone 
Jack

Cable 
TV Jack

Internet 
Option

A
B
C
D
E
F
G
H
I
J
K
L
M
N
O
P
Q
R
S
T
U
V
W
X
Y
Z
0

=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=
=

1
1
1
1
1
1
1
1
1
2
2
2
2
2
2
2
2
2
0
0
0
0
0
0
0
0
0

0
0
0
1
1
1
2
2
2
0
0
0
1
1
1
2
2
2
2
0
0
1
1
1
2
2
0

0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
0
1
2
2
1
2
0
1
2
0
1
0
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Accessories
See Page V1-T5-72.

Dimensions
Approximate Dimensions in Inches (mm)

Hatteras 

Side View Front View

Busbar Access Top Removed

Inside Top

7.90 (200.7) 7.90 (200.7)

30.98
(786.9)

13.39
(340.2)



V1-T5-70 Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5.5 Power Pedestals

Marina Power and Lighting Equipment

Firehouse Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse
Available Options  . . . . . . . . . . . . . . . . . . . . . . . V1-T5-71

Catalog Number Selection  . . . . . . . . . . . . . . . . V1-T5-71

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-72

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-40

Smart Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Firehouse
Product Description
Created as a complete 
solution for fire and rescue 
needs, this pedestal features 
fire extinguisher storage and 
a mounted alarm strobe light 
and siren, as well as an 
optional life ring. This unit 
is well equipped for any 
marina emergency. The alarm 
strobe light and siren can be 
automatically activated when 
the door is open or optional 
life ring is removed.

Features, Benefits 
and Functions
● Alarm strobe light and 

siren: automatically 
activated when door is 
open or optional life ring 
is removed

● Photocell controlled 
13 watt fluorescent light 
(clear lens or amber lens 
for bug reduction)

● 10 lb ABC Type fire 
extinguisher

● 316L stainless steel 
polyester powder-coated 
housing

● Polycarbonate top 
assembly

Firehouse

High-visibility alarm 
strobe light and warning 

siren

Photocell controlled 

energy efficient 13 watt 
fluorescent light with 
amber lens for bug 

reduction

Stainless steel housing with 

oven-baked enamel finish 
with a polycarbonate base 
and top

Remote control unit can 
automatically call select 
services via a four 

channel transmitter:

Medical emergency

Fire emergency

Police emergency

Optional general 
emergency
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Marina Power and Lighting Equipment

Available Options
● 24-inch life ring
● 20 lb ABC Type fire 

extinguisher available

Catalog Number Selection

Fire Extinguisher
E = Include 10 lb extinguisher
N = No extinguisher
X = Include 20 lb extinguisher

Type
F = Firehouse

Photocell 
Y = Yes
N = No

Alarm/Strobe
A = Include alarm/strobe
N = No alarm/strobe

24-Inch Life Ring
R = Include life ring
N = No life ring

Lighting and Lens Color
R  = LED Red
X = No lighting Red

F R Y A E R
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Marina Power and Lighting Equipment

Accessories

Accessories for Custom Design Marina Products, Resin and Stainless Steel Pedestals and Power Products

Replacement Parts Catalog Numbers Replacement Parts Catalog Numbers, continued

Description
Catalog 
Number

Receptacles

20 A GFCI duplex MPL3038

30 A 125 V twistlock MPL3039

50 A 125 V twistlock MPL3040

50 A 125/250 V twistlock MPL3045

100 A 120/240 V pin and sleeve MPL4100R12W

100 A 120/208 pin and sleeve MPL5100R9W

100 A 480 V four-wire pin and sleeve MPL4100R7W

100 A 480 V five-wire pin and sleeve MPL5100R7W

200 A 277/480 V pin and sleeve (Russellstoll®) MPL4200R7W

30 A 125 V RV RV3042

50 A 125/250 V RV RV3043

Circuit Breakers

20 A 125 V single-pole QCF1020

20 A 125 V single-pole GFCI QCGF1020

30 A 125 V single-pole QCF1030

30 A 125 V single-pole GFCI QCGF1030

50 A 125 V single-pole QCF1050

20 A 125/250 V two-pole QCF2020

20 A 125/250 V two-pole GFCI QCGF2020

30 A 125/250 V two-pole QCF2030

30 A 125/250 V two-pole GFCI QCGF2030

50 A 125/250 V two-pole QCF2050

50 A 125/250 V two-pole GFCI QCGF2050

60 A 125/250 V two-pole QCF2060

100 A 125/250 V two-pole GHC2100D

100 A 120/208 V three-pole GHC3100D

200 A 277/480 V three-pole JT2200FA

Fluorescent Light Assembly

13 watt 120 V 60 Hz ballast MPL2400

7 watt 120 V 60 Hz ballast MPL2401

13 watt socket MPL3079

7 watt socket MPL3077

13 watt fluorescent bulb MPL3018

7 watt fluorescent bulb MPL3019

Photocell MPL3044

Photocell nuts MPL3034

Lighthouse in-line fuse MPL3026

Lighthouse in-line fuse holder MPL3027

Lighthouse, Lighthouse–SS, Powerhouse, 
Powerhouse–SS, Hatteras, Park Light

Top with complete light and lens assembly MPL6003A

Top with complete light and lens assembly—fused MPL6003FA

Top only MPL6003

Amber lens MPL6005

Clear lens MPL6008

Description
Catalog 
Number

Lighthouse, Lighthouse–SS, Powerhouse, 
Powerhouse–SS, Hatteras, Park Light, continued

20 A GFCI receptacle external cover set MPL1101

30 A receptacle external cover set MPL1102

50 A receptacle external cover set MPL1105

Single-pole external breaker cover set MPL11061

Two-pole external breaker cover set MPL11062

Three-pole external breaker cover set MPL11063

Lighthouse, Lighthouse–SS, Powerhouse, 
Powerhouse–SS

Lighthouse/Powerhouse pedestal main housing MPL6006

Lighthouse–SS/Powerhouse–SS pedestal main housing MPL6006S

Lighthouse/Powerhouse main door MPL6007

Lighthouse–SS/Powerhouse–SS main door MPL6007S

Lighthouse/Powerhouse spring closure MPL1099

Lighthouse Powerhouse top isolation plate MPL6012

Lighthouse/Lighthouse–SS breaker plate MPL1141

Powerhouse/Powerhouse–SS breaker plate RV1112

Lighthouse/Lighthouse–SS/Powerhouse/
Powerhouse–SS Hose and cable brackets 

MPL1087

Lighthouse/Powerhouse stainless steel hinge MPL1088

Lighthouse/Powerhouse complete pedestal
base with busbar assembly

MPL6004A

Lighthouse/Powerhouse complete pedestal base with three-phase 
busbar assembly

MPL6004FA

Lighthouse/Powerhouse pedestal base without busbars MPL6004

Lighthouse/Powerhouse aluminum blank access panel MPL5500

Lighthouse/Lighthouse–SS/Powerhouse/
Powerhouse–SS complete busbar assembly 

MPL1140A

Lighthouse/Lighthouse–SS/Powerhouse/Powerhouse–SS complete 
three-phase busbar assembly

MPL1140FA

Copper busbar with nuts and washers MPL3471

20 A GFCI—00 amber resin faceplate MPL1120

30 A—20 GFCI amber resin faceplate MPL1121

30–50 A amber resin faceplate MPL1122

30–30 A amber resin faceplate MPL1127

30–00 A amber resin faceplate MPL1129

50–50 A amber resin faceplate MPL1123

50 A—20 GFCI amber resin faceplate MPL1124

20 GFCI—20 GFCI amber resin faceplate MPL1125

00–00 amber resin faceplate MPL1126

50 A—00 amber resin faceplate MPL1128

100 A faceplate MPL1142

20 A GFCI—00 amber resin faceplate assembly with breakers MPL1120A

30 A—20 GFCI amber resin faceplate assembly with breakers MPL1121A

30–50 A amber resin faceplate assembly with breakers MPL1122A
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Replacement Parts Catalog Numbers, continued Replacement Parts Catalog Numbers, continued

Notes
1 Lighthouse, Lighthouse–SS, Powerhouse, Powerhouse–SS.
2 Hatteras Light, Park Light, Newport Camp Mate, Newport Harbor Mate.
3 Please contact factory to determine configurations for replacement housing.

Description
Catalog 
Number

Lighthouse, Lighthouse–SS, Powerhouse, 
Powerhouse–SS, continued

30–30 A amber resin faceplate assembly with breakers MPL1127A

50–50 A amber resin faceplate assembly with breakers MPL1123A

50 A—20 GFCI amber resin faceplate assembly with breakers MPL1124A

20 GFCI—20 GFCI amber resin faceplate assembly with breakers MPL1125A

50 A—00 amber resin faceplate assembly with breakers MPL1128A

30–00 A faceplate assembly with breakers MPL1129A

100 A faceplate assembly with breakers MPL1142A

Powerhouse 30–50 receptacle plate RV1143

Powerhouse (30 A—00) receptacle plate RV11433

Powerhouse (50 A—00) receptacle plate RV11435

Powerhouse breaker plate RV1112

Phone, Cable, Internet Assemblies

Lighthouse/Powerhouse complete phone and cable assembly MPL1114/RV1114

Lighthouse–SS/Powerhouse–SS/Hatteras Light/Park Light complete 
phone and cable assembly

MPL1119/RV1119

Hatteras Light/Park Light complete phone and cable assembly MPL1119

Newport Harbor Mate/Camp Mate phone and cable insert assembly MPL1115/RV1115

Lighthouse/Powerhouse access plates with dual Internet jacks MPL5501

Coax cable TV FCF female adpt. with lugnut and washer MPL1086

RJ45 CAT5e high-speed internet jack MPL3059

Marine phone receptacle MPL3037

RJ12 CAT3 phone jack RV3060

Water Assemblies

Lighthouse/Powerhouse complete water manifold assembly 
(dual 3/4-inch hose bibs with 1/4-turn ball valves)

MPL11A

Newport Harbor Mate/Newport Camp Mate water manifold 
assembly (dual 3/4-inch hose bibs with 1/4-turn ball valves)

MPL11C

3/4-inch hose adapter MPL7030

Lighthouse/Powerhouse water mounting plate 
with mounting brackets

MPL1132

Hatteras Light/Park Light aluminum water mounting plate MPL6584

1/2-inch brass silcock (hose bib) MPL7014

3/4-inch stainless steel silcock (hose bib) MPL5271

3/4-inch brass ball valve MPL7021

Watts 3/4-inch backflow preventer MPL7015

Description
Catalog 
Number

Digital Electronic Meters

Single element, 14-pin quick disconnect (no CTs) MPL17A1

Single element, 14-pin quick disconnect (with CTs) MPL17A2 1

Single element, 14-pin quick disconnect (with CTs) MPL17A2 2

Dual element, 14-pin quick disconnect (no CTs) MPL17B1

Dual element, 14-pin quick disconnect (with CTs) MPL17B2 1

Dual element, 14-pin quick disconnect (with CTs) MPL17B2 2

Three element, 14-pin quick disconnect (no CTs) MPL17C1

Three element, 14-pin quick disconnect (with CTs) MPL17C2 1

Three element, 14-pin quick disconnect (with CTs) MPL17C2 2

Single element coil transformers (CTs) MPL30321 1

Single element coil transformers (CTs) MPL30321 2

Dual element coil transformers (CTs) MPL30322 1

Dual element coil transformers (CTs) MPL30322 2

Three element coil transformers (CTs) MPL30323 1

Three element coil transformers (CTs) MPL30323 2

Counter (large—old style) MPL3022

Counter (small—new style) MPL3021

Hatteras Light (Marina) and Park Light (RV) 3

Pedestal main housing MPL6002

Copper busbar with nuts and washers MPL3468

Complete busbar assembly MPL1108A

Complete three-phase busbar assembly MPL1108FA

20 A GFCI external cover door MPL1101

30 A external cover door MPL1102

50 A external cover door MPL1105

Light fuse MPL3026

Fuse holder MPL3027

Mounting feet (set of four) MPL7004
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Replacement Parts Catalog Numbers, continued

Note
1 For custom faceplates to include phone/cable or other accessories, 

please contact Eaton’s Marina Power & Lighting facility at 1-800-723-8009.

Description
Catalog 
Number

Newport Harbor Mate (Marina) 
and Camp Mate (RV)

Amber lens—three-piece MPL1117

Clear lens—three-piece MPL1109

Main housing MPL6000

Main door MPL6001

30–30 A faceplate 1 MPL1135

30–50 A faceplate 1 MPL1136

50–50 A faceplate 1 MPL1137

50 A–00 faceplate 1 MPL1138

30 A–00 faceplate 1 MPL1139

30–30 A faceplate assembly with breakers 1 MPL1135A

30–30–20 GFI faceplate assembly 1 MPL1135G/RV1135G

30–50 A faceplate assembly with breakers 1 MPL1136A

30–50–20 GFI faceplate assembly 1 MPL1136G/RV1136G

50–50 A faceplate assembly with breakers 1 MPL1137A

50–50–20 GFI faceplate assembly 1 MPL1137G/RV1137G

50 A–00 faceplate assembly with breakers 1 MPL1138A

50–20 GFI faceplate assembly 1 MPL1138G/RV1138G

30 A–00 faceplate assembly with breakers 1 MPL1139A

30–20 GFI faceplate assembly 1 MPL1139G/RV1139G

Mounting brackets MPL7005

36-inch stainless steel stand MPL5506

Copper busbar with nuts and washers MPL3468

Complete busbar assembly MPL1108A

Complete three-phase busbar assembly MPL1108FA

Firehouse (Marina and RV)

Red strobe light/siren MPL3020

Firehouse top with lighting assembly and strobe MPLFH6003A

Light fuse MPL3029

Fuse holder MPL3028

Door MPL6013

24-inch life ring MPL4201

Life ring bracket MPL4201B

Blank access panel MPL6015

Door/life ring switch (pre-2004) MPL3030

Door/life ring switch (new) MPL3050

Door hasp MPL3950

Busbar (double barrel terminal block) MPL3751

10-lb ABC Type fire extinguisher MPL8025

20-lb ABC Type fire extinguisher MPL8025X
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Dimensions
Approximate Dimensions in Inches (mm)

Firehouse–SS 

43.50
(1104.9)

9.87
(250.6)
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Smart Start Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start
Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Smart Start
Product Description
If you have transient boat 
slips, Eaton Marina Power 
and Lighting has developed 
their newest product for 
your situation.

The new “Smart Start” 
pedestal is activated by the 
swipe of a credit card. A kiosk 
will be centrally located at the 
marina and will control up to 
32 power pedestals. When a 
boater wants to use a slip, 
they will enter the slip 
number and amount of time 
they would like and will then 
be asked to swipe a card in 
order to activate the pedestal. 
Once the chosen time is up, 
the pedestal will shut down. 
No more free power!

The “Smart Start” pedestal 
will not only prevent transient 
boaters from stealing power, 
but it will also eliminate the 
need for 24-hour monitoring 
of the slips. Boaters will be 
able to come in at any time 
of the day and activate a 
pedestal.

Features
● Lighted 316L stainless 

steel kiosk enclosure
● Programmable slip 

time blocks
● Programmable slip rates 

printable receipts

Standards and Certifications
● UL listing pending

Dimensions
Approximate Dimensions in 
Inches (mm)

Smart Start

Height 60.05 (1525.3)

Width 14.15 (359.4)

Depth 14.24 (361.9)
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Mariner

Marina Power and Lighting Equipment Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner
Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-87

Mariner
Product Description
The Mariner is a lighting 
bollard that can stand from 
1.5 to 4 feet tall and can be 
used in various applications 
from marina docks, to 
landscaped areas, golf 
courses and beyond. The 
Mariner will have a lifetime 
warranty on the engineered 
resin housing that will 
withstand the harsh marine 
and land environments from 
Alaska to the tropics.

Features
● Can be configured with a 

7 watt, 9 watt or 13 watt 
fluorescent bulb

● Mounting base and painted 
pole supplied for desired 
height

● Limited lifetime warranty 
on engineered resin 
housing

● Custom colors available
● Side-mounted option

Dimensions
Approximate Dimensions in 
Inches (mm)

Catalog Number Selection

Mariner

7 watt 14.15 (359.4)

9 watt/13 watt 14.24 (361.9)

Mounting Base and Pole

1.5 feet–4 feet

Lighting
1 = LED
X = No lighting

Color Lens
A = Amber
C = Clear
O = Other
B = Blue

Stand Height
18 = 18-inch
24 = 24-inch
36 = 36-inch
48 = 48-inch

Type
M = Mariner Color

W = White
R = Blue
B = Black
D = Dark
N = Brown
S = Other

M 1 A R 18
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Digital Electronic Kilowatt Hour Meters Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters
Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Digital Electronic Kilowatthour Meters
Product Description
Using the latest surface 
mount technology, Eaton 
manufactures a digital 
electronic kilowatthour meter 
that exceeds the +/– 2% 
accuracy required by ANSI 
(American National Standards 
Institute) C-12.1 and is 
approved by the state of 
California at +/– 1% over the 
full range of 0–100 A from a 
0.5–1 power factor and is 
available for both single- and 
three-phase applications.

The meter drives an electro-
mechanical counter that 
requires a 12 V pulse each 
tenth of a kilowatthour, 
providing 10 pulses per 
kilowatt used. The meter 
output can be hard wired or 
connected to a transmitter 
in the pedestal for wireless 
transmission to a receiver 
displaying the output on a 
PC for direct billing of up to 
1,000 individual customers.

Features
Our meter is designed to 
be user friendly in that all 
connections from external 
sources and the meter output 
are through one 14-pin locking 
connector. This feature 
eliminates many common 
problems, such as reverse 
line polarity and improper coil 
polarity. Simple LEDs, both 
red and green, indicate line 
and load condition and the 
pulsed LED indicates the rate 
of power consumption.

Wireless System
All of our meters are “wireless 
capable” to allow for wireless 
meter reading. This technology 
enables the marina or RV park 
to get meter readings from 
one central location rather 
than visiting every site to 
read the counters.

Meter Socket Capabilities 
Meter sockets are available 
on the Lighthouse and 
Lighthouse–SS.

Standard
● Four jaw
● Ring-type
● 100 A

Available Options
● 200 A (SS only)
● Lockable hasp
● Ringless (SS only)
● Five jaw
● Seven jaw (SS only)

Product Selection

One Element Meter

Two Element Meter

Three Element Meter
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Ground Fault Monitor Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor
Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-87

Distribution Equipment—Ground Fault Monitor
Product Description
Our ground fault monitoring 
systems are designed to 
detect fault currents in the 
AC shore power system that 
are too low to trip a circuit 
breaker. The ground fault 
monitor helps reduce the risk 
of injury or property damage 
that may result from stray 
fault currents. Our ground 
fault monitoring system 
provides information to the 
maintenance staff on the 
overall condition of the AC 
electrical system. The ground 
fault monitoring system 
operates 24 hours a day and 
can be monitored by non-
technical personnel.

Features
● Adjustable trip level 10 mA 

to 10 A
● Current transformers up to 

8 1/4-inch diameter
● Visual and/or audible alarm
● Housing of fiberglass or 

powder-coated stainless 
steel available

Power Guard
The ground fault monitor 
detects ground fault currents 
by means of current 
transformers (CT), which are 
placed around main or branch 
circuits. If a ground fault 
occurs, the CT will detect the 
amount of fault current and 
send a signal to the ground 
fault monitoring device where 
the amount of fault current is 
displayed with the faulty 
circuit identified. The 
detected fault can either 
activate an indicator alarm or 
disconnect the faulted circuit.

Standards and Certifications
● UL listed current 

transformers
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Marina Power and Lighting Equipment Contents
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Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70
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Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint
Wiring Diagram . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-81

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-82

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels  . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Distribution Equipment—Mega Yacht Powerpoint
Product Description
From the company that is 
known for its high-quality 
innovations, Eaton is the only 
company to offer a self-
contained dual-phase mega 
yacht unit. Made out of long-
lasting stainless steel, this 
mega yacht unit has a 
copper-wound, low-noise 
transformer that is double 
insulated and epoxy 
overcoated.The mega yacht 
unit delivers both single-
phase and three-phase power 
to serve most mega yachts. 
Helping to keep your marina 
environment tranquil, the 
mega yacht unit has a 
low-noise, highly efficient 
transformer that has isolation 
mounts to ensure a very 
quiet operation.

Features
● Thermostatically controlled 

fans in transformer 
compartment for cooling

● Heavy stainless steel 
(316L) cabinet with a 
polyester powder coating

● Ventilated sun shields to 
help unit run cooler in 
tropical climates

● Limited lifetime warranty 
on housing

● Two or three light 13 watt 
photocell controlled 
fluorescent lights on 
the sun shield for optimal 
night lighting

Available Options
● 200 A–480 V three-phase 

receptacles
● 100% rated breakers
● Hard wiring busbars for 

all voltages with breaker 
protection

● Two 3/4 inch water outlets 
with a water meter

● Two phone, two CATV 
and two CAT5 high-speed 
Internet connections

● Digital electronic meters 
on all receptacles

● Primary breaker
● Two 480 V delta or wye 

125 A three-phase 
receptacles (IEC)

● Two 120/208 V 100 A 
three-phase receptacles 
(IEC)

● Two 120/240 V 100 A 
single-phase receptacles 
(IEC)

● Up to four 50 A 120/240 V 
locking receptacles 
(NEMA)

● Up to four 30 A 120 V 
locking receptacles 
(NEMA)

● Wireless remote metering 
for electric and water

● 20 A GFI receptacle
● Primary side 480 V 

maximum 600 A
● Secondary side single-

phase 120/240 V maximum 
100 kVA

● Secondary side three-
phase 120/208 V maximum 
125 kVA

● Fire extinguisher—10 or 
20 lbs
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Wiring Diagram

Powerpoint

N

120/240V
100A 1Ø
2-Pole

Breaker

120/240V
100A 1Ø
2-Pole

Breaker

120/208V
100A 3Ø
3-Pole

Breaker

120/208V
100A 3Ø
3-Pole

Breaker

120/208V
100A 3Ø
3-Pole

Breaker

480V
100A 3Ø
3-Pole

Breaker

480V
100A 3Ø
3-Pole

Breaker

480V
100A 3Ø
3-Pole

Breaker

G

N

G

N

G

N

G

1  2 31  2 31  2 3

120/240V Single-Phase Supply 120/240V Three-Phase Supply

3 Ø, 277/480V
Supply from
Main Breaker

3 Ø, 277/480V
Supply from
Main Breaker

3 Ø, 277/480V
Supply from
Main Breaker

480V
3Ø 3-Pole

Main
Breaker

N

G

N

G

N G

Dual-Phase Primary
Transformer 480V

277/480V Supply
from Utility

To 480V
Service

CT for
Electronic
Meter (Typ.)

200A Hard Wire Buss
277/480V

(Ground & Neutral
from Utility Supply)

1

N
3 2

A B A B

A BO

100A Hard
Wire Buss
120/480V
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Dimensions
Approximate Dimensions in Inches (mm)

Powerpoint Unit 

Top With Solar Shield

Front

Base

Right SideLeft Side

46.00 (1168.4)

48.54
(1232.9)

31.00
(787.4)

26.00
(660.4)

26.00
(660.4)

Ø 0.50
(Ø 12.7)
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Double Panel Substation

Substations Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations
Features, Benefits and Functions  . . . . . . . . . . . V1-T5-44

Available Options. . . . . . . . . . . . . . . . . . . . . . . . V1-T5-45

Standards and Certifications . . . . . . . . . . . . . . . V1-T5-45

Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-45

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers  . . . . . . . . . V1-T5-87

Distribution Equipment—Substations
Product Description
The introduction of 
substations into the marina 
and recreational vehicle 
market allows Eaton to be 
your complete marina and RV 
park electrical products 
supplier. We are able to 
assist in the design and 
layout of your marina or RV 
park electrical system from 
the primary service provider, 
to your power pedestal. 
Our substations are designed 
for any coastal or inland 
environment and are 
constructed of powder-
coated stainless steel NEMA 
3R housing cabinets. All 
substation cabinets come 
with our limited lifetime 
warranty. All of our 
substations use Eaton’s 
panels and circuit breakers 
providing our customers the 
utmost in circuit protection 
and quality.

Application Description
The aluminum and Galvaneal 
cabinets are recommended 
for inland applications. 
The substations can be 
configured with 50–330 kVA 
single-phase or three-phase 
copper wound transformers 
and up to 20 single-phase or 
12 three-phase branch 
breakers. An optional three-
sided double-wall cabinet is 
available that provides air 
flow between the panels. All 
substations come standard 
with temperature controlled 
cooling fans.

Product Selection Guide

Panel and Transformer 
Combinations

Panel Transformer
Single-Phase

200 A 50 kVA

300 A 75 kVA

400 A 100 kVA

600 A 150 kVA

700 A 167.5 kVA

800 A 200 kVA

1000 A 250 kVA

1200 A 330 kVA

Three-Phase

100 A 45 kVA

200 A 75 kVA

300 A 112.5 kVA

400 A 150 kVA

600 A 225 kVA

800 A 300 kVA
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Features, Benefits 
and Functions
● Limited lifetime warranty 

on the housing
● All stainless steel 

hardware
● Temperature controlled 

cooling fans in the 
transformer and circuit 
breaker compartments

● Lockable door

Ventilation
The substation ventilation 
is designed to optimize air 
circulation over and around 
the transformers and through 
the panel compartment so 
that the substation operates 
at lower temperatures.

Substations come equipped 
with temperature controlled 
cooling fans for exhausting 
hot air from the cabinet and 
solar shield.

In addition, substations are 
available with a double-
walled cabinet and solar 
shield, which allow for 
cooling of both the exterior 
surface of the cabinet and 
the internal components.

Substations

Stainless steel housing 
with polyester 
powder coating

Limited 
lifetime 

warranty 
on the 
housing

Stainless steel hardware 
with locking doors

Temperature-controlled 
fans for cooling

Custom made to your specifications:
Single-phase or three-phase copper 

wound transformers

50 to 330 kVA

Up to 1200 A main circuit breaker with 
20 single-phase or 12 three-phase 

branch circuit breakers

Sun Heat

Transformers

Air

Cool Air

Double-Walled 

Stainless

Double-Walled Construction
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Available Options
● Powder-coated cabinets 

made of stainless steel 
or fiberglass

● Limited lifetime warranty 
on housing. Transformer 
and secondary distribution 
panel in a single enclosure 
have a one-year limited 
warranty

● Stainless steel housing 
and hardware with 
locking doors

● Single-phase and three-
phase models

● Overload capacity meets 
ANSI L57.96–01.250

● Optional double-walled 
construction

● Temperature controlled 
fans for cooling

● Custom-made copper 
wound single-phase or 
three-phase transformers 
from 50–330 kVA

● Up to 1200 A main circuit 
breaker with 15 single-
phase branch circuit 
breakers or 10 three-phase 
branch circuit breakers

● Substations can be 
equipped with photocells 
to turn on and off lights

● A 20 A GFI can be installed 
in the cabinet, as well as 
a ground fault monitoring 
system

Standards and Certifications
● cULus listed

Dimensions
Approximate Dimensions in 
Inches (mm)

Substations

Standard Substation

Height 53.00 (1346.2)

Width 51.00 (1295.4)

Depth 33.00 (838.2)

Side-by-Side Substation

Height 53.00 (1346.2)

Width 66.00 (1676.4)

Depth 30.00 (762.0)

Double Panel Substation

Height 53.00 (1346.2)

Width 63.00 (1600.2)

Depth 33.00 (838.2)
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Panel (Stainless Steel Shown)

Panels Contents
Description Page

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters. . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor. . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels
Distribution Equipment—Transformers . . . . . . . . . V1-T5-87

Distribution Equipment—Panels
Product Description
Two of the many products 
we can offer our customers 
are Eaton’s PRL-3A and 
PRL-4 panels as standalone 
units or in one of our 
substations. All of our busses 
are made of copper and are 
load rated; breakers are
bolt-on type. Distribution 
panels can be 120/240 V 
single-phase, 120/208 V 
three-phase, 277/480 V three-
phase or 220Y/127 V three-
phase based on your system 
requirements. Distribution 
panels can also have a main 
breaker or a main lug. Branch 
circuit breakers are provided 
based on customer 
requirements.

Features
● All internal wiring is 

fine stranded 1000 V 
insulated copper

● Copper busbars
● All exterior hardware 

is stainless steel

Available Options
● NEMA 3R or 4X
● Powder-coated 

stainless steel
● Main breaker up to 1200 A
● Branch breaker 20–1200 A
● Main lug only
● We also offer 480 V 

models—single-phase 
and three-phase

Single-Phase
● Up to 1200 A main 

circuit breakers
● Up to 42 branch 

circuit breakers

Three-Phase
● Up to 1200 A main 

circuit breakers
● Up to 42 branch 

circuit breakers

Standards and Certifications
● UL listed
● cULus listed
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Three-Phase Transformer

Transformers Contents
Description Page

Power Pedestals. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-48

Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-51

Lighthouse–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-55

Admiral–SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-59

Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . V1-T5-62

Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-66

Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-70

Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-76

Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T5-77

Digital Electronic Kilowatthour Meters . . . . . . . . . . V1-T5-41

Distribution Equipment—Ground Fault Monitor . . . V1-T5-42

Distribution Equipment—Mega Yacht Powerpoint . V1-T5-80

Distribution Equipment—Substations  . . . . . . . . . . V1-T5-83

Distribution Equipment—Panels. . . . . . . . . . . . . . . V1-T5-86

Distribution Equipment—Transformers

Distribution Equipment—Transformers
Product Description
Because of the high humidity 
and corrosive conditions of 
coastal environments, our 
transformers are wound with 
Class H heavily insulated 
copper bar and are double 
dipped in tough insulating 
varnish that protects the 
copper, as well as reduces 
the hum that is typical in 
a transformer that is not 
double dipped. We provide 
a second overcoat of high 
temperature epoxy to protect 
against the severe saltwater 
environment. We can provide 
this transformer in single-
phase, from 50 to 500 kVA, 
and three-phase, from 
45 to 300 kVA.

Features
● Copper wound transformer 

coils double dipped in high 
temperature baking varnish

● All internal wiring is 
fine stranded 2000 V 
insulated copper

● Copper busbars
● Marine transformers 

with epoxy overcoat
● All copper-to-copper 

connections

Available Options
● Single-phase: 50–500 kVA
● Three-phase: 45–300 kVA
● Epoxy overcoat for non-

marine applications

Primary Voltages
● 480 wye three-phase
● 480 V three-phase delta 

three-wire + ground
● 480 V single-phase 

two-wire + ground

Secondary Voltages
● 127/220 V three-phase 

wye four-wire
● 120/208 V three-phase 

wye four-wire
● 120/240 V single-phase 

three-wire

Marina Power Distribution 
Transformer kVA Availabilities
● Single-phase: 50, 75, 100, 

150, 167.5, 200, 250, 330, 
500 kVA

● Three-phase: 45, 75, 112.5, 
150, 225, 300 kVA

Standards and Certifications
● cULus listed
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Air Conditioning Disconnects

Air Conditioning Disconnects 6.1 Air Conditioning Disconnects

Product Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-2

Application Description . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-2

Features, Benefits and Functions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-3

Standards and Certifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-3

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-4

Cross-Reference . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-6

Technical Data and Specifications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-7

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-7

Learn
Online
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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Complete Line of Fused, Unfused and Molded 
Case Switch Type Air Conditioning Disconnects

Air Conditioning Disconnects Contents
Description Page

Features, Benefits and Functions . . . . . . . . . . . . . V1-T6-3

Standards and Certifications . . . . . . . . . . . . . . . . . V1-T6-3

Product Selection . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-4

Cross-Reference . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-6

Technical Data and Specifications . . . . . . . . . . . . . V1-T6-7

Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-7

Product Description
An air conditioning 
disconnect (ACD) is a 
disconnect located between 
a loadcenter (distribution 
panel) and air conditioner. 
Eaton’s ACD product line 
provides an installer or repair 
personnel with a visible 
disconnecting means when 
performing maintenance. 
ACDs are also known as 
disconnects, pullouts or air 
conditioning switches.

Non-fused pullout and 
molded case switch devices 
provide personnel with a 
visible ON-OFF disconnecting 
means. While fused pullout 
units also perform this 
function, they also provide an 
additional level of protection 
for the air conditioner. 

Fused and non-fused devices 
are of a pullout design, where 
the user physically removes 
or “pulls out” a tab to break 
the electrical connection. 
A molded case switch is 
similar to a light switch where 
the user “switches” the 
unit to the indicated 
ON-OFF position.

Fused and Non-Fused 
Pullouts
● ON/OFF control provided 

by a pullout handle
● Pullout handle can be 

conveniently stored in the 
compartment in the OFF 
position, helping to prevent 
the handle from being 
misplaced

● Protective shield cannot be 
removed until the pullout 
handle is removed, 
disconnecting the power

Molded Case Switch
● Rugged molded case 

construction in a 
disconnect switch that 
looks like a circuit breaker 
but operates like an 
ordinary household 
light switch

● Plug-in molded case switch 
(included) eliminates the 
need for pullout handles

● No need for replacement 
pullout handles due to loss 
or theft

Application Description
The most widely used 
application for ACDs is for 
residential and light 
commercial air conditioning 
units. An ACD is installed 
outdoors, in visible proximity 
to the air conditioner 
condensing unit. ACDs are 
also found in use with heat 
pumps, swimming pools, 
spas, whirlpools and pump 
houses, and meet 2008 
NEC Article 422.31 (B) 
requirements for servicing 
electric water heaters. 
Metallic enclosures are 
galvanized steel and are 
installed in various locations. 
Non-metallic enclosures are a 
plastic (polycarbonate) 
enclosure commonly used in 
coastal or salt-water areas.
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6.1Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Features, Benefits and Functions 
● Single-phase, two-wire, 

240 Vac and three-phase, 
three-wire, 240 Vac

● NEMA 3R outdoor 
enclosures offered in 
metallic and 
non-metallic versions

● Easy-to-remove high-
strength protective 
shield for easier wiring 
and mounting

● Easy-to-remove front cover 
(no screws or fasteners to 
remove)

● 1-inch knockouts on the 
bottom, back and side 
of unit

● Copper-rated line and load 
lugs that are easily 
accessible

● Ample wiring space for 
mounting with a stud gun 
(single keyhole, two- or 
three-point mounting)

● Fused devices are service 
entrance rated

Note: Fused non-metallic units 
require the addition of GB4NM 
ground bar to obtain a Service 
Entrance rating.

● Horsepower rated (10 hp 
maximum at 240 Vac)

● Padlockable door provision 
for safety and reduction of 
tampering

● Metallic enclosures are 
bottom entry and exit only

● Non-metallic enclosures 
have knockouts and a hub 
provision for top access

● Non-metallic enclosures 
have a single unit door and 
protective shield for 
installer convenience

● Non-metallic enclosures 
are durable and provide 
excellent resistance to 
climate changes

● Factory-installed tamper-
resistant/weather-resistant 
receptacles are available as 
an option on some products

Standards and 
Certifications
● UL listed File No. E132354, 

E143893, E196365

Contact Eaton for details 
and part numbers for CSA 
approved units.
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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Product Selection

Non-Fused Pullouts

Fused Pullouts

For Service Entrance applications, see footnotes below.

Molded Case Switch

Notes
1   For replacement pullout head, order part number 96-3258-4.
2   To obtain a Service Entrance Rating, the addition of a DPFG (ground bar kit) is required.
3   For replacement molded case switch, order part number BR260NA.

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

60 — 10 #14–3 DPU222R 1

Non-Metallic/Polycarbonate Enclosure

60 — 10 #14–2 ACD222URNM-A2 1

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

30 2 2 3 #14–3 DPF221R 1

60 2 3 10 #14–3 DPF222R 1

Non-Metallic

30 2 3 #14–2 ACD221RNM-A2 1

60 3 10 #14–2 ACD222RNM-A2 1

Main
Ampere
Rating

Maximum hp Rating Wire Size 
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Galvanized Steel

60 — 10 #14–3 DPB222R 3

Non-Metallic/Polycarbonate Enclosure

60 — 10 #14–2 B60NARNM-A2 3

DPU222R

DPF222R

DPB222R
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6.1Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

ACD with 20 Ampere Ground Fault Receptacle 1

ACD with 15 Ampere Ground Fault Receptacle 13

Notes
1   Factory-installed GFCI receptacle.
2   Includes weather-resistant/tamper-resistant receptacles to meet 2008 NEC Article 406.8 (A) and 406.11 requirements.
3   NEC permits the maximum receptacle rating of a 15 A circuit to be 15 A.

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Non-Fused Pullouts

60 — 10 #14–3 DPU222RGF20WTST 2

60 — 10 #14–3 DPU222RGF20ST

Fused Pullouts

30 2 3 #14–3 DPF221RGF20WTST 2

30 2 3 #14–3 DPF221RGF20ST

60 3 10 #14–3 DPF222RGF20WTST 2

60 3 10 #14–3 DPF222RGF20ST

Main 
Ampere
Rating

Maximum hp Rating Wire Size
Range Cu/Al
60 °C or 75 °C

Catalog 
Number120 V 240 V

Non-Fused Pullouts

60 — 10 #14–3 DPU222RGF15ST

60 — 10 #14–3 DPU222RGF15WTST 2

Fused Pullouts

30 2 3 #14–3 DPF221RGF15ST

30 2 3 #14–3 DPF221RGF15WTST 2

60 3 10 #14–3 DPF222RGF15ST

60 3 10 #14–3 DPF222RGF15WTST 2

DPU222RGF20

DPU222RGF15
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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Three-Phase Non-Fused ACD

Cross-Reference 

Cross-Reference

Note
1 Eaton Quick ProSM designated item.

Main 
Ampere
Rating

Maximum hp Rating
Wire Size
Range Cu 75 °C

Catalog 
Number240 V 480 V

60 15 30 #14–4 DPU362RA

DPU362A

Description

Catalog Number

Eaton Square D® GE®
Siemens®

(Murray®) Milbank Midwest

Metallic/Galvanized Steel Enclosure

30 A fused DPF221R — TF30R WF2030 U3830 U035F2

60 A fused DPF222R — TF60R WF2060 U3860 U065F1

60 A non-fused DPU222R — TFN60R — U3800 U065P010

60 A non-fused compact design DPU222R — — WNFC2060 — —

60 A molded case switch DPB222R QO200TR TNA60R1 WNAS2060 — U065NA1

60 A non-fused with ground fault receptacle DPU222RGF20ST — TFN60RGFR WN2060GFCI U3822-20GR U065P010

30 A fused with ground fault receptacle DPF221RGF20ST — — WF2030GFCI — U035F010

60 A fused with ground fault receptacle DPF222RGF20ST — — WF2060GFCI — U065F010

60 A non-fused with 1/2-inch wire harness DPU222R12W 1 — — — — —

60 A non-fused with 3/4-inch wire harness DPU222R34W 1 — — — — —

60 A three-phase 600 V molded case switch DPU362RA — — — — U0653F

Non-Metallic/Polycarbonate Enclosure

30 A fused ACD221RNM-A2 — TPF30R WF2030PL — P035F

60 A fused ACD222RNM-A2 — TPF60R WF2060PL — P065F

60 A non-fused ACD222URNM-A2 — TPN60R1 WN2060PL — P065P1

60 A molded case switch B60NARNM-A2 QO200TRNM TPNA60R1 WNAS2060PL — P065NA1

30 A fused with 15 A ground fault receptacle DPF221RGF15WRTRST — — — — —

30 A fused with 20 A ground fault receptacle DPF221RGF20WRTRST — — — — —

60 A fused with 15 A ground fault receptacle DPF222RGF15WRTRST — — — — —

60 A fused with 20 A ground fault receptacle DPF222RGF20WRTRST — — — — —

60 A non-fused with 15 A ground fault receptacle DPU222RGF15WRTRST — — — — —

60 A non-fused with 20 A ground fault receptacle DPU222RGF20WRTRST — — — U3822-20GWR —
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6.1Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Technical Data and Specifications
● 10,000 amperes rms 

symmetrical interrupting 
rating

● Horsepower rated
● Fusible and non-fusible 

pullout and molded case 
switch designs

● 30 and 60 amperes 
available in fusible

● 60 amperes available in 
non-fusible and molded 
case switch

● Class H fuse clips provided 
on fusible pullout design

● WTST (weather-resistant/ 
tamper-resistant with 
ground fault self-test) 
receptacle available

Dimensions
Approximate Dimensions in Inches (mm)

Dimensions and Shipping Carton Information

Note
1 Eaton Quick Pro designated item.

Catalog Number
Carton 
Quantity

Dimensions in Inches (mm)
Weight Lbs (kg)Height Width Depth

Metallic/Galvanized Steel Enclosure

DPF221R 10 8.70 (220.9) 5.40 (137.2) 3.15 (80.0) 27 (12)

DPF222R 10 8.70 (220.9) 5.40 (137.2) 3.15 (80.0) 27 (12)

DPU222R 10 8.70 (220.9) 5.40 (137.2) 3.15 (80.0) 27 (12)

DPB222R 10 8.60 (218.4) 5.30 (134.6) 3.74 (95.0) 34 (15)

DPU222R12W 1 1 14.75 (374.6) 12.50 (317.5) 4.00 (101.6) 6 (3)

DPU222R34W 1 1 14.75 (374.6) 12.50 (317.5) 4.00 (101.7) 6 (3)

DPU222RGF20ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF221RGF20ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF222RGF20ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPU222RGF15ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF221RGF15ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF222RGF15ST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF221RGF15WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF221RGF20WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF222RGF15WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPF222RGF20WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPU222RGF15WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPU222RGF20WTST 1 13.00 (330.2) 7.50 (190.5) 4.75 (120.7) 8 (4)

DPU362R 1 8.60 (218.4) 5.30 (134.6) 3.74 (94.9) 4 (2)

Non-Metallic/Polycarbonate Enclosure

ACD221RNM-A2 10  8.63 (219.0) 6.26 (159.0) 4.33 (109.9) 15 (7)

ACD222RNM-A2 10  8.63 (219.0) 6.26 (159.0) 4.33 (109.9) 15 (7)

ACD222URNM-A2 10  8.63 (219.0) 6.26 (159.0) 4.33 (109.9) 15 (7)

B60NARNM-A2 10  8.63 (219.0) 6.26 (159.0) 4.33 (109.9) 18 (8)
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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Approximate Dimensions in Inches (mm)

DPF221R, DPF222R, DPU222R, DPU222R12W and DPU222R34W

5.40
(137.2)

8.79
(223.4)

2.54
(64.4)

3.15
(80.1)

7 Knockouts for 1/2 (12.7),

3/4 (19.1) or 1 (25.4) Conduit

0.28 (7.1) Diameter
Knockout—1 Req‘d.

0.26 (6.5) Dia.
3 Holes Req’d. 

0.25
(6.4)

2.00
(50.8)

4.00
(101.6)

1.47
(37.2)

8.70
(221.0)

5.26
(133.6)

5.14
(130.6)

1.11
(28.2)

5.25
(133.5)

1.05
(26.7)

1.50
(38.1)

3.00
(76.2)

0.55
(14.0)

1.13
(28.7)

2.97
(75.3)

2.39
(60.8)

1.13
(28.7)

1.65
(41.9) 1.09

(27.7)

1.00
(25.4)

1.55
(39.4)

5.10
(129.5)

1.55
(39.4)
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6.1Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Approximate Dimensions in Inches (mm)

ACD221RNM-A2, ACD222RNM-A2, ACD222URNM-A2 and B60NARNM-A2

DPB222R and DPU362A

1.36
(34.5)

1.00
(25.4)

6.26
(159.0)

1.76
(44.7)

3.52
(89.3)

1.35
(34.3)

1.83
(46.4)

0.96
(24.4)

1.35
(34.3)

4.08
(103.6)

4.20
(106.6)

4.33
(110.2)

7.03
(178.7)

0.81
(20.6)

1.05
(26.5)

1.95
(49.5)

0.90
(22.9)0.20

(5.1) DIA.

0.21
(5.3)
DIA.

4 Knockouts
for 0.75 (19.1)
or 1.00 (25.4)
Conduit  
 

2 Knockouts
for 0.50 (12.7),
0.75 (19.1)
or 1.00 (25.4)
Conduit

1 Knockout
for 0.50 (12.7),
1.00 (25.4),
1.25 (31.8)
Conduit   

8.36
(212.2)

6.00
(152.4)

8.69
(220.8)

1.95
(49.5)

5.30
(134.6)

3.74
(94.9)

8.60
(218.4)
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6.1 Air Conditioning Disconnects

Fused, Unfused and Molded Case Switch

Approximate Dimensions in Inches (mm)

DPU222RGF20, DPF221RGF20, DPF222RGF20, DPU222RGF15, DPF221RGF15, DPF222RGF15, DPF221RGF15WTST, 
DPF221RGF20WTST, DPF222RGF15WTST, DPF222RGF20WTST, DPU222RGF15WTST and DPU222RGF20WTST

6.63
(168.4)

11.63
(295.4)

8.75
(222.3)

2.31
(58.7)

0.69
(17.5)

5.13
(130.3)

6.25
(158.8)

4.44
(112.8)

0.94
(23.9)

1.25
(31.8)

4.06
(103.1)

4.31
(109.5)

4.44
(112.8)

1.69
(42.9)

1.44
(36.6)

0.75, 1.00, 1.25, 1.50 
(19.1, 25.4, 31.8, 38.1) 
Knockouts

0.50, 0.75, 1.00 
(12.7, 19.1, 25.4) 
Knockouts

0.50, 0.75
(12.7, 19.1) 
Knockouts

20A GFCI
Receptacle 

LINE LINE

0.25 (6.4) Dia.
Hole 3 Places 

10.25
(260.4)

1.18
(30.0)
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Appendix 1—General Terms and Conditions of Sale

Effective Date: November 1, 2017

Eaton Terms & Conditions Contents
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Freight  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-A1-3

Warranty . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-A1-3

Selling Policy (Supersedes Selling Policy 25-000, dated November 1, 2008)
Terms and Conditions of Sale
The Terms and Conditions of 
Sale set forth herein, and any 
supplements which may be 
attached hereto, constitute 
the full and final expression 
of the contract for the sale 
of products or services 
(hereinafter referred to as 
Product(s) or Services by 
Eaton Corporation 
(hereinafter referred to as 
Seller) to the Buyer, and 
supersedes all prior 
quotations, purchase orders, 
correspondence or 
communications whether 
written or oral between the 
Seller and the Buyer. 
Notwithstanding any 
contrary language in the 
Buyer’s purchase order, 
correspondence or other 
form of acknowledgment, 
Buyer shall be bound by 
these Terms and Conditions 
of Sale when it sends a 
purchase order or otherwise 
indicates acceptance of this 
contract, or when it accepts 
delivery from Seller of the 
Products or Services. 

THE CONTRACT FOR SALE 
OF THE PRODUCTS OR 
SERVICES IS EXPRESSLY 
LIMITED TO THE TERMS 
AND CONDITIONS OF SALE 
STATED HEREIN. ANY 
ADDITIONAL OR DIFFERENT 
TERMS PROPOSED BY 
BUYER ARE REJECTED 
UNLESS EXPRESSLY 
AGREED TO IN WRITING 
BY SELLER. No contract shall 
exist except as herein 
provided.

Complete Agreement
No amendment or 
modification hereto nor any 
statement, representation or 
warranty not contained herein 
shall be binding on the Seller 
unless made in writing by an 
authorized representative of 
the Seller. Prior dealings, 
usage of the trade or a course 
of performance shall not be 
relevant to determine the 
meaning of this contract 
even though the accepting 
or acquiescing party had 
knowledge of the nature 
of the performance and 
opportunity for objection.

Quotations
Written quotations are valid 
for 30 days from its date 
unless otherwise stated in 
the quotation or terminated 
sooner by notice.

Verbal quotations, unless 
accepted, expire the same 
day they are made.

A complete signed order 
must be received by Seller 
within 20 calendar days of 
notification of award, 
otherwise the price and 
shipment will be subject 
to re-negotiation.

Termination and Cancellation 
Products 

Any order may be terminated 
by the Buyer only by written 
notice and upon payment of 
reasonable termination charges, 
including all progress billings 
and all incurred direct 
manufacturing costs.

Services 

Any order may be terminated 
by the Buyer only by written 
notice and upon payment of 
reasonable termination 
charges including all costs 
plus profit.

Seller shall have the right to 
cancel any order at any time 
by written notice if Buyer 
breaches any of the terms 
hereof, becomes the subject 
of any proceeding under state 
or federal law for the relief 
of debtors, or otherwise 
becomes insolvent or 
bankrupt, generally does not 
pay its debts as they become 
due or makes an assignment 
for the benefit of creditors.
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Appendix 1—General Terms and Conditions of Sale

Effective Date: November 1, 2017

Prices
All prices are subject to 
change without notice. In the 
event of a price change, the 
effective date of the change 
will be the date of the new 
price or discount sheet, letter 
or telegram. All quotations 
made or orders accepted 
after the effective date will be 
on the new basis. For existing 
orders, the price of the 
unshipped portion of an order 
will be the price in effect at 
time of shipment.

Price Policy—Products and 
Services
When prices are quoted as 
firm for quoted shipment, they 
are firm provided the following 
conditions are met:

1. The order is released 
with complete 
engineering details.

2. Shipment of Products are 
made, and Services 
purchased are provided 
within the quoted 
lead time.

3. When drawings for 
approval are required 
for any Products, the 
drawings applicable to 
those Products must be 
returned within 30* 
calendar days from the 
date of the original 
mailing of the drawings 
by Seller. The return 
drawings must be 
released for manufacture 
and shipment and must 
be marked “APPROVED” 
or “APPROVED AS 
NOTED.” Drawing 
re-submittals which are 
required for any other 
reason than to correct 
Seller errors will not 
extend the 30-day period.

* 60 days for orders 
through contractors 
to allow time for their 
review and approval 
before and after 
transmitting them 
to their customers.

If the Buyer initiates or in 
any way causes delays 
in shipment, provision of 
Services or return of approval 
drawings beyond the periods 
stated above, the price of the 
Products or Services will be 
increased 1% per month 
or fraction thereof up to a 
maximum of 18 months from 
the date of the Buyer’s order. 
For delays resulting in 
shipment or provision of 
Services beyond 18 months 
from the date of the Buyer’s 
order, the price must be 
renegotiated.

Price Policy—BLS
Refer to Price Policy 25-050.

Minimum Billing
Orders less than $1,000 will 
be assessed a shipping and 
handling charge of 5% of the 
price of the order, with a 
minimum charge of $25.00 
unless noted differently on 
Product discount sheets.

Taxes
The price does not include 
any taxes. Buyer shall be 
responsible for the payment 
of all taxes applicable to, or 
arising from the transaction, 
the Products, its sale, value, 
or use, or any Services 
performed in connection 
therewith regardless of 
the person or entity 
actually taxed.

Terms of Payment
Products
Acceptance of all orders is 
subject to the Buyer meeting 
Seller’s credit requirements. 
Terms of payment are subject 
to change for failure to meet 
such requirements. Seller 
reserves the right at any time 
to demand full or partial 
payment before proceeding 
with a contract of sale as a 
result of changes in the 
financial condition of the 
Buyer. Terms of Payment are 
either Net 30 days from the 
date of invoice of each 
shipment or carry a cash 
discount based on Product 
type. Specific payment terms 
for Products are outlined in 
the applicable Product 
discount schedules.

Services
Terms of payment are net 
within 30 days from date of 
invoice for orders amounting 
to less than $50,000.00.

Terms of payment for orders 
exceeding $50,000.00 shall 
be made according to the 
following:

1. Twenty percent (20%) of 
order value with the 
purchase order payable 
30 days from date of 
invoice.

2. Eighty percent (80%) of 
order value in equal 
monthly payments over 
the performance period 
payable 30 days from 
date of invoice.

Except for work performed (i) 
under a firm fixed price basis 
or (ii) pursuant to terms of a 
previously priced existing 
contract between Seller and 
Buyer, invoices for work 
performed by Seller shall 
have added and noted on 
each invoice a charge of 3% 
(over and above the price of 
the work) which is related 
to Seller compliance with 
present and proposed 
environmental, health, and 
safety regulations associated 
with prescribed requirements 
covering hazardous materials 
management and employee 
training, communications, 
personal protective 
equipment, documentation 
and record keeping 
associated therewith.

Adequate Assurances
If, in the judgment of Seller, 
the financial condition of the 
Buyer, at any time during the 
period of the contract, does 
not justify the terms of 
payment specified, Seller 
may require full or partial 
payment in advance.

Delayed Payment
If payments are not made in 
accordance with these terms, 
a service charge will, without 
prejudice to the right of Seller 
to immediate payment, be 
added in an amount equal to 
the lower of 1.5% per month 
or fraction thereof or the 
highest legal rate on the 
unpaid balance.
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Freight 
Freight policy will be listed on 
the Product discount sheets, 
or at option of Seller one of 
the following freight terms 
will be quoted.

F.O.B.—P/S—Frt./Ppd. and 
Invoiced
Products are sold F.O.B. point 
of shipment freight prepaid 
and invoiced to the Buyer.

F.O.B.—P/S—Frt./Ppd. 
and Allowed
Products sold are delivered 
F.O.B. point of shipment, 
freight prepaid and included 
in the price.

F.O.B. Destination—Frt./Ppd. 
and Allowed
At Buyer’s option, Seller will 
deliver the Products F.O.B. 
destination freight prepaid 
and 2% will be added to the 
net price.

The term “freight prepaid” 
means that freight charges 
will be prepaid to the 
accessible common carrier 
delivery point nearest the 
destination for shipments 
within the United States and 
Puerto Rico unless noted 
differently on the Product 
discount sheets. For any 
other destination, contact 
Seller’s representative. 

Shipment and Routing
Seller shall select the point of 
origin of shipment, the 
method of transportation, the 
type of carrier equipment and 
the routing of the shipment.

If the Buyer specifies a 
special method of 
transportation, type of carrier 
equipment, routing, or 
delivery requirement, Buyer 
shall pay all special freight 
and handling charges.

When freight is included in 
the price, no allowance will 
be made in lieu of 
transportation if the Buyer 
accepts shipment at factory, 
warehouse, or freight station 
or otherwise supplies its own 
transportation.

Risk of Loss
Risk of loss or damage to the 
Products shall pass to Buyer 
at the F.O.B. point.

Concealed Damage
Except in the event of F.O.B. 
destination shipments, Seller 
will not participate in any 
settlement of claims for 
concealed damage.

When shipment has been 
made on an F.O.B. destination 
basis, the Buyer must unpack 
immediately and, if damage is 
discovered, must:

1. Not move the Products 
from the point of 
examination.

2. Retain shipping container 
and packing material.

3. Notify the carrier in 
writing of any apparent 
damage.

4. Notify Seller 
representative within 
72 hours of delivery.

5. Send Seller a copy of 
the carrier’s inspection 
report.

Witness Tests/Customer 
Inspection
Standard factory tests may be 
witnessed by the Buyer 
at Seller’s factory for an 
additional charge calculated 
at the rate of $2,500 per day 
(not to exceed eight (8) hours) 
per Product type. Buyer may 
final inspect Products at the 
Seller’s factory for $500 per 
day per Product type.

Witness tests will add one (1) 
week to the scheduled 
shipping date. Seller will 
notify Buyer fourteen (14) 
calendar days prior to 
scheduled witness testing 
or inspection. In the event 
Buyer is unable to attend, the 
Parties shall mutually agree 
on a rescheduled date. 
However, Seller reserves 
the right to deem the witness 
tests waived with the right to 
ship and invoice Products.

Held Orders
For any order held, delayed 
or rescheduled at the request 
of the Buyer, Seller may, at 
its sole option (1) require 
payment to be based on any 
reasonable basis, including 
but not limited to the contract 
price, and any additional 
expenses, or cost resulting 
from such a delay; (2) store 
Products at the sole cost and 
risk of loss of the Buyer; and/
or (3) charge to the Buyer 
those prices under the 
applicable price policy. 
Payment for such price, 
expenses and costs, in any 
such event, shall be due by 
Buyer within thirty (30) days 
from date of Seller’s invoice. 
Any order so held delayed or 
rescheduled beyond six (6) 
months will be treated as a 
Buyer termination.

Drawing Approval
Seller will design the 
Products in line with, in 
Seller’s judgment, good 
commercial practice. If at 
drawing approval Buyer 
makes changes outside of 
the design as covered in their 
specifications, Seller will then 
be paid reasonable charges 
and allowed a commensurate 
delay in shipping date based 
on the changes made.

Drawing Re-Submittal
When Seller agrees to do so 
in its quotation, Seller shall 
provide Buyer with the first 
set of factory customer 
approval drawing(s) at Seller’s 
expense. The customer 
approval drawing(s) will be 
delivered at the quoted 
delivery date. If Buyer 
requests drawing changes 
or additions after the initial 
factory customer approval 
drawing(s) have been 
submitted by Seller, the 
Seller, at its option, may 
assess Buyer drawing 
charges. Factory customer 
approval drawing changes 
required due to 
misinterpretation by Seller 
will be at Seller’s expense. 
Approval drawings generated 
by Bid Manager are excluded 
from this provision.

Warranty
Warranty for Products
Seller warrants that the 
Products manufactured by 
it will conform to Seller’s 
applicable specifications and 
be free from failure due to 
defects in workmanship and 
material for one (1) year from 
the date of installation of 
the Product or eighteen (18) 
months from the date of 
shipment of the Product, 
whichever occurs first.

In the event any Product fails 
to comply with the foregoing 
warranty, Seller will, at its 
option, either (a) repair or 
replace the defective 
Product, or defective part or 
component thereof, F.O.B. 
Seller’s facility freight 
prepaid, or (b) credit Buyer 
for the purchase price of the 
Product. All warranty claims 
shall be made in writing.

Seller requires all non-
conforming Products be 
returned at Seller’s expense 
for evaluation unless 
specifically stated otherwise 
in writing by Seller.

This warranty does not 
cover failure or damage 
due to storage, installation, 
operation or maintenance not 
in conformance with Seller’s 
recommendations and 
industry standard practice 
or due to accident, misuse, 
abuse or negligence. This 
warranty does not cover 
reimbursement for labor, 
gaining access, removal, 
installation, temporary power 
or any other expenses, which 
may be incurred in connection 
with repair or replacement.

This warranty does not 
apply to equipment not 
manufactured by Seller. 
Seller limits itself to 
extending the same warranty 
it receives from the supplier.
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Extended Warranty for Products
If requested by the Buyer and 
specifically accepted in writing 
by Seller, the foregoing 
standard warranty for 
Products will be extended 
from the date of shipment 
for the period and price 
indicated below:

● 24 months—2% of 
Contract Price

● 30 months—3% of 
Contract Price

● 36 months—4% of 
Contract Price

Special Warranty (In and Out) 
for Products
If requested by the Buyer 
and specifically accepted in 
writing by Seller, Seller will, 
during the warranty period 
for Products, at an additional 
cost of 2% of the contract 
price, be responsible for the 
direct cost of:

1. Removing the Product 
from the installed 
location.

2. Transportation to the 
repair facility and return 
to the site.

3. Reinstallation on site.

The total liability of Seller for 
this Special Warranty for 
Products is limited to 50% 
of the contract price of the 
particular Product being 
repaired and excludes 
expenses for removing 
adjacent apparatus, walls, 
piping, structures, temporary 
service, etc.

Warranty for Services
Seller warrants that the 
Services performed by it 
hereunder will be performed 
in accordance with generally 
accepted professional 
standards.

The Services, which do not so 
conform, shall be corrected 
by Seller upon notification in 
writing by the Buyer within 
one (1) year after completion 
of the Services.

Unless otherwise agreed to in 
writing by Seller, Seller 
assumes no responsibility 
with respect to the suitability 
of the Buyer’s, or its 
customer’s, equipment or 
with respect to any latent 
defects in equipment not 
supplied by Seller. This 
warranty does not cover 
damage to Buyer’s, or its 
customer’s, equipment, 
components or parts 
resulting in whole or in part 
from improper maintenance 
or operation or from their 
deteriorated condition. Buyer 
will, at its cost, provide Seller 
with unobstructed access 
to the defective Services, 
as well as adequate free 
working space in the 
immediate vicinity of the 
defective Services and such 
facilities and systems, 
including, without limitation, 
docks, cranes and utility 
disconnects and connects, 
as may be necessary in order 
that Seller may perform its 
warranty obligations. The 
conducting of any tests shall 
be mutually agreed upon and 
Seller shall be notified of, and 
may be present at, all tests 
that may be made.

Warranty for Power Systems 
Studies
Seller warrants that any 
power systems studies 
performed by it will conform 
to generally accepted 
professional standards. Any 
portion of the study, which 
does not so conform, shall 
be corrected by Seller upon 
notification in writing by the 
Buyer within six (6) months 
after completion of the study. 
All warranty work shall be 
performed in a single shift 
straight time basis Monday 
through Friday. In the event 
that the study requires 
correction of warranty items 
on an overtime schedule, 
the premium portion of such 
overtime shall be for the 
Buyer’s account.

Limitation on Warranties for 
Products, Services and Power 
Systems Studies
THE FOREGOING 
WARRANTIES ARE 
EXCLUSIVE EXCEPT FOR 
WARRANTY OF TITLE. 
SELLER DISCLAIMS ALL 
OTHER WARRANTIES 
INCLUDING ANY IMPLIED 
WARRANTIES OF 
MERCHANTABILITY 
AND FITNESS FOR A 
PARTICULAR PURPOSE. 

CORRECTION OF NON-
CONFORMITIES IN THE 
MANNER AND FOR THE 
PERIOD OF TIME PROVIDED 
ABOVE SHALL CONSTITUTE 
SELLER’S SOLE LIABILITY 
AND BUYER’S EXCLUSIVE 
REMEDY FOR FAILURE OF 
SELLER TO MEET ITS 
WARRANTY OBLIGATIONS, 
WHETHER CLAIMS OF 
THE BUYER ARE BASED 
IN CONTRACT, IN TORT 
(INCLUDING NEGLIGENCE 
OR STRICT LIABILITY), OR 
OTHERWISE.

Asbestos
Federal Law requires that 
building or facility owners 
identify the presence, 
location and quantity of 
asbestos containing material 
(hereinafter “ACM”) at work 
sites. Seller is not licensed to 
abate ACM. Accordingly, for 
any contract which includes 
the provision of Services, 
prior to (i) commencement of 
work at any site under a 
specific Purchase Order, (ii) a 
change in the work scope of 
any Purchase Order, the 
Buyer will certify that the 
work area associated with the 
Seller’s scope of work 
includes the handling of Class 
II ACM, including but not 
limited to generator wedges 
and high temperature gaskets 
which include asbestos 
materials. The Buyer shall, at 
its expense, conduct 
abatement should the 
removal, handling, 
modification or reinstallation, 
or some or all of them, of said 
Class II ACM be likely to 
generate airborne asbestos 
fibers; and should such 
abatement affect the cost 
of or time of performance 
of the work, then Seller shall 
be entitled to an equitable 
adjustment in the schedule, 
price and other pertinent 
affected provisions of 
the contract.

Compliance with Nuclear 
Regulation
Seller’s Products are sold as 
commercial grade Products 
not intended for application in 
facilities or activities licensed 
by the United States Nuclear 
Regulatory Commission for 
atomic purposes. Further 
certification will be required 
for use of the Products in any 
safety-related application in 
any nuclear facility licensed 
by the U.S. Nuclear 
Regulatory Commission.
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Returning Products
Authorization and shipping 
instructions for the return 
of any Products must be 
obtained from Seller before 
returning the Products.

When return is occasioned 
due to Seller error, full credit 
including all transportation 
charges will be allowed.

Product Notices
Buyer shall provide the user 
(including its employees) of 
the Products with all Seller 
supplied Product notices, 
warnings, instructions, 
recommendations, and 
similar materials.

Force Majeure
Seller shall not be liable for 
failure to perform or delay 
in performance due to fire, 
flood, strike or other labor 
difficulty, act of God, act of 
any governmental authority or 
of the Buyer, riot, embargo, 
fuel or energy shortage, car 
shortage, wrecks or delays in 
transportation, or due to any 
other cause beyond Seller’s 
reasonable control. In the 
event of delay in performance 
due to any such cause, the 
date of delivery or time for 
completion will be extended 
by a period of time reasonably 
necessary to overcome the 
effect of such delay.

Liquidated Damages
Contracts which include 
liquidated damage clauses for 
failure to meet shipping or job 
completion promises are not 
acceptable or binding on 
Seller, unless such clauses 
are specifically accepted in 
writing by an authorized 
representative of the Seller at 
its headquarters office.

Patent Infringement
Seller will defend or, at its 
option, settle any suit or 
proceeding brought against 
Buyer, or Buyer’s customers, 
to the extent it is based upon 
a claim that any Product or 
part thereof, manufactured by 
Seller or its subsidiaries and 
furnished hereunder, 
infringes any United States 
patent, other than a claim of 
infringement based upon use 
of a Product or part thereof in 
a process, provided Seller is 
notified in reasonable time 
and given authority, 
information and assistance 
(at Seller’s expense) for the 
defense of same. Seller shall 
pay all legal and court costs 
and expenses and court-
assessed damages awarded 
therein against Buyer 
resulting from or incident to 
such suit or proceeding. In 
addition to the foregoing, if 
at any time Seller determines 
there is a substantial question 
of infringement of any United 
States patent, and the use of 
such Product is or may be 
enjoined, Seller may, at its 
option and expense: either 
(a) procure for Buyer the right 
to continue using and selling 
the Product; (b) replace the 
Product with non-infringing 
apparatus; (c) modify the 
Product so it becomes non-
infringing; or (d) as a last 
resort, remove the Product 
and refund the purchase 
price, equitably adjusted for 
use and obsolescence. In no 
case does Seller agree to pay 
any recovery based upon its 
Buyer’s savings or profit 
through use of Seller’s 
Products whether the use be 
special or ordinary. The 
foregoing states the entire 
liability of Seller for patent 
infringement.

The preceding paragraph 
does not apply to any claim 
of infringement based upon: 
(a) any modification made to a 
Product other than by Seller; 
(b) any design and/or 
specifications of Buyer to 
which a Product was 
manufactured; or (c) the use 
or combination of Product 
with other products where 
the Product does not itself 
infringe. As to the above-
identified claim situations 
where the preceding 
paragraph does not apply, 
Buyer shall defend and hold 
Seller harmless in the same 
manner and to the extent as 
Seller’s obligations described 
in the preceding paragraph. 
Buyer shall be responsible for 
obtaining (at Buyer’s 
expense) all license rights 
required for Seller to be able 
to use software products in 
the possession of Buyer 
where such use is required 
in order to perform any 
Service for Buyer.

With respect to a Product or 
part thereof not manufactured 
by Seller or its subsidiaries, 
Seller will attempt to obtain 
for Buyer, from the supplier(s), 
the patent indemnification 
protection normally provided 
by the supplier(s) to 
customers.

Compliance with OSHA
Seller offers no warranty and 
makes no representation that 
its Products comply with the 
provisions or standards of the 
Occupational Safety and 
Health Act of 1970, or any 
regulation issued thereunder. 
In no event shall Seller be 
liable for any loss, damage, 
fines, penalty or expenses 
arising under said Act.

Limitation of Liability 
THE REMEDIES OF THE 
BUYER SET FORTH IN 
THIS CONTRACT ARE 
EXCLUSIVE AND ARE ITS 
SOLE REMEDIES FOR ANY 
FAILURE OF SELLER TO 
COMPLY WITH ITS 
OBLIGATIONS HEREUNDER.

NOTWITHSTANDING 
ANY PROVISION IN THIS 
CONTRACT TO THE 
CONTRARY, IN NO EVENT 
SHALL SELLER BE LIABLE 
IN CONTRACT, IN TORT 
(INCLUDING NEGLIGENCE 
OR STRICT LIABILITY) OR 
OTHERWISE FOR DAMAGE 
TO PROPERTY OR 
EQUIPMENT OTHER THAN 
PRODUCTS SOLD 
HEREUNDER, LOSS OF 
PROFITS OR REVENUE, 
LOSS OF USE OF PRODUCTS, 
COST OF CAPITAL, CLAIMS 
OF CUSTOMERS OF THE 
BUYER OR ANY SPECIAL, 
INDIRECT, INCIDENTAL 
OR CONSEQUENTIAL 
DAMAGES WHATSOEVER, 
REGARDLESS OF WHETHER 
SUCH POTENTIAL DAMAGES 
ARE FORESEEABLE OR IF 
SELLER HAS BEEN ADVISED 
OF THE POSSIBILITY OF 
SUCH DAMAGES.

THE TOTAL CUMULATIVE 
LIABILITY OF SELLER 
ARISING FROM OR 
RELATED TO THIS 
CONTRACT WHETHER 
THE CLAIMS ARE BASED 
IN CONTRACT, IN TORT 
(INCLUDING NEGLIGENCE 
OR STRICT LIABILITY) OR 
OTHERWISE, SHALL NOT 
EXCEED THE PRICE OF THE 
PRODUCT OR SERVICES 
ON WHICH SUCH LIABILITY 
IS BASED.
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A
ACD. . . . . . . . . . . V1-T6-4, V1-T6-6
ACD2. . . . . . . . . . V1-T6-4, V1-T6-6
ARP . . . . . . . . . . . V1-T4-50, V1-T5-8
ARP0 . . . . . . . . . . V1-T4-31, V1-T4-32, V1-T4-58

B
BD . . . . . . . . . . . . V1-T1-87
BH . . . . . . . . . . . . V1-T1-91
BHG. . . . . . . . . . . V1-T1-91
BHL . . . . . . . . . . . V1-T1-91
BHT . . . . . . . . . . . V1-T1-91
BIN  . . . . . . . . . . . V1-T1-28
BINA . . . . . . . . . . V1-T1-28, V1-T1-67, V1-T1-98
BJ  . . . . . . . . . . . . V1-T1-90, V1-T1-92
BJH . . . . . . . . . . . V1-T1-90, V1-T1-92
BJL  . . . . . . . . . . . V1-T1-92
BQ. . . . . . . . . . . . V1-T1-87
BQC. . . . . . . . . . . V1-T1-89
BR . . . . . . . . . . . . V1-T2-10
BRB. . . . . . . . . . . V1-T1-73
BRC. . . . . . . . . . . V1-T1-73
BRD. . . . . . . . . . . V1-T1-73, V1-T1-88, V1-T1-91
BRE . . . . . . . . . . . V1-T1-92
BRF . . . . . . . . . . . V1-T1-67
BRG. . . . . . . . . . . V1-T1-62, V1-T1-73, V1-T1-99
BRH. . . . . . . . . . . V1-T1-56, V1-T1-84, V1-T1-85, V1-T1-92, 

V1-T4-88, V1-T4-122
BRHH  . . . . . . . . . V1-T1-84, V1-T4-88, V1-T4-122
BRL . . . . . . . . . . . V1-T1-56, V1-T1-67, V1-T1-73, V1-T1-91
BRM . . . . . . . . . . V1-T1-67, V1-T1-92
BRP . . . . . . . . . . . V1-T1-92
BRQ. . . . . . . . . . . V1-T1-91
BRR. . . . . . . . . . . V1-T1-67
BRS . . . . . . . . . . . V1-T1-16, V1-T1-56, V1-T1-67, V1-T1-90, 

V1-T4-140
BRSF . . . . . . . . . . V1-T4-140
BRSUR  . . . . . . . . V1-T1-16, V1-T2-9
BRW . . . . . . . . . . V1-T1-90
BRX . . . . . . . . . . . V1-T1-84
BR1 . . . . . . . . . . . V1-T1-62, V1-T1-63, V1-T1-84, V1-T1-88
BR2 . . . . . . . . . . . V1-T1-51, V1-T1-53–V1-T1-56, V1-T1-62, 

V1-T1-63, V1-T1-84, V1-T1-88, V1-T1-90, 
V1-T4-88, V1-T4-122, V1-T5-22

BR23 . . . . . . . . . . V1-T2-7
BR25 . . . . . . . . . . V1-T2-7
BR3 . . . . . . . . . . . V1-T1-62, V1-T1-85, V1-T1-88
BR4 . . . . . . . . . . . V1-T1-88
BR42 . . . . . . . . . . V1-T1-52
BR5 . . . . . . . . . . . V1-T1-61
BSS . . . . . . . . . . . V1-T1-67
BW  . . . . . . . . . . . V1-T1-67, V1-T4-38
BWFP . . . . . . . . . V1-T1-67
B424 . . . . . . . . . . V1-T1-52
B60N . . . . . . . . . . V1-T6-4, V1-T6-6

C
CC . . . . . . . . . . . V1-T1-43, V1-T1-67, V1-T1-91, V1-T1-101
CCH . . . . . . . . . . V1-T1-101
CCL . . . . . . . . . . V1-T1-43, V1-T1-92
CCV . . . . . . . . . . V1-T1-101, V1-T4-123
CCVH . . . . . . . . . V1-T1-101, V1-T4-88, V1-T4-123, V1-T4-134
CCV2 . . . . . . . . . V1-T4-88, V1-T4-123, V1-T4-134
CC3 . . . . . . . . . . V1-T1-101, V1-T4-134
CG . . . . . . . . . . . V1-T4-49
CH . . . . . . . . . . . V1-T1-96
CHB . . . . . . . . . . V1-T1-67, V1-T5-8
CHE . . . . . . . . . . V1-T1-17
CHEC . . . . . . . . . V1-T2-9
CHEG. . . . . . . . . V1-T3-5, V1-T3-9
CHF . . . . . . . . . . V1-T1-37, V1-T1-38
CHFL . . . . . . . . . V1-T5-7
CHH . . . . . . . . . . V1-T1-43
CHI. . . . . . . . . . . V1-T5-8
CHL . . . . . . . . . . V1-T1-23, V1-T1-43, V1-T1-105, V1-T5-8
CHLD . . . . . . . . . V1-T5-8
CHLDF . . . . . . . . V1-T5-8, V1-T5-9
CHM  . . . . . . . . . V1-T1-43, V1-T4-39, V1-T5-12, V1-T5-17
CHMM. . . . . . . . V1-T4-39
CHM1  . . . . . . . . V1-T5-12, V1-T5-17
CHM4  . . . . . . . . V1-T5-17
CHM5  . . . . . . . . V1-T5-12
CHM7  . . . . . . . . V1-T5-12
CHN . . . . . . . . . . V1-T1-28, V1-T5-9
CHOU  . . . . . . . . V1-T5-9
CHP . . . . . . . . . . V1-T1-7, V1-T1-25, V1-T1-41–V1-T1-43
CHPA . . . . . . . . . V1-T5-7, V1-T5-23
CHPE . . . . . . . . . V1-T5-7
CHPO. . . . . . . . . V1-T5-8, V1-T5-9
CHQ. . . . . . . . . . V1-T1-103, V1-T2-10
CHR . . . . . . . . . . V1-T5-12, V1-T5-17
CHR1 . . . . . . . . . V1-T5-12, V1-T5-17
CHR3 . . . . . . . . . V1-T5-12
CHR7 . . . . . . . . . V1-T5-12
CHS . . . . . . . . . . V1-T1-16, V1-T1-17, V1-T1-23
CHSA . . . . . . . . . V1-T2-10
CHSPC. . . . . . . . V1-T2-6
CHSPF . . . . . . . . V1-T2-6
CHSPT . . . . . . . . V1-T2-4–V1-T2-6
CHSP3 . . . . . . . . V1-T2-6
CHSUR. . . . . . . . V1-T2-9
CHT . . . . . . . . . . V1-T1-40
CHTE . . . . . . . . . V1-T5-7
CHU . . . . . . . . . . V1-T4-56, V1-T4-57, V1-T5-11, V1-T5-17
CHUD. . . . . . . . . V1-T5-9
CHU1 . . . . . . . . . V1-T5-11, V1-T5-17
CHU2 . . . . . . . . . V1-T4-56, V1-T5-11
CHU3 . . . . . . . . . V1-T5-11
CHU4 . . . . . . . . . V1-T5-11, V1-T5-17
CHU5 . . . . . . . . . V1-T5-11
CHU6 . . . . . . . . . V1-T5-11
CHU7 . . . . . . . . . V1-T5-11
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CH1 . . . . . . . . . . . V1-T1-7, V1-T1-14, V1-T1-24, 
V1-T1-37–V1-T1-40, V1-T1-42, V1-T1-43, 
V1-T3-8, V1-T3-9, V1-T4-56

CH2 . . . . . . . . . . . V1-T1-9, V1-T1-14, V1-T1-18, V1-T1-24, 
V1-T1-37–V1-T1-40, V1-T1-42, V1-T4-50, 
V1-T4-56, V1-T4-57

CH23 . . . . . . . . . . V1-T2-7
CH25 . . . . . . . . . . V1-T2-7
CH3 . . . . . . . . . . . V1-T1-13, V1-T1-18, V1-T1-24, V1-T1-25, 

V1-T1-37–V1-T1-40, V1-T3-5
CH30 . . . . . . . . . . V1-T1-15
CH32 . . . . . . . . . . V1-T1-8
CH4 . . . . . . . . . . . V1-T1-9, V1-T1-13, V1-T1-18, V1-T1-24, V1-T3-8, 

V1-T3-9
CH40 . . . . . . . . . . V1-T1-15
CH42 . . . . . . . . . . V1-T1-8
CH5 . . . . . . . . . . . V1-T4-58
CH50 . . . . . . . . . . V1-T1-15
CH6 . . . . . . . . . . . V1-T1-9, V1-T1-14, V1-T1-24, V1-T3-8, V1-T3-9
CH60 . . . . . . . . . . V1-T1-15
CH7 . . . . . . . . . . . V1-T1-13, V1-T1-14, V1-T1-25
CH8 . . . . . . . . . . . V1-T1-9, V1-T1-13, V1-T1-14, V1-T1-18, 

V1-T1-24, V1-T1-28, V1-T3-8, V1-T3-9
CH9 . . . . . . . . . . . V1-T1-43, V1-T1-67
CL . . . . . . . . . . . . V1-T2-10
CLRP . . . . . . . . . . V1-T1-104
CL1 . . . . . . . . . . . V1-T1-104
CL2 . . . . . . . . . . . V1-T1-104
CMB  . . . . . . . . . . V1-T4-39, V1-T4-40, V1-T4-59
CMBB . . . . . . . . . V1-T4-39
CMBE . . . . . . . . . V1-T4-42, V1-T4-43, V1-T4-54, V1-T4-59
CMBX . . . . . . . . . V1-T4-40
CSH . . . . . . . . . . . V1-T1-11, V1-T1-23
CSH2 . . . . . . . . . . V1-T4-38
CSR . . . . . . . . . . . V1-T1-11, V1-T1-23, V1-T1-56, V1-T4-38, 

V1-T5-22
CSR2 . . . . . . . . . . V1-T4-38
CTA . . . . . . . . . . . V1-T4-136
CVH . . . . . . . . . . . V1-T4-134
CVH2 . . . . . . . . . . V1-T4-88, V1-T4-125
CVS . . . . . . . . . . . V1-T4-134
CVS2 . . . . . . . . . . V1-T4-88, V1-T4-125
CV2 . . . . . . . . . . . V1-T4-88, V1-T4-125, V1-T4-134
CV3 . . . . . . . . . . . V1-T4-134

D
DPB . . . . . . . . . . . V1-T6-4, V1-T6-6
DPB2 . . . . . . . . . . V1-T6-4, V1-T6-6
DPF . . . . . . . . . . . V1-T6-4–V1-T6-6
DPF2 . . . . . . . . . . V1-T6-4–V1-T6-6
DPU. . . . . . . . . . . V1-T6-4–V1-T6-6
DPU2. . . . . . . . . . V1-T6-4–V1-T6-5
DS . . . . . . . . . . . . V1-T5-7
DS1 . . . . . . . . . . . V1-T4-58
DS2 . . . . . . . . . . . V1-T4-58
DS3 . . . . . . . . . . . V1-T4-58
DS9 . . . . . . . . . . . V1-T4-58

E
ECC . . . . . . . . . . V1-T1-101
ECCV . . . . . . . . . V1-T1-101
EDL  . . . . . . . . . . V1-T4-33
EGS . . . . . . . . . . V1-T3-9
EHD . . . . . . . . . . V1-T4-134
EPBD . . . . . . . . . V1-T4-33
EPBQ . . . . . . . . . V1-T4-33
EPBS . . . . . . . . . V1-T4-33
EPBT  . . . . . . . . . V1-T4-33
ESL  . . . . . . . . . . V1-T4-33

G
GB . . . . . . . . . . . V1-T1-72, V1-T1-99
GBK . . . . . . . . . . V1-T5-9
GHC . . . . . . . . . . V1-T5-72
GTAP . . . . . . . . . V1-T1-62

H
HL  . . . . . . . . . . . V1-T1-91
HPB . . . . . . . . . . V1-T4-50
HPC . . . . . . . . . . V1-T4-49
HPP . . . . . . . . . . V1-T4-50
HP2  . . . . . . . . . . V1-T4-50
HP4  . . . . . . . . . . V1-T4-49, V1-T4-50
HP8  . . . . . . . . . . V1-T4-49

I
IG12 . . . . . . . . . . V1-T2-8
IG52 . . . . . . . . . . V1-T2-8
IG53 . . . . . . . . . . V1-T2-8
IMM . . . . . . . . . . V1-T4-58

J
JT . . . . . . . . . . . . V1-T5-72

L
LC  . . . . . . . . . . . V1-T1-67

M
MBB. . . . . . . . . . V1-T4-39
MBE. . . . . . . . . . V1-T4-42, V1-T4-59
MBED  . . . . . . . . V1-T4-45
MBER  . . . . . . . . V1-T4-43
MBE1. . . . . . . . . V1-T4-42, V1-T4-43
MBE2. . . . . . . . . V1-T4-42, V1-T4-43
MBE3. . . . . . . . . V1-T4-43
MBE4. . . . . . . . . V1-T4-43
MBE8. . . . . . . . . V1-T4-43
MBH  . . . . . . . . . V1-T4-58
MBP. . . . . . . . . . V1-T4-39
MBT . . . . . . . . . . V1-T4-40
MBX. . . . . . . . . . V1-T4-39
MB1 . . . . . . . . . . V1-T4-40
MB2 . . . . . . . . . . V1-T4-59
MB20 . . . . . . . . . V1-T4-40
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MB4  . . . . . . . . . . V1-T4-40
MB5  . . . . . . . . . . V1-T4-58
MB8  . . . . . . . . . . V1-T4-40, V1-T4-59
MCB . . . . . . . . . . V1-T1-43, V1-T1-91, V1-T4-38
MCBK . . . . . . . . . V1-T4-38
MHD . . . . . . . . . . V1-T5-23
MHM. . . . . . . . . . V1-T5-22
MHP . . . . . . . . . . V1-T5-23
MHR . . . . . . . . . . V1-T5-22
MM . . . . . . . . . . . V1-T4-140
MPL. . . . . . . . . . . V1-T5-72–V1-T5-74
MPLFH . . . . . . . . V1-T5-74
MSEG . . . . . . . . . V1-T2-6, V1-T4-34
MSL. . . . . . . . . . . V1-T4-143
MST. . . . . . . . . . . V1-T4-143

N
NL . . . . . . . . . . . . V1-T1-67

Q
QCF. . . . . . . . . . . V1-T5-72
QCGF  . . . . . . . . . V1-T5-72

R
RN . . . . . . . . . . . . V1-T1-18
RV . . . . . . . . . . . . V1-T5-72, V1-T5-74

S
SPC . . . . . . . . . . . V1-T1-67
SP1 . . . . . . . . . . . V1-T2-4
SR . . . . . . . . . . . . V1-T1-43, V1-T1-92
SRL . . . . . . . . . . . V1-T1-67
ST  . . . . . . . . . . . . V1-T1-43
STL  . . . . . . . . . . . V1-T4-24

T
TCD . . . . . . . . . . . V1-T1-67
TDL . . . . . . . . . . . V1-T1-67
TH . . . . . . . . . . . . V1-T1-91
TT120  . . . . . . . . . V1-T1-21

U
UAHT. . . . . . . . . . V1-T4-5
UAST . . . . . . . . . . V1-T4-24
UAT . . . . . . . . . . . V1-T4-18
UATE . . . . . . . . . . V1-T4-14
UATH. . . . . . . . . . V1-T4-11, V1-T4-12
UATR. . . . . . . . . . V1-T4-4–V1-T4-6
UATZ . . . . . . . . . . V1-T4-6, V1-T4-19
UBEH  . . . . . . . . . V1-T4-13
UBGT. . . . . . . . . . V1-T4-14
UBH. . . . . . . . . . . V1-T4-18, V1-T4-19
UBHR  . . . . . . . . . V1-T4-5, V1-T4-6, V1-T4-13
UBHT. . . . . . . . . . V1-T4-5
UBTE . . . . . . . . . . V1-T4-13
UBTH. . . . . . . . . . V1-T4-11, V1-T4-12

UBTR . . . . . . . . . V1-T4-6
UEHT . . . . . . . . . V1-T4-18
UETH . . . . . . . . . V1-T4-13
UE7 . . . . . . . . . . V1-T4-14
UFHT . . . . . . . . . V1-T4-4–V1-T4-5
UFT  . . . . . . . . . . V1-T4-11, V1-T4-14
UFTE . . . . . . . . . V1-T4-13
UFTH . . . . . . . . . V1-T4-11
UFTR . . . . . . . . . V1-T4-5
UGE . . . . . . . . . . V1-T4-14
UGHR. . . . . . . . . V1-T4-5
UGHT. . . . . . . . . V1-T4-4–V1-T4-6, V1-T4-25
UGRS. . . . . . . . . V1-T4-6
UGTE . . . . . . . . . V1-T4-13, V1-T4-14
UGTH. . . . . . . . . V1-T4-11
UGTR . . . . . . . . . V1-T4-4, V1-T4-5, V1-T4-25
UHI. . . . . . . . . . . V1-T4-18
UHIR  . . . . . . . . . V1-T4-5
UHT . . . . . . . . . . V1-T4-18, V1-T4-19
UHTR . . . . . . . . . V1-T4-4–V1-T4-6, V1-T4-25, V1-T4-29
UHTT . . . . . . . . . V1-T4-4, V1-T4-6, V1-T4-18
UH4 . . . . . . . . . . V1-T4-11
UH5 . . . . . . . . . . V1-T4-11
UH7 . . . . . . . . . . V1-T4-11
UIH. . . . . . . . . . . V1-T4-14
ULTS . . . . . . . . . V1-T4-24
UNRR. . . . . . . . . V1-T4-7
URRS . . . . . . . . . V1-T4-7
URS . . . . . . . . . . V1-T4-4, V1-T4-6, V1-T4-7
URT . . . . . . . . . . V1-T4-20
URTR . . . . . . . . . V1-T4-7
USTH . . . . . . . . . V1-T4-24
USTL . . . . . . . . . V1-T4-24
USTS . . . . . . . . . V1-T4-24
UST6 . . . . . . . . . V1-T4-24
UTE . . . . . . . . . . V1-T4-13, V1-T4-26
UTH . . . . . . . . . . V1-T4-11, V1-T4-12, V1-T4-26
UTRS . . . . . . . . . V1-T4-4–V1-T4-7, V1-T4-25
UTTE . . . . . . . . . V1-T4-13, V1-T4-14
UTTH . . . . . . . . . V1-T4-11
UTZR . . . . . . . . . V1-T4-6
UT2  . . . . . . . . . . V1-T4-18, V1-T4-19
UT3  . . . . . . . . . . V1-T4-19
UT4  . . . . . . . . . . V1-T4-18, V1-T4-19
UT5  . . . . . . . . . . V1-T4-19
UT6  . . . . . . . . . . V1-T4-19
U2R . . . . . . . . . . V1-T4-20
U2V . . . . . . . . . . V1-T4-20
U3R . . . . . . . . . . V1-T4-18, V1-T4-20
U3V . . . . . . . . . . V1-T4-20
U4R . . . . . . . . . . V1-T4-18–V1-T4-20
U5R . . . . . . . . . . V1-T4-18–V1-T4-20
U6R . . . . . . . . . . V1-T4-18
U921  . . . . . . . . . V1-T4-5

W
WCG  . . . . . . . . . V1-T4-139
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Numerics
1MCB  . . . . . . . . . V1-T4-92, V1-T4-94
1MFS. . . . . . . . . . V1-T4-97, V1-T4-98
1MHC . . . . . . . . . V1-T4-92, V1-T4-94
1MM . . . . . . . . . . V1-T4-111, V1-T4-139, V1-T4-140, V1-T4-142
1MMA . . . . . . . . . V1-T4-139
1MMB . . . . . . . . . V1-T4-139–V1-T4-143
1MMC . . . . . . . . . V1-T4-141
1MMG. . . . . . . . . V1-T4-122, V1-T4-144
1MMJ . . . . . . . . . V1-T4-140
1MMM  . . . . . . . . V1-T4-141
1MMP . . . . . . . . . V1-T4-139
1MMR . . . . . . . . . V1-T4-141
1MMS . . . . . . . . . V1-T4-140
1MMW . . . . . . . . V1-T4-139, V1-T4-142
1MM3 . . . . . . . . . V1-T4-110, V1-T4-111
1MM4 . . . . . . . . . V1-T4-110, V1-T4-111
1MM5 . . . . . . . . . V1-T4-110, V1-T4-111, V1-T4-139
1MM6 . . . . . . . . . V1-T4-110, V1-T4-111
1MPL. . . . . . . . . . V1-T4-144
1MPS  . . . . . . . . . V1-T4-78–V1-T4-144
1MP2. . . . . . . . . . V1-T4-78, V1-T4-79
1MP3. . . . . . . . . . V1-T4-78, V1-T4-79
1MP4. . . . . . . . . . V1-T4-78, V1-T4-79
1MP5. . . . . . . . . . V1-T4-78, V1-T4-79
1MP6. . . . . . . . . . V1-T4-78, V1-T4-79
1MTB  . . . . . . . . . V1-T4-91
1UGP. . . . . . . . . . V1-T4-99
1003  . . . . . . . . . . V1-T4-5, V1-T4-6
1004  . . . . . . . . . . V1-T4-5, V1-T4-6, V1-T4-12, V1-T4-18, V1-T4-19, 

V1-T4-24
1005  . . . . . . . . . . V1-T4-6
1006  . . . . . . . . . . V1-T4-6, V1-T4-12, V1-T4-18, V1-T4-29
1007  . . . . . . . . . . V1-T4-5, V1-T4-12, V1-T4-14, V1-T4-18, 

V1-T4-24
1008  . . . . . . . . . . V1-T4-5, V1-T4-6, V1-T4-12, V1-T4-14, V1-T4-18, 

V1-T4-19, V1-T4-24, V1-T4-29
1009  . . . . . . . . . . V1-T4-5–V1-T4-7, V1-T4-12–V1-T4-14, V1-T4-18, 

V1-T4-19, V1-T4-29
1010  . . . . . . . . . . V1-T4-11
1208  . . . . . . . . . . V1-T2-8
1210  . . . . . . . . . . V1-T2-8
1212  . . . . . . . . . . V1-T1-97
1224  . . . . . . . . . . V1-T1-54, V1-T1-97
1624  . . . . . . . . . . V1-T1-97
17NE . . . . . . . . . . V1-T1-98

1836. . . . . . . . . . V1-T1-97
20NE  . . . . . . . . . V1-T1-98
2024. . . . . . . . . . V1-T1-97
24IN . . . . . . . . . . V1-T1-97
24NE  . . . . . . . . . V1-T1-98
2424. . . . . . . . . . V1-T1-97
2442. . . . . . . . . . V1-T1-97
2460. . . . . . . . . . V1-T1-21
3BR  . . . . . . . . . . V1-T1-58–V1-T1-60, V1-T1-67
3B42  . . . . . . . . . V1-T1-58
3HM. . . . . . . . . . V1-T4-101
3MC . . . . . . . . . . V1-T4-101
3MCB. . . . . . . . . V1-T4-92, V1-T4-94, V1-T4-101
3MF . . . . . . . . . . V1-T4-100
3MFS . . . . . . . . . V1-T4-97, V1-T4-98, V1-T4-100
3MHC  . . . . . . . . V1-T4-92, V1-T4-94
3MM  . . . . . . . . . V1-T4-139, V1-T4-140
3MMB . . . . . . . . V1-T4-139
3MME . . . . . . . . V1-T4-140, V1-T4-142
3MM2  . . . . . . . . V1-T4-110–V1-T4-113
3MM3  . . . . . . . . V1-T4-110–V1-T4-113
3MM4  . . . . . . . . V1-T4-110–V1-T4-113, V1-T4-135
3MM5  . . . . . . . . V1-T4-110–V1-T4-113, V1-T4-135
3MM6  . . . . . . . . V1-T4-110–V1-T4-113
3MTB . . . . . . . . . V1-T4-91
3UGP . . . . . . . . . V1-T4-99
304. . . . . . . . . . . V1-T1-97
3424. . . . . . . . . . V1-T1-59
35MM  . . . . . . . . V1-T4-128
35NE  . . . . . . . . . V1-T1-98
35SS  . . . . . . . . . V1-T4-130
37M . . . . . . . . . . V1-T4-142
37MM  . . . . . . . . V1-T4-129, V1-T4-142, V1-T4-143
37SS  . . . . . . . . . V1-T4-130
4242. . . . . . . . . . V1-T1-54, V1-T1-97
47. . . . . . . . . . . . V1-T4-141, V1-T4-143
48IN . . . . . . . . . . V1-T1-97
49. . . . . . . . . . . . V1-T4-141, V1-T4-143
5250. . . . . . . . . . V1-T2-8
5262. . . . . . . . . . V1-T2-8
5362. . . . . . . . . . V1-T2-8
612I . . . . . . . . . . V1-T1-97
7821. . . . . . . . . . V1-T4-12
7866. . . . . . . . . . V1-T4-5
816I . . . . . . . . . . V1-T1-97
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A
Access Panel

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Accessories
Classified Circuit Breakers

Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-105
Manual Transfer Switches

Flush Flange Kit  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9
Power Inlet Box . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Access Panel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Breaker Plate  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Bus Bar Assembly  . . . . . . . . . . . . . . . . . .  V1-T5-73, V1-T5-74
Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Cover Set . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Digital Electronic Meters  . . . . . . . . . . . . . . . . . . . . .  V1-T5-73
Door Hasp  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
External Cover  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73
Faceplate  . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72–V1-T5-74
Fire Extinguisher. . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Fluorescent Light Assembly. . . . . . . . . . . . . . . . . . .  V1-T5-72
Fuse Holder  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73
Hose and Cable Brackets . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Isolation Plate . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Lens . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Life Ring . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Light and Lens Assembly . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Light Fuse. . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73, V1-T5-74
Light Holder . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Main Door. . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72, V1-T5-74
Main Housing . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72–V1-T5-74
Mounting Brackets . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Mounting Feet . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73
Phone, Cable, Internet Assemblies  . . . . . . . . . . . . .  V1-T5-73
Receptacles . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Spring Closure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72
Strobe Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74
Water Assemblies  . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

Meter Breakers
House Panel Accessories. . . . . . . . . . . . . . . . . . . . .  V1-T4-50

Metering Products
Group Metering Inline Current Transformer 

Cabinets Accessories, Group Metering. . . . . . . .  V1-T4-136
Meter Socket Accessories . . . . . . . . . . . . . . . . . . . .  V1-T4-31
Metering Stack Accessories, 

Group Metering . . . . . . . . .  V1-T4-30, V1-T4-140, V1-T4-142
Mobile Home Panels. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23

Direct Feed Kit . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23
Padmount Adapter . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23
Pedestal Extension. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23

Surge Protection Devices and Lightning Arresters
Flushmount Kit . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-6
Outdoor Communication Grounding Device  . . . . . . .  V1-T2-6
Quick Connect Design . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-6
Raintight Enclosure  . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-6

Surge Protection for AC Power and Cable  . . . . . . . . . .  V1-T2-6
Surge Protection for AC Power and Cable (2-Pack)  . . .  V1-T2-6

Accessories, continued
Temporary Power/RV Park

Cable TV and Telephone Bracket  . . . . . . . . . . . . . . . .  V1-T5-7
Fluorescent Light Kit . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Pad-Mount Bracket . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Pedestal Extension . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Rainproof Conduit Hub . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Renewal Parts. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-8

Type BR Loadcenters and Circuit Breakers . . . . . . . . .  V1-T1-66
Alarm Contacts . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Auxiliary Contact . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Field Installation and Parts  . . . . . . . . . . . . . . . . . . . .  V1-T1-67
Filler Plates . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67
Ground Bar Kits. . . . . . . . . . . . . . . . . . . . . V1-T1-72, V1-T1-99
Handle Lockoffs  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-91
Handle Ties . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-91
Hold-Down Kits . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Main and Sub-Feed Lug Blocks  . . . . . . . . . . . . . . . .  V1-T1-67
Main Breaker Lug Kits. . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Main Lugs . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67
Mechanical Interlock Covers. . . . . . . . . . . . . . . . . . .  V1-T1-69
Mechanical Interlocks . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Padlock Brackets. . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Shunt Trip . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92

Type CH Loadcenters and Circuit Breakers. . . . . . . . .  V1-T1-22
Field Installation and Parts  . . . . . . . . . . . . . . . . . . . .  V1-T1-23
Goof Collars  . . . . . . . . . . . . . . . . . . . . . . . V1-T1-28, V1-T1-73
Ground Bar Kits. . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-27
Handle Lockdogs  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Handle Lockoffs  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Handle Ties . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Hold-Down Kits . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Main Breaker Lug Kits. . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Mechanical Interlock Covers. . . . . . . . . . . . . . . . . . .  V1-T1-24
Mechanical Interlocks . . . . . . . . . . . . . . . . V1-T1-24, V1-T1-43
Mounting Bases . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
Neutral Bar Accessories . . . . . . . . . . . . . . . . . . . . . .  V1-T1-28
Phase Adapters. . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-28
Rainproof Conduit Hubs . . . . . . . . . . . . . . . . . . . . . .  V1-T1-26
Shunt Trip . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43

Admiral—SS
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-59

Air Conditioning Disconnects. . . . . . . . . . . . . . . . .  V1-T6-1–V1-T6-10
Cross-Reference . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T6-6
Ground Fault Receptacle . . . . . . . . . . . . . . . . . . . . . . . .  V1-T6-5
Molded Case Switch . . . . . . . . . . . . . . . . . . . . V1-T6-2, V1-T6-4
Pullouts

Fused  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-2, V1-T6-4
Non-Fused. . . . . . . . . . . . . . . . . . . . . . . . . . . V1-T6-2, V1-T6-4

Alarm Contacts
Type BR Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92

Aluminum Meter Breakers
Metering Products

Meter Breakers . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-53

ATS Kit
Automatic Transfer Switches  . . . . . . . . . . . . . . . . . . . .  V1-T3-5
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ATS Ready LC with factory-installed ATS kit
Automatic Transfer Switches . . . . . . . . . . . . . . . . . . . .  V1-T3-5

ATS Ready Loadcenter
Automatic Transfer Switches . . . . . . . . . . . . . . . . . . . .  V1-T3-5

Automatic Transfer Switches . . . . . . . . . . . . . . . . .  V1-T3-2–V1-T3-6
ATS Ready LC with factory-installed ATS kit. . . . . . . . .  V1-T3-5
ATS Ready Loadcenter . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-5

ATS Kit . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-5
Eaton’s Green Line . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-2
Fully Automatic Transfer Switches . . . . . . . . . . . . . . . .  V1-T3-2

Auxiliary Contact
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92

B
BR Circuit Breakers

BR Specialty Products
Type BR

Loadcenters and Circuit Breakers . . . . . . . . . . . . .  V1-T1-83

Breaker Plate
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Bus Bar Assembly
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73, V1-T5-74

C
Cable TV and Telephone Bracket

Temporary Power/RV Park
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7

CH Circuit Breakers
Type CH

Loadcenters and Circuit Breakers  . . . . . . . . . . . . . .  V1-T1-36

CH Specialty Products
Non-Metallic Loadcenter . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-21

CH Style Renovation Solutions
Metering Products

Meter Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-54

Circuit Breakers
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Classified Circuit Breakers
Loadcenters and Circuit Breakers . . . . . .  V1-T1-102–V1-T1-106

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-105
Type CH Replacement Breakers  . . . . . . . . . . . . . .  V1-T1-103

Commercial Lever Bypass Sockets
Metering Products  . . . . . . . . . . . . . . . . . . .  V1-T4-10–V1-T4-16

Commercial Meter Stack Modules
Group Metering

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-126

Commercial Safety Sockets
Meter Breakers

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-55

Common Trip Quadplex Breakers
Type BR

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-89

Communications Grounding Device
Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-34

Convertible Loadcenters MCB
Type BR

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-55
Type CH

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-11

Convertible Loadcenters MLO
Type BR

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-55
Type CH

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-11

Cover Set
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Cross-Reference
Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-25

D
Digital Electronic Kilowatthour Meters

Marina Power and Lighting Equipment
Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-78

RV Park Hook-Ups
Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-41

Digital Electronic Meters
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

Direct Feed Kit
Mobile Home Panels

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23

Distribution Equipment—Ground Fault Monitor
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-79

Distribution Equipment—MegaYacht Powerpoint
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-80

Distribution Equipment—Panels
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-86
Power Pedestals

RV Park Hook-Ups. . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-46

Distribution Equipment—Substations
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-83

Distribution Equipment—Transformers
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-87

Distribution—Ground Fault Monitor
RV Park Hook-Ups

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-42
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Distribution—Substations
RV Park Hook-Ups

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-43

Distribution—Transformers
RV Park Hook-Ups

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-47

Door Hasp
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

E
Eaton Terms & Conditions

Freight. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-A1-3
Limitation of Liability . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-A1-5
Terms and Conditions of Sale . . . . . . . . . . . . . . . . . . . .  V1-A1-1
Terms of Payment  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-A1-2
Warranty . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-A1-3

Eaton’s Green Line
Automatic Transfer Switches . . . . . . . . . . . . . . . . . . . .  V1-T3-2

Emergency Generator Panels
Manual Transfer Switches  . . . . . . . . . . . . . . .  V1-T3-7–V1-T3-9

Emergency Power Panels
Manual Transfer Switches  . . . . . . . . . . . . . . . . . . . . . .  V1-T3-7

Enclosed Breakers
Loadcenters and Circuit Breakers . . . . . .  V1-T1-100–V1-T1-101

EUSERC Requirements Service Entrance Devices
Meter Breakers

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-41

External Cover
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

F
Faceplate

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72–V1-T5-74

Factory-Installed Surge Protection
Surge Protection Devices and 

Lightning Arresters. . . . . . . . . . . . . . . . . . . .  V1-T2-2, V1-T2-9

Field Installation and Parts
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67
Type CH Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-23

Filler Plates
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67

Fire Extinguisher
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Firehouse
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-70
RV Park Hook-Ups

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-39

Fluorescent Light Assembly
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Fluorescent Light Kit
Temporary Power/RV Park

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7

Flush Flange Kit
Manual Transfer Switches. . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

Flushmount Kit
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-6

Fully Automatic Transfer Switches
Automatic Transfer Switches  . . . . . . . . . . . . . . . . . . . .  V1-T3-2

Fuse Holder
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

Fused, Unfused and Molded Case Switch
Air Conditioning Disconnects  . . . . . . . . . . . .  V1-T6-2–V1-T6-10

G
Goof Collars

Type CH Loadcenters and Circuit Breakers
Accessories. . . . . . . . . . . . . . . . . . . . . . . . V1-T1-28, V1-T1-73

Ground Bar Kits
Type BR Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . V1-T1-72, V1-T1-99
Type CH Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-27

Ground Fault Receptacle
Air Conditioning Disconnects  . . . . . . . . . . . . . . . . . . . .  V1-T6-5

Group Metering
Metering Products

Accessories. . . . . . . . . . . . . . . . . . . . . . . V1-T4-30, V1-T4-142
Commercial Meter Stack Modules . . . . . . . . . . . . .  V1-T4-126
Renewal Parts. . . . . . . . . . . . . . . . . . . . V1-T4-141, V1-T4-143
Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . .  V1-T4-108

H
Handle Lockdogs

Type CH Loadcenters and Circuit Breakers
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43

Handle Lockoffs
Type BR Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-91
Type CH Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43
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Handle Ties
Accessories

Type CH Loadcenters and Circuit Breakers . . . . . . .  V1-T1-43
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-91

Hatteras Light
Marina Power and Lighting Equipment

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-66

Hold-Down Kits
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92

Hose and Cable Brackets
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

House Panels
Meter Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-50
Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-48

I
Instrument Rated Sockets

Metering Products  . . . . . . . . . . . . . . . . . . .  V1-T4-23, V1-T4-24

Isolation Plate
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

L
Lens

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Life Ring
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Light and Lens Assembly
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Light Fuse
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73, V1-T5-74

Light Holder
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Lighthouse
Marina Power and Lighting Equipment

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-51

Lighthouse—SS
Marina Power and Lighting Equipment

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-55

Loadcenter Interiors/OEM Loadcenters
Loadcenters and Circuit Breakers . . . . . . . .  V1-T1-95–V1-T1-99

Loadcenters and Circuit Breakers . . . . . . . . . . .  V1-T1-1–V1-T1-101, 
V1-T1-103–V1-T1-106

Classified Circuit Breakers . . . . . . . . . . . .  V1-T1-102–V1-T1-106
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-105
Type CH Replacement Breakers. . . . . . . . . . . . . . .  V1-T1-103

Enclosed Breakers . . . . . . . . . . . . . . . . . .  V1-T1-100–V1-T1-101
Loadcenter Interiors/OEM Loadcenters  . . .  V1-T1-95–V1-T1-99
Type BR . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-46–V1-T1-74

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-66
BR Specialty Products

BR Circuit Breakers  . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-83
Riser Panel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-62
Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-61
Type BR Renovation Loadcenter . . . . . . . . . . . . . .  V1-T1-63
Type BR Retrofit Interior Kits . . . . . . . . . . . . . . . . .  V1-T1-64

Common Trip Quadplex Breakers. . . . . . . . . . . . . . .  V1-T1-89
Convertible Loadcenters MCB . . . . . . . . . . . . . . . . .  V1-T1-55
Convertible Loadcenters MLO . . . . . . . . . . . . . . . . .  V1-T1-55
Plug-On Circuit Breakers. . . . . . . . . . . . . . . . . . . . . .  V1-T1-83
Single-Phase . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-53
Three-Phase  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-58

Type CH. . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-2–V1-T1-19
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-22
CH Circuit Breakers. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-36
CH Specialty Products

Non-Metallic Loadcenter  . . . . . . . . . . . . . . . . . . . .  V1-T1-21
Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-15
Surge Panel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-16
Type CH Renovation Loadcenter . . . . . . . . . . . . . .  V1-T1-18
Type CH Retrofit Interior Kits . . . . . . . . . . . . . . . . .  V1-T1-19

Convertible Loadcenters MCB . . . . . . . . . . . . . . . . .  V1-T1-11
Convertible Loadcenters MLO . . . . . . . . . . . . . . . . .  V1-T1-11
Three-Phase  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-13

M
Main and Sub-Feed Lug Blocks

Type BR Loadcenters and Circuit Breakers
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67

Main Breaker Lug Kits
Type BR Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Type CH Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43

Main Door
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . V1-T5-72, V1-T5-74

Main Housing
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72–V1-T5-74

Main Lugs
Type BR Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-67
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Manual Transfer Switches  . . . . . . . . . . . . . . . . . .  V1-T3-7–V1-T3-10
Emergency Generator Panels . . . . . . . . . . . . . . . . . . . .  V1-T3-7
Emergency Power Panels . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-7
Generator Panels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

Indoor and Outdoor Designs  . . . . . . . . . . . . . . . . . . .  V1-T3-8
Indoor and Outdoor Designs. . . . . . . . . . . . . . . . . . . . .  V1-T3-7
Standard Manual Transfer Switch. . . . . . . . . . . . . . . . .  V1-T3-9
Switched Neutral Manual Transfer Switch . . . . . . . . . .  V1-T3-9

Marina Power and Lighting Equipment
Power Pedestals . . . . . . . . . . . . . .  V1-T5-2, V1-T5-48–V1-T5-87

Admiral—SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-59
Digital Electronic Kilowatthour Meters. . . . . . . . . . .  V1-T5-78
Distribution Equipment—Ground Fault Monitor. . . .  V1-T5-79
Distribution Equipment—MegaYacht Powerpoint . .  V1-T5-80
Distribution Equipment—Panels  . . . . . . . . . . . . . . .  V1-T5-86
Distribution Equipment—Substations  . . . . . . . . . . .  V1-T5-83
Distribution Equipment—Transformers . . . . . . . . . .  V1-T5-87
Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-70
Hatteras Light. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-66
Lighthouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-51
Lighthouse—SS . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-55
Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-77
Newport Harbor Mate  . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-62
Smart Start . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-76

Marina Power and Lighting Equipment/
RV Park Hook-Ups

Power Pedestals
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Mariner
Marina Power and Lighting Equipment

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-77

Mechanical Interlock Covers
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-69
Type CH Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-24

Mechanical Interlocks
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Type CH Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-24, V1-T1-43

Mechanical Lugs
Meter Socket Accessories . . . . . . . . . . . . . . . . . . . . .  V1-T4-33

Meter Breakers
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-58
House Panels

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-50
Metering Products

Aluminum Meter Breakers . . . . . . . . . . . . . . . . . . . .  V1-T4-53
CH Style Renovation Solutions. . . . . . . . . . . . . . . . .  V1-T4-54
Commercial Safety Sockets . . . . . . . . . . . . . . . . . . .  V1-T4-55
EUSERC Requirements Service 

Entrance Devices. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-41
House Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-48
Non-EUSERC Combination Service 

Entrance Devices. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-37
Residential Meter Breakers . . . . . . . . . . . . . . . . . . .  V1-T4-35
West Coast All-In-One Design . . . . . . . . . . . . . . . . .  V1-T4-44

Metering Products . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-1–V1-T4-144
Commercial Lever Bypass Sockets . . . . . . .  V1-T4-10–V1-T4-16
Communications Grounding Device  . . . . . . . . . . . . . .  V1-T4-34
Cross-Reference . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-25
Group Metering

Accessories. . . . . . . . . . . . . . . . . . . . . .  V1-T4-30, V1-T4-136, 
V1-T4-140, V1-T4-142

Commercial Meter Stack Modules . . . . . . . . . . . . .  V1-T4-126
Renewal Parts. . . . . . . . . . . . . . . . . . . . V1-T4-141, V1-T4-143
Residential Meter Stacks  . . . . . . . . . . . . . . . . . . . .  V1-T4-108

Instrument Rated Sockets. . . . . . . . . . . . . . V1-T4-23, V1-T4-24
Mechanical Lugs . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-33
Meter Breakers

Aluminum Meter Breakers . . . . . . . . . . . . . . . . . . . .  V1-T4-53
CH Style Renovation Solutions . . . . . . . . . . . . . . . . .  V1-T4-54
Commercial Safety Sockets . . . . . . . . . . . . . . . . . . .  V1-T4-55
EUSERC Requirements Service 

Entrance Devices . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-41
House Panels  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-48
Non-EUSERC Combination Service 

Entrance Devices . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-37
Residential Meter Breakers  . . . . . . . . . . . . . . . . . . .  V1-T4-35
West Coast All-In-One Design  . . . . . . . . . . . . . . . . .  V1-T4-44

Meter Socket Accessories
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-31

Multiple Position Horizontal 
Ganged Sockets . . . . . . . . . . . . . . . . . . . .  V1-T4-17–V1-T4-34

Residential Pedestals  . . . . . . . . . . . . . . . . . V1-T4-28, V1-T4-29
Single Meter Sockets

Residential Ringless Type Cover. . . . . . . . . . . . . . . . .  V1-T4-4
Tenant Main Circuit Breaker

Type BR  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-121
Type CCV  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-123
Type CV. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-124

Mobile Home Panels
Accessories

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23
Power Pedestals . . . . . . . . . . . . . . V1-T5-2, V1-T5-21–V1-T5-27

Molded Case Switch
Air Conditioning Disconnects  . . . . . . . . . . . . . V1-T6-2, V1-T6-4

Mounting Bases
Type CH Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43

Mounting Brackets
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Mounting Feet
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

Multiple Position Horizontal Ganged Sockets
Metering Products. . . . . . . . . . . . . . . . . . . .  V1-T4-17–V1-T4-34

N
Neutral Bar Accessories

Type CH Loadcenters and Circuit Breakers
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-28
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Newport Camp Mate Power Pedestal
RV Park Hook-Ups

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-36

Newport Harbor Mate
Marina Power and Lighting Equipment

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-62

Non-EUSERC Combination Service Entrance Devices
Metering Products

Meter Breakers  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-37

Non-Metallic Loadcenter
CH Specialty Products

Type CH
Loadcenters and Circuit Breakers . . . . . . . . . . . . .  V1-T1-21

O
Outdoor Communication Grounding Device

Surge Protection Devices and Lightning Arresters . . . .  V1-T2-6

P
Padlock Brackets

Type BR Loadcenters and Circuit Breakers
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92

Padmount Adapter
Mobile Home Panels

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23

Pad-Mount Bracket
Temporary Power/RV Park

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7

Pedestal Extension
Mobile Home Panels

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23
Temporary Power/RV Park

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7

Pedestal Units
Temporary Power/RV Park

Power Pedestals  . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-16

Phase Adapters
Type CH Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-28

Phone, Cable, Internet Assemblies
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

Plug-On Circuit Breakers
Type BR

Loadcenters and Circuit Breakers  . . . . . . . . . . . . . .  V1-T1-83

Plug-On Surge Protection
Surge Protection Devices and Lightning Arrester . . . . .  V1-T2-3

Power Inlet Box
Manual Transfer Switches  . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

Power Outlet Panels
Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-2

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-1–V1-T5-87
Marina Power and 

Lighting Equipment. . . . . . . . . . . V1-T5-2, V1-T5-48–V1-T5-87
Admiral—SS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-59
Digital Electronic Kilowatthour Meters . . . . . . . . . . .  V1-T5-78
Distribution Equipment—Ground Fault Monitor . . . .  V1-T5-79
Distribution Equipment—MegaYacht Powerpoint  . .  V1-T5-80
Distribution Equipment—Panels . . . . . . . . . . . . . . . .  V1-T5-86
Distribution Equipment—Substations. . . . . . . . . . . .  V1-T5-83
Distribution Equipment—Transformers  . . . . . . . . . .  V1-T5-87
Firehouse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-70
Hatteras Light . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-66
Lighthouse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-51
Lighthouse—SS  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-55
Mariner . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-77
Newport Harbor Mate. . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-62
Smart Start  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-76

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Mobile Home Panels . . . . . . . . . . . V1-T5-2, V1-T5-21–V1-T5-27
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-23

Power Outlet Panels . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-2
RV Park Hook-Ups . . . . . . . . . . . . . . . . . . . .  V1-T5-28–V1-T5-47

Digital Electronic Kilowatthour Meters . . . . . . . . . . .  V1-T5-41
Distribution Equipment—Panels . . . . . . . . . . . . . . . .  V1-T5-46
Distribution—Ground Fault Monitor  . . . . . . . . . . . . .  V1-T5-42
Distribution—Substations . . . . . . . . . . . . . . . . . . . . .  V1-T5-43
Distribution—Transformers. . . . . . . . . . . . . . . . . . . .  V1-T5-47
Firehouse  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-39
Newport Camp Mate Power Pedestal  . . . . . . . . . . .  V1-T5-36
Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . .  V1-T5-30
Powerhouse Stainless Steel Power Pedestal . . . . . .  V1-T5-33

Temporary Power/RV Park. . . . . . . . . . . . . . .  V1-T5-3–V1-T5-20
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Pedestal Units. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-16
Surface Units  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-10

Powerhouse Power Pedestal
RV Park Hook-Ups

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-30

Powerhouse Stainless Steel Power Pedestal
RV Park Hook-Ups

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-33

Pullouts, Fused and Non-Fused
Air Conditioning Disconnects. . . . . . . . . . . . . . V1-T6-2, V1-T6-4

Q
Quick Connect Design

Surge Protection Devices and Lightning Arresters . . . .  V1-T2-6

R
Rainproof Conduit Hub

Temporary Power/RV Park
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7

Rainproof Conduit Hubs
Type CH Loadcenters and Circuit Breakers

Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-26



Volume 1—Residential and Light Commercial CA08100002E—April 2019 www.eaton.com V1-A3-7

Appendix 3—Alphabetical Product Index

Raintight Enclosure
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-6

Receptacles
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Renewal Parts
Group Metering

Metering Products . . . . . . . . . . . . . . . .  V1-T4-141, V1-T4-143
Temporary Power/RV Park

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-8

Residential Backup Transfer Switch Solutions . . .  V1-T3-2–V1-T3-10
Automatic Transfer Switches . . . . . . . . . . . . .  V1-T3-2–V1-T3-6

Residential Meter Breakers
Meter Breakers

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-35

Residential Meter Stacks
Group Metering

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-108
Meter Packs—1MP, 1MM and 3MM . . . . . . . . . . . . .  V1-T4-88

Residential Pedestals
Metering Products  . . . . . . . . . . . . . . . . . . .  V1-T4-28, V1-T4-29

Residential Ringless Type Cover
Single Meter Sockets

Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-4

Residential Standby Backup Power Solutions
Manual Transfer Switches  . . . . . . . . . . . . . .  V1-T3-7–V1-T3-10

Riser Panel
BR Specialty Products

Type BR
Loadcenters and Circuit Breakers . . . . . . . . . . . . .  V1-T1-62

RV Park Hook-Ups
Power Pedestals . . . . . . . . . . . . . . . . . . . . .  V1-T5-28–V1-T5-47

Digital Electronic Kilowatthour Meters. . . . . . . . . . .  V1-T5-41
Distribution Equipment—Panels  . . . . . . . . . . . . . . .  V1-T5-46
Distribution—Ground Fault Monitor . . . . . . . . . . . . .  V1-T5-42
Distribution—Substations. . . . . . . . . . . . . . . . . . . . .  V1-T5-43
Distribution—Transformers  . . . . . . . . . . . . . . . . . . .  V1-T5-47
Firehouse . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-39
Newport Camp Mate Power Pedestal . . . . . . . . . . .  V1-T5-36
Powerhouse Power Pedestal . . . . . . . . . . . . . . . . . .  V1-T5-30
Powerhouse Stainless Steel Power Pedestal  . . . . .  V1-T5-33

S
Safety Sockets, Commercial

Meter Breakers
Metering Products . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-55

Service Entrance Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-2

Shunt Trip
Type BR Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-92
Type CH Loadcenters and Circuit Breakers

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-43

Single Meter Sockets
Metering Products

Residential Ringless Type Cover. . . . . . . . . . . . . . . . .  V1-T4-4

Single-Phase
Type BR

Loadcenters and Circuit Breakers . . . . . . . . . . . . . . .  V1-T1-53

Smart Start
Marina Power and Lighting Equipment

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-76

Spa Panels
BR Specialty Products

Type BR
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-61

CH Specialty Products
Type CH

Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-15
Type BR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-61

Spring Closure
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-72

Standard Manual Transfer Switch
Manual Transfer Switches. . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

Strobe Light
Marina Power and Lighting Equipment/

RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-74

Surface Units
Temporary Power/RV Park

Power Pedestals . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-10

Surge Installed Loadcenters
Surge Protection Devices and Lightning Arrester . . . . .  V1-T2-9

Surge Panel
CH Specialty Products

Type CH
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-16

Surge Protection  . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-1–V1-T2-10
Factory-Installed Surge Protection. . . . . . . . . . V1-T2-2, V1-T2-9
Plug-On Surge Protection  . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3

Type 3 Point-of-Use Surge Protection. . . . . . . . . . . . .  V1-T2-3
Type BRSURGE  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3
Type BRSURGECSA . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3
Type CHQSA. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3
Type CHSA . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3
Type CLSURGE. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-3

Service Entrance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-2
Surge Installed Loadcenters  . . . . . . . . . . . . . . . . . . . . .  V1-T2-9
Surge Protection Devices and 

Lightning Arresters . . . . . . . . . . . . . . . . . . .  V1-T2-2–V1-T2-10
Surge Ready Loadcenter . . . . . . . . . . . . . . . . . V1-T2-2, V1-T2-9
Two-Stage Protection  . . . . . . . . . . . . . . . . . . . V1-T2-2, V1-T2-3
UL 1449 3rd Edition Surge Protection

Type 1 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-2
Type 1 CHSP. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-4
Type 2 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-2
Type 2 Plug-On . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-10

UL 1449 3rd Edition, cUL
Type 2 CHSP Service Entrance. . . . . . . . . . . . . . . . . .  V1-T2-5
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Surge Protection Devices and 
Lightning Arresters . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-2–V1-T2-10

Surge Protection Receptacles with 
LED Indicators and Audible Alarm . . . . . . . . . . . . . . .  V1-T2-8

Type BR and CH Surge Breakers  . . . . . . . . . . . . . . . . .  V1-T2-7

Surge Protection Receptacles with 
LED Indicators and Audible Alarm

Surge Protection Devices and Lightning Arresters . . . .  V1-T2-8

Surge Ready
Type CH

Loadcenters and Circuit Breakers  . . . . . . . . . . . . . .  V1-T1-17

Surge Ready Loadcenter. . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T2-9
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-2

Switched Neutral Manual Transfer Switch
Manual Transfer Switches  . . . . . . . . . . . . . . . . . . . . . .  V1-T3-9

T
Temporary Power/RV Park

Power Pedestals . . . . . . . . . . . . . . . . . . . . . .  V1-T5-3–V1-T5-20
Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-7
Pedestal Units  . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-16
Surface Units . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-10

Three-Phase
Type BR

Loadcenters and Circuit Breakers  . . . . . . . . . . . . . .  V1-T1-58
Type CH

Loadcenters and Circuit Breakers  . . . . . . . . . . . . . .  V1-T1-13

Transfer Panels
Manual Transfer Switches  . . . . . . . . . . . . . . . . . . . . . .  V1-T3-7

Two-Stage Protection
Surge Protection Devices and 

Lightning Arresters. . . . . . . . . . . . . . . . . . . .  V1-T2-2, V1-T2-3

Type 1 Surge Protective Device
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-2

Type 2 Surge Protective Device
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-2

Type 3 Point-of-Use Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-3

Type BR
Loadcenters and Circuit Breakers . . . . . . . .  V1-T1-46–V1-T1-74

Accessories  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-66
BR Specialty Products

BR Circuit Breakers . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-83
Riser Panel. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-62
Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-61
Type BR Renovation Loadcenter . . . . . . . . . . . . . .  V1-T1-63
Type BR Retrofit Interior Kits. . . . . . . . . . . . . . . . .  V1-T1-64

Common Trip Quadplex Breakers  . . . . . . . . . . . . . .  V1-T1-89
Convertible Loadcenters MCB . . . . . . . . . . . . . . . . .  V1-T1-55
Convertible Loadcenters MLO . . . . . . . . . . . . . . . . .  V1-T1-55
Plug-On Circuit Breakers  . . . . . . . . . . . . . . . . . . . . .  V1-T1-83
Single-Phase. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-53
Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-61
Three-Phase . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-58

Type BR and CH Surge Breakers
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-7

Type BR Renovation Loadcenter
BR Specialty Products

Type BR
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-63

Type BR Retrofit Interior Kits
BR Specialty Products

Type BR
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-64

Type BRSURGE Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-3

Type CH Loadcenters and Circuit Breakers . . . . . .  V1-T1-2–V1-T1-45
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-22
CH Circuit Breakers. . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-36
CH Specialty Products

Non-Metallic Loadcenter  . . . . . . . . . . . . . . . . . . . .  V1-T1-21
Spa Panels . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-15
Surge Panel  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-16
Type CH Renovation Loadcenter . . . . . . . . . . . . . .  V1-T1-18
Type CH Retrofit Interior Kits . . . . . . . . . . . . . . . . .  V1-T1-19

Convertible Loadcenters MCB . . . . . . . . . . . . . . . . .  V1-T1-11
Convertible Loadcenters MLO . . . . . . . . . . . . . . . . .  V1-T1-11
Surge Ready . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-17
Three-Phase  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T1-13

Type CH Renovation Loadcenter
CH Specialty Products

Type CH
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-18

Type CH Replacement Breakers
Classified Circuit Breakers

Loadcenters and Circuit Breakers . . . . . . . . . . . . . .  V1-T1-103

Type CH Retrofit Interior Kits
CH Specialty Products

Type CH
Loadcenters and Circuit Breakers  . . . . . . . . . . . . .  V1-T1-19

Type CHQSA Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-3

Type CHSA Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-3

Type CLSURGE Surge Protection
Surge Protection Devices and Lightning Arresters . . . .  V1-T2-3

U
UL 1449 3rd Edition

Surge Protection Devices and Lightning Arrester . . . . .  V1-T2-2

W
Water Assemblies

Marina Power and Lighting Equipment/
RV Park Hook-Ups
Accessories. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T5-73

West Coast All-In-One Design
Meter Breakers

Metering Products  . . . . . . . . . . . . . . . . . . . . . . . . . .  V1-T4-44




