
17CO M M ER CI A L

—
FB Series 
NEMA 4, 12 - Splitter Boxes

Type 4,12 enclosure designed for indoor/outdoor distribution
(600V maximum, Cu-Al).

Technical specifications:
•	 16 gauge steel
•	 Factory installed splitter blocks on 14 gauge mounting panel
•	 Seamless poured in place gasketed cover secured with 1/4 turn 

latches
•	 Continuously welded & ground smooth seams
•	 ANSI/ASA61 grey polyester textured powder coating inside out

Cat. No. Grounding kit
(Optional)

Amps Dimensions Weight
3 wires 4 wires A B C lbs.

FB73 FB74 BGR200 70 12 10 4 11

FB103 FB104 BGR200 125 12 10 4 11

FB203 FB204 BGR200 225 18 12 5 23

FB403 FB404 BGR400 400 24 17 6 47

FB603 FB604 BGR600 600 30 24 7 37

Inside blocks 
not shown



18 B E L  EN CLOSU R E S 

—
FB Series 
NEMA 4, 12 - Splitter Boxes 

—
Model FB70 and FB100

—
Model FB200, FB400 and FB600

Section X-X

8.000

10.370

12.370

2.185
Typ.

10.000

8.875 Front bends
0.375 (4 sides)

Component 
installation 
holes

12.750

Ø 0.437

Front view 
(without door)

0.750

12.000

10.875

Welded wall mounting bracket for "FB100"

Gasket

Welded slip hinge

Shoulder studs
 1/4-20 x 1/2" Lg. (x4)

5.000

0.463

Cam
1.250

Diam. 0.930

0.463

0.463

0.5630.750

1/4 Turn latch

0.620

Wall mounting 
bracket for "FB200"

A + 0.750

Central slip hinge 
on"FB400" and 

"FB600"

A + 0.370

B-2.000

B+0.370

0.750 Front view 
(without door)

Dia. 0.437

Section X-X 0.437

Cam
1.250

0.563

2.103
1.6371/4 turn latch

Slip hinge

Gasket

Shoulder studs
 1/4-20 x 1" LG. 
(x4)

0.620

Dia. 0.930Cat. No. Dimensions
D E

FB203 FB204 16.875 10.875
FB403 FB404 22.875 15.875
FB603 FB604 28.875 22.875

Deboss  2.750  x 1.750 
for "Bel" sticker B - 3.000

A - 3.000

A - 1.500

oror

Component 
installation 
holes

Front bends
0.500
(4 sides)

Diagrams

Diagrams

B - 1.500


